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Product name + option codes (if any) + frequency
eg: +,�"$-���������./0 ±100ppm -10+70°C

+,�"$-�&1��--�-��./0 ±50ppm -40+85°C
Option code X (eg GXO-E71/X) denotes a custom spec.
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� Standard. � Optional - Please specify required code(s) when ordering
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* Frequency stability is inclusive of calibration @ 25°C, operating temperature range, supply
voltage change, load change, ageing, shock and vibration.
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*��2�������
���3 75.0 ~ 170MHz �

*��2������	�
%'�'��43 ±100ppm �
±50ppm � B
±25ppm � A

����
�'���������
������
���3
-10 to +70°C �
-40 to +85°C � I

5���
���������
������
���3
-55 to +125°C �

5������)���
����!66�3
+3.3V (±5%) �

5�������������3 60mA max �

������3 Complementary LV-PECL �

7�	����
�3 RTT (�) 50
VTT (V) +1.3

 ��'����)��	3 ‘0’ level = 1.7V max �
‘1’ level = 2.2V min �

5�
�������'��3 10ms max �

8
)�(����	�������3
40:60 max @ 50%VP-P �

9'	��&�(
����'��3
1.0ns max (20 ~ 80%VP-P) �

$�
%���&��'	
%���(����'��3
Tristate (control via pad 1) �

���������
%���&��'	
%����'��3
10 ms / 100ns max �

5�
��"%���������3 10µA max �

Open
‘1’ level (�0.7V)
‘0’ level (�0.3V)

Enabled
Enabled

High Impedance

Enabled
Enabled

High Impedance
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