
SPLITTERS / COMBINERS

Power Splitters / Combiners 

Typical Performance 

SPL1331 0 -2WAY 810 ~ 960MHz 
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Order Information 
810 885 960

Frequency [MHz] 

Style No. 
 
 
SPL1331 

 
SPL1351 

 
SPL1371 

 
SPL1372 

 
SPL1373 

Frequency 
Range 
[ MHz ] 

 
810~960 

 
1300~1600 

 
1800~2000 

 
1900~2200 

 
2200~2500 

In-Phase 
Outputs 
 
 

2WAY 

 
2WAY 

 
2WAY 

 
2WAY 

 
2WAY 

Insertion Loss
(1Split Loss) 
max. [ dB ] 

 
0.3 

(3dB) 

0.3 
(3dB) 

0.3 
(3dB) 

0.3 
(3dB) 

0.3 
(3dB) 

Varience
Within The
Bandwidth 
max. [ dB ]
 

0.2 

 
0.2 

 
0.2 

 
0.2 

 
0.2 

Power
Balance 

max. [ dB ]

 
0.2 

 
0.2 

 
0.2 

 
0.2 

 
0.2 

In / out
VSWR
max. 

 
1.2 

 
1.2 

 
1.2 

 
1.2 

 
1.2 

Isolation
min. 
[ dB ] 

 
20.0 

 
20.0 

 
20.0 

 
20.0 

 
20.0 

Input 
Power 
[ W ] 

 
1.0 

 
0.5 

 
0.5 

 
0.5 

 
0.5 

Working 
Temp. Range

[  C ] 

 
−10 ~+65 

 
−10 ~+65 

 
−10 ~+65 

 
−10 ~+65 

 
−10 ~+65 

Connector
 

SMA 

SMA 

SMA 

SMA 

SMA

Notes : Complied with custom designed requirements.

American Accurate Components, Inc. 
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                         RF Power Splitter/Combiner 
 

                        The content of this specification may change without notification 09/18/08 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

                  188 Technology Drive, Unit H, Irvine, CA 92618 
                   TEL: 949-453-9888  FAX: 949-453-8889 

 


