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0.5 mm PITCH MATCHED IMPEDANCE STACKING
CONNECTORS FOR HIGH-SPEED SIGNAL REQUIREMENTS

■ FEATURES
• Terminal pitch of 0.5mm, SMT terminals (for both

plug and socket).
• This connector can connect boards in parallel with

5.5 mm stacking height .
• Bellows contacts provide reliable interconnection.
• Characteristic impedance matching is 50Ω and low

cross talk.

■ SPECIFICATIONS

■ MATERIALS
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2. HIGH FREQUENCY DATA
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SOCKET, SMT

■ DIMENSIONS

■ PC board mounting pattern

Unit: mm (in.)

Unit: mm (in.)
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■ ORDERING PART NUMBER

FCN-298P100-L/0H
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PLUG, SMT

■ DIMENSIONS

■  PC BOARD MOUNTING PATTERN (MOUNTING SIDE)

Unit: mm (in.)

Unit: mm (in.)
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3.5TYP(3.5 × n)
(0.138TYP(0.138 × n))

 0.5TYP(0.5 × n)
(0.019TYP(0.019 × n))

 0.5TYP(0.5 × n)
(0.019TYP(0.019 × n))

0.75+0.3 (0.029+0.001 ) 
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35.0 (1.378)

0.65+0.5 (0.026+0.002 ) 

2.75(0.108)

0.25+0.5 (0.009+0.002 )-0 -0

■ ORDERING PART NUMBER

FCN-298J100-L/0H
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