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Micro MATE-N-LOK 3 mm Connector System (Continued)
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Soft Shell
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.118 [3.00]Centerline

Receptacle Housings

Single Row

Material
Nylon, Black
Flammability Rating—UL 94V-0

Related Product Data
Contacts:  
Receptacle Contacts—page 22

Mateable Housings and
Headers:  
Single Row Plug Housings—
pages 25-26
Single Row Vertical Pin Header
Assemblies—pages 30-37
Single Row Right-Angle Pin Header
Assemblies—pages 38-47

Number Dimension Part 
of Circuits A Numbers

2 .276 1445022-27.00

3 .394 1445022-310.00

4 .512 1445022-413.00

5 .630 1445022-516.00

6 .748 1445022-619.00

7 .866 1445022-722.00

8 .984 1445022-825.00

9 1.102 1445022-928.00

10 1.220 1-1445022-031.00

11 1.339 1-1445022-134.00

12 1.457 1-1445022-237.00

Note: All part numbers are RoHS Compliant.
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Micro MATE-N-LOK 3 mm Connector System (Continued)
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(Continued)

Dual Row

Material
Nylon, Black
Flammability Rating—UL 94V-0

Related Product Data
Contacts:  
Receptacle Contacts—page 22

Mateable Housings and
Headers:  
Dual Row Plug Housings—pages 27-28
Dual Row Vertical Pin Header
Assemblies—pages 34-37
Dual Row Right-Angle Pin Header
Assemblies—pages 43-47

Number Dimension Part 
of Circuits A Numbers

2 .157 794617-24.00

4 .276 794617-47.00

6 .394 794617-610.00

8 .512 794617-813.00

10 .630 1-794617-016.00

12 .748 1-794617-219.00

14 .866 1-794617-422.00

16 .984 1-794617-625.00

18 1.102 1-794617-828.00

20 1.220 2-794617-031.00

22 1.339 2-794617-234.00

24 1.457 2-794617-437.00

Note: All part numbers are RoHS Compliant.
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