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Features
•  Magnetically Shielded

•  Expanded operating temp range
•  Low DC Resistance
•  High Energy Storage

Electrical

Test Equipment

Physical

Packaging:  500 pieces per 13 inch reel.
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RoHS

PCSDR127-5R6T-RC 5.6 30 100   0.0134 14.740

PCSDR127-8R2M-RC 8.2 20 100    0.0188 12.170
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PCSDR127-470M-RC   47 20 100 0.0863 5.280
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PCSDR127-181M-RC 180 20 100 0.3288 2.720

PCSDR127-331M-RC 330 20 100 0.6888 1.990

•  High saturation current

    Inductance Range:  .47µh to 1200µh
    Tolerance:  .47µh~6.8µh 30%,

    Test Frequency:  1KHz, 0.25V
    Operating Temp:  -55ºC ~ +125ºC
     Irms:  Current at which the 

Resistance to Soldering Heat

     Pre-Heat 150ºC, 1 Min.
     Solder Composition: Sn/Ag3.0/Cu0.5
     Solder Temp: 260ºC +/- 5ºC
     Immersion time: 10 sec. +/- 1 sec.

     (L): HP 4284A LCR meter or equivalent
     (RDC): HP 4338B Millohm meter or equivalent
     (IDC): 3260B WK & DC Bias 3265B WK

Marking:  EIA Inductance Code.

     REVISED 6/4/09

Dimensions: Inches
(mm)

KHz, 0.25V

All specifications subject to change without notice.

     Available in tighter tolerances

   I rms
(A)

PCSDR127-391M-RC 390 20 100 0.8890 1.830
PCSDR127-471M-RC 470 20 100 1.0332 1.680
PCSDR127-561M-RC 560 20 100 1.1320 1.530
PCSDR127-681M-RC 680 20 100 1.2960 1.390
PCSDR127-821M-RC 820 20 100 1.7640 1.270
PCSDR127-102M-RC 1000 20 100 1.9920 1.140
PCSDR127-122M-RC 1200 20 100 2.6100 1.050
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•  Low Energy Loss
•  Suitable for pick and place

     8.2µh~1200µh 20%

∆ T=40ºC
     Isat:  Current at which the inductance
     drops 35% from initial value

PCSDR127-R47T-RC 0.47 30 100   0.0023 56.000  17.896
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