
GF1AS~GF1MS

VOLTAGE 50 to 1000 Volts 1.0 AmperesCURRENT

GPP   SURFACE  MOUNT  RECTIFIER

FEATURES

• For surface mounted applications

• Low profile package

• Ideal for automated placement

• High temperature soldering : 260°C /10 seconds at terminals

• Glass Passivated Chip Junction

• In compliance with EU RoHS 2002/95/EC directives

MECHANICAL DATA

  • Terminals: Solderable per MIL-STD-750, Method 2026

  • Approx. Weight: 0.01 gram

Case:SOD-123S,Molded Plastic over passivated junction

NOTES:

1.Pulse test: 300u pulse width, 1% duty cycle.

2.Soldering land: 6mm x 6mm
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ELECTRICAL CHARACTERISTICS

Ratings at 25°C ambient temperature unless otherwise specified.
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MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Ratings at 25°C ambient temperature unless otherwise specified.
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GF1AS~GF1MS

Fig.1 FORWARD CURRENT DERATING CURVE

Fig.4 TYPICAL JUNCTION CAPACITANCEFig.3 TYPICAL REVERSE CHARACTERISTICS
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Fig.2-TYPICAL INSTANTANEOUS FORWARD
CHARACTERISTICS

INSTANTANEOUS FORWARD VOLTAGE, VOLTS
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