
 High switching speed. 

 For general purpose switching application. 

 Small plastic SMD speed. 

 Low capacitance. 

 Two electrically isolated series configuration arrays. 

 

           
 For general purpose switching application.  

       Type No.                      Marking                 Package Code 
 

BAV99S                         K1                     SOT-363 

  

MAXIMUM RATING @ Ta=25℃ unless otherwise specified 

Symbol Characteristic Value Unit 

VRRM Repetitive peak reverse voltage 85 V 

VR Continuous Reverse voltage 75 V 

IFRM Repetitive peak forward current 450 mA 

IF Forward continuous current 200 mA 

IFSM 

Non-repetitive peak forward surge current 
                             @t=1.0μs 
                             @t=1.0ms 
                             @t=1.0s 

 
4.5 
1.0 
0.5 

A 

PD Power Dissipation 250 mW 

Tj,Tstg Junction and Storage Temperature -65 to+150 ℃ 
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ELECTRICAL CHARACTERISTICS @ Ta=25℃ unless otherwise specified 

Parameter Symbol Test conditions MIN MAX UNIT

Reverse breakdown voltage V(BR)R IR=2.5μA 75 - V 

Forward voltage VF 

IF=1.0mA 
IF=10mA 
IF=50mA 
IF=150mA 

- 

0.715 
0.855 
1.0 
1.25 

V 

Reverse current IR VR=75V - 1 μA 
Diode Capacitance CD VR=0V,f=1.0MHz - 1.5 pF 

Reverse Recovery time trr IF=IR=10mARL=100Ω - 4 ns 

TYPICAL CHARACTERISTICS @ Ta=25℃ unless otherwise specified 
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