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TCS2230-01-1101 TCS2240-01-2011 TCS2250-01-2011 TCS2220-01-0301 TCS2210-01-1101 TCS2260-01-2011 TCS2270-01-2011 TCS2280-01-2011 TCS2290-01-2011

TCS2231-01-2021 TCS2241-01-2021 TCS2251-01-2021 TCS2221-01-2021 TCS2211-01-2021 TCS2261-01-2021 TCS2271-01-2021 TCS2281-01-2021 TCS2291-01-2021

TCS2231-01-2011 TCS2241-01-2011 TCS2251-01-2011 TCS2221-01-2011 TCS2211-01-2011 TCS2261-01-2011 TCS2271-01-2011 TCS2281-01-2011 TCS2291-01-2011
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M3X0.5
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M2.6X0.45

TCS0250-01-1201

Body:
94V-0

M3X0.5
φ3.2

M2.6X0.45

DIN  Standard  No.

Number  of  Pins

    Insulating
   Material
(UL FlameClass)

Mounting
Hole
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5b

45322

6

45329

7

45326

8a 8b

__45327

5c

TCS0230-01-1101 TCS0240-01-1201 TCS0250-01-1201 TCS0350-01-1201 TCS0450-01-1101 TCS0260-01-1201 TCS0270-01-1201 TCS1080-01-2011 TCS0280-01-1201

TCS1230-01-1201 TCS1240-01-6201 TCS1250-01-6201 TCS1220-01-1201 TCS1210-01-1201 TCS1260-01-6201 TCS1270-01-6201 TCS1290-01-1201 TCS1280-01-1201

TCS1230-01-1101 TCS1240-01-6101 TCS1250-01-6101 TCS1220-01-1101 TCS1210-01-1101 TCS1260-01-6101 TCS1270-01-6101 TCS1290-01-1101 TCS1280-01-1101
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DIN Connectors (Metal Cover Type Sockets)

UNIT: mmTCS0200/1200  Series
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TCS2250-01-2011

TCS2200 Series

TCS2251-01-2021
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