
INTERCONNECTS
2,54 Grid (1,02 dia.) Pins, Headers and Sockets

Single and Double Row

www.mil l -max.com  516-922-600086

Series 800, 801
802, 803

Ordering Information

Fig. 1

Fig. 2

Fig. 3

Fig. 4

Specify # of pins                   01-50

Number of PinsNumber of Pins

X 2,54X 2,54

2,542,54

2,082,08

2,542,54

3,453,45
5,215,21

6,916,91

3,03,0
0,61 DIA.0,61 DIA.

0,94-1,090,94-1,09

5,085,08
Number of PinsNumber of Pins

X 2,54 / 2X 2,54 / 2

1,02 DIA.1,02 DIA.

2,542,54

3,183,18

1,801,80 2,032,03

3,183,18

2,542,54

1,02 DIA.1,02 DIA.

Number of PinsNumber of Pins

X 2,54 /2X 2,54 /2

2,542,54

3,03,0
0,61 DIA.0,61 DIA.

0,94-1,090,94-1,09

5,085,08

2,542,54

5,215,21
6,916,91

2,082,08
3,453,45

Series 800...10-004       Single Row Pin Header

800-XX-0_ _-10-004000

Series 802...10-004      Double Row Pin Header

802-XX-_ _ _-10-004000

Specify # of pins                   01-50

Specify # of pins                    04-100

801-XX-0_ _-10-004000

Series 803...10-004       Double Row Socket

803-XX-_ _ _-10-004000

Specify # of pins                   004-100

Series 801...10-004       Single Row Socket

Fig. 2

Fig. 3

Fig. 4

Pin Plating

SPECIFY PLATING CODE XX= 10 90 40

SPECIFY PLATING CODE XX= 13 91 93          99        41 43 44

Sleeve (Pin)

Contact (Clip)

2,542,54
Number of PinsNumber of Pins

X 2,54X 2,54

1,02 DIA.1,02 DIA.

1,02 DIA.1,02 DIA.

2,542,54

3,183,18

1,801,80 2,032,03

3,183,18

Fig. 1

•   Series 800 and 802 single & double row
interconnects feature sturdy 1,02 Dia.
leads (MM #3077) and low profile (1,80
thick) insulator. See page 182 for details.

•   Series 801 and 803 single and double
row sockets use MM #1313 receptacles.
See page 151 for details.

•   Series 801 and 803 receptacles use
Hi-Rel, 6-finger BeCu #18 contacts
rated at 8 amps. Receptacles accept
0,94 - 1,09 diameter pins. See page 222
for details.

•   Insulators are high temp. thermoplastic.

XX=Plating Code
See Below

For Electrical,
Mechanical & Enviromental

Data, See pg. 4

For RoHS compliance
select   plating code.

XX=Plating Code
See Below

For Electrical,
Mechanical & Enviromental

Data, See pg. 4

For RoHS compliance
select   plating code.

RoHS
2002/95/EC

5,08µm Sn/Pb  5,08µm Sn/Pb                          5,08µm Sn

0,76µm Au    5,08µm Sn/Pb 0,76µm Au

0,25μm Au   5,08μm Sn/Pb 5,08μm Sn


