
ASK21809 1 1

SP NTS LP

SP2EGN2TN2AN3B4M0N9

02 DEC 08 ASK21809-* 1 1 NC

SP2EGN2TN2AN3B4M0N9/AA

EH NK

DRAWING
NO.

ASK21809-1

ASK21809-2

PART NUMBER REMARKS

RoHS COMPLIANT
PER RoHS DIRECTIV
2002/95/EC OF 27 JA
2003

-

73.08 [2.877]

68.88 [2.712]

57.65 [2.270]

3x Ø2.11 [Ø0.083]

4.82 [0.190]

13.72 [0.540]

 5.85 [0.230]

4x 5.90
 [0.232]

4.37 [0.172]

 8.42 [0.331]
 49.23 [1.938]

 29.90 [1.177]
5x 2.70
 [0.106]

NOTES:
1) MATERIALS AND FINISHES

INSULATOR: GLASS-FILLED POLYESTER, UL 94V-0. COLOR: BLUE.
CONTACTS: PRECISION MACHINED COPPER ALLOY WITH GOLD OVER NICKEL PLATE.
PUSH ON FASTENERS : BRASS WITH TIN PLATE.

30.07
 [1.184]

12.02 [0.473]

37x 3.80
 [0.150]

6x 12.47 [0.491]
6x 9.77 [0.385]
6x 7.07 [0.278]

SIZE 12 CONTACTS

3x Ø1.60±0.08
 [0.063±0.003]10x Ø2.29±0.08 [0.090±0.003]

24x Ø0.71±0.08
 [0.028±0.003]

14.60
 [0.575]

SIZE 22 CONTACTS

SIZE 16 CONTACTS

15.20
 [0.598]

2x 2.80
 [0.110]

10x Ø2.90
 [Ø0.114]

CONTACT HOLES PATTERN

5x 13.72 [0.540]

02 DEC 08 NC PA ECO 08257 LP EH NK

SP2EGN2TN2AN3B4M0N9

12.02 [0.473]

SIZE 16 CONTACTS

SP2EGN2TN2AN3B4M0N9/AA

8.42 [0.331] 4.82 [0.190]

5x 7.72 [0.304]
6x 4.37 [0.172]

8.42 [0.331]

7.72 [0.304]

24x Ø1.14 [Ø0.045]

3x 2.70
 [0.106]

2xØ2.00±0.08
 [Ø0.079±0.003]

68.88 [2.712]


