




Query Result

AF320(inch
mm)

A B C D E F G H J

.200
5.080

.100
2.540

.020
0.508

.070
1.778

.068
1.727

.057
1.448

.005
0.127

.020
0.508

.230
5.842

K L M N P Q R S T wt. grams.

.065
1.651

.060
1.524

.080
2.032

.040
1.016

0.04

Tolerance: .x ± .1  .xx ± .03  .xxx ± .015 inch.

Notes: 

●     Material and Finish: 
❍     Case material: ceramic. Lead material: 

Kovar. Finish: Solder plate over nickel. 
●     Marking: 

❍     Lead (1) may have diagonal cut. Input and 
output interchangeable for PAT models 
only. 

●     Special Tolerances: 
❍     Lead width ±.005; lead thickness ±.002; cap 

diameter ±.005 inch. 
●     Packaging: 

Packaging information:

Tape Width (mm): 12
Reel Size (inches): 7
Device Cavity Pitch (mm): 8
Devices Per Reel: 1000
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Query Result

A11(inch
mm)

A B C D E F G H J

.480
12.192

.500
12.700

.240
6.096

.255
6.477

.210
5.334

.230
5.842

.100
2.540

.20
5.080

.14
3.556

K L M N P Q R S T wt. grams.

.020
0.508

1.9

Tolerance: .x ± .1  .xx ± .03  .xxx ± .015 inch.

Notes: 

●     Material and Finish: 
❍     Header material: C.R.S. Pin material: 

#52 alloy. Finish: electro tin, hot-oil 
flowed. Cover material:upro-nickel. 

●     Mounting: 
❍     Insulated spacer available. Request P/N 

B-14-047-01. 
❍     Pin's meniscus (of header): 0.015" max. 

●     Special Tolerances: 
❍     Pin diameter ±.005 inch. 
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Query Result

A04(inch
mm)

A B C D E F G H J

.770
19.558

.800
20.320

.200
5.080

.210
5.334

.370
9.398

.400
10.160

.200
5.080

.20
5.080

.14
3.556

K L M N P Q R S T wt. grams.

.031
0.787

3.7

Tolerance: .x ± .1  .xx ± .03  .xxx ± .015 inch.

Notes: 

●     Material and Finish: 
❍     Header material: C.R.S. Pin material: 

#52 alloy. Finish: electro tin, hot-oil 
flowed. Cover material:upro-nickel. 

●     Mounting: 
❍     Insulated spacer available. Request P/N 

B14-045-01. 
❍     Pin's meniscus (of header): 0.015" max. 

●     Special Tolerances: 
❍     Pin diameter ±.005 inch. 
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