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TM9911

DC-1

HIGH FREQUENCY MAGNETICS
Data Coupling Transformers

• Minimum interwinding breakdown voltage of 2000 VrmsELECTRICAL SPECIFICATIONS at 25° C
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CI-3500-3550 1:1:1 0005 0.52 5.01 06 3.1 9.3 9.3 9.3

CI-3200-3550 1:1:1 0002 0.61 2.8 73 8.0 5.2 5.2 5.2

CI-6005-3550 1:1:1 005 5.8 3.5 23 4.0 3.1 3.1 3.1

CI-6002-3550 1:1:1 002 0.5 2.4 81 3.0 9.0 9.0 9.0

CI-6001-3550 1:1:1 001 0.5 6.5 51 5.0 0.1 0.1 0.1

CI-6050-3550 1:1:1 005 2.5 6.5 81 5.0 3.1 3.1 3.1

CI-6020-3550 1:1:1 02 2.3 1.4 12 4.0 9.0 9.0 9.0

CI-6010-3550 1:1:1 01 7.3 1.5 22 5.0 9.0 9.0 9.0

CP-3500-3550 1:1:2 0005 0.52 0.61 33 6.3 9.3 0.2 0.2

CP-3200-3550 1:1:2 0002 0.61 0.11 91 8.1 5.2 4.1 4.1

CP-6005-3550 1:1:2 005 5.8 6.5 11 1.1 3.1 7.0 7.0

CP-6002-3550 1:1:2 002 0.5 2.3 8 8.0 9.0 5.0 5.0

CP-6020-3550 1:1:2 02 8.5 5.7 21 5.1 3.1 8.0 8.0

CQ-6002-3550 1:1:3 002 0.5 6.3 7 1.1 9.0 4.0 4.0

CQ-6020-3550 1:1:3 02 2.3 7.2 6 3.1 9.0 4.0 4.0
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CD-3200-3550 TC1:TC1 0002 0.61 2.8 73 8.0 5.2 5.2 ___

CD-3100-3550 TC1:TC1 0001 0.11 0.8 03 7.0 0.2 0.2 ___

CD-6005-3550 TC1:TC1 005 5.8 3.5 23 4.0 3.1 3.1 ___

CD-6002-3550 TC1:TC1 002 0.5 2.4 81 3.0 9.0 9.0 ___

CD-6050-3550 TC1:TC1 05 2.5 6.5 81 5.0 3.1 3.1 ___

CD-6020-3550 TC1:TC1 02 2.3 1.4 12 4.0 9.0 9.0 ___

CD-6010-3550 TC1:TC1 01 7.3 1.5 22 5.0 9.0 9.0 ___

CO-3200-3550 TC1:TC2 0002 0.61 0.11 91 8.1 5.2 4.1 ___

CO-6005-3550 TC1:TC2 005 5.8 6.5 21 2.1 4.1 8.0 ___

CO-6002-3550 TC1:TC2 002 0.5 2.3 8 8.0 9.0 5.0 ___

CO-6050-3550 TC1:TC2 05 2.5 2.5 21 3.1 3.1 7.0 ___

CO-6020-3550 TC1:TC2 02 8.5 5.7 21 5.1 3.1 8.0 ___

CO-6010-3550 TC1:TC2 01 7.3 5.4 9 5.1 9.0 5.0 ___
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Data Coupling Transformers

MECHANICAL

0553-0013-DC
0553-0023-DC
0553-0106-DC
0553-0206-DC
0553-0506-DC
0553-2006-DC
0553-5006-DC

0553-0023-IC
0553-0053-IC
0553-0106-IC
0553-0206-IC
0553-0506-IC
0553-1006-IC
0553-2006-IC
0553-5006-IC

0553-0023-OC
0553-0106-OC
0553-0206-OC
0553-0506-OC
0553-2006-OC
0553-5006-OC

0553-0023-PC
0553-0053-PC
0553-0206-PC
0553-2006-PC
0553-5006-PC

0553-0206-QC
0553-2006-QC

SCHEMATICS
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642

.250
[6.35]
max

0.130
[3.30]
min

.100
[2.54]

.200
[5.08]

.500
[12.70]

max

.350
[8.89]
max

.400
[10.16]

Dimensions are in inches [millimeters].
Standard dimension tolerance is ±0.010 [0.25] unless otherwise noted.

Leads are 24 AWG.
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