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Platinum Sensor

Chip Resistor

•  Industry standard 1206 chip size

•  Small surface mount package

•  Wrap-around solder termination

•  Leach resistant nickel barrier

DimensionsDimensionsDimensionsDimensionsDimensions

The P1206 Platinum Temperature Sensor is a surface mount component designed for temperature sensing or temperature
compensation in instrument, HVAC, and computer applications.

SpecificationsSpecificationsSpecificationsSpecificationsSpecifications

0.020"±0.010"

0.126"±0.008"

0.020"±0.010"

0.063"

±0.008"

0.024"±0.004"

C°0tasecnatsiseRdradnatS SK0.1,S001

secnareloTdradnatS %5±,%2±,%1±.%5.0±

egnaRerutarepmeT C°521+ot°55-

stneiciffeoCerutarepmeTelbaliavA
C°/mpp0573+
C°/mpp0083+
C°/mpp0583+

ecnatsiseRnoitalusnI C°52tanimSM01

)S001(tnerruCgnirusaeM .xamAm3,Am1

ytilibatSmreTgnoL
)C°521tasruoh0001( )lacipyt(%1.0<

noitanimreT bPnS

gnitaeHfleS Wm/K31.0

emiTesnopseR
)liOderritSyldipaR(

.ces2.0
(t 5.0 )

.ces8.0
(t 9.0 )

emiTesnopseR
)riAllitS(

.ces2.2
(t 5.0 )

.ces61
(t 9.0 )

secnarelotdnaseulavecnatsiserrehtorofyrotcaftcatnoC



IRC Advanced Film Division
4222 South Staples Street  ·  ·  ·  ·  ·  Corpus Christi,  Texas 78411  ·  ·  ·  ·  ·  Tel: 361-992-7900  ·  ·  ·  ·  ·  Fax: 361-992-3377 ·  ·  ·  ·  ·  www.irctt.comRTD Series

Issue22JAN01

Ordering POrdering POrdering POrdering POrdering Procedurerocedurerocedurerocedurerocedure

RTD   -    P1206    -     41    -    1001    -    F

Product Line

RTD Resistor-temperature sensors

Model

P1206 = 1206 chip sensor

Temperature Coefficient

40 = +3750ppm/°C  ±100ppm/°C
41 = +3800ppm/°C  ± 50ppm/°C
42 = +3850ppm/°C  ±100ppm/°C
43 = +3850ppm/°C  ± 50ppm/°C

Resistance Code

4-digit resistance code
Ex: 1000 = 100 ohms; 1001 = 1000 ohms

Tolerance

D = ±0.5%, F = ±1%, G = ±2%, J = ±5%


