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Mates with:
CSS to CSP, CSS/25 to
CSP/25, SS, TS, SL

Specifications:
CSS
Insulator Material:
Black  Glass Filled Polyester
Flammability Rating:
UL 94V-O
Insulation Resistance:
5000 MΩ min
Temperature Range:
-20° C to +80°C
Withstanding Voltage:
1000 VRMS @ 60 HZ
Contact: BeCu
Shell: Brass
Plating:
Au over 50µ" (1,27µm) Ni or
Sn over 100µ" (2,54µm) Cu
or 50µ" (1,27µm) Ni
Current Rating: 1A
Contact Resistance:
10mΩ max
Lead Size Range:
.015" (0,38mm) to .022"
(0,56mm) DIA and most
IC Leads
Lead Insertion Depth:
.095" (2,41mm) to .150"
(3,81mm)
Insertion Force:
9 oz (2,50N) avg, 16 oz
(4,45N) max (.017" (0,43mm)
DIA probe)
Withdrawal Force:
2.5 oz (0,70N) avg, 1.5 oz
(0,41N) min (after 12
insertions with .017"
(0,43mm) DIA probe)
Wire:
26 AWG 7/34 Standard
Tinned Copper

Specifications:
CSS/25
Same as CSS except:
Contact:
Phosphor Bronze
Lead Insertion Depth:
.050" (1,27mm) to .165"
(4,19mm)
Insertion Force:
3.0 oz (0,83N) avg (.018"
(0,46mm) DIA probe)
Withdrawal Force:
1.5 oz (0,41N) avg (.018"
(0,46mm) DIA probe)
Wire:
26 AWG 7/34 Standard
Tinned Copper

Specifications:
CSP, CSP/25
Same as CSS except:
Terminal: Brass

OTHER
OPTION

TYPE
ASSEMBLY

NO. OF
CONDUCTORS

END
ASSEMBLY

COMBINATION
TYPE

CABLE
LENGTH

–5, –15,
–10, –20 –“XX”

= Length in inches

Note:
These Series are
non-standard, non-returnable.

COMBINATION

Specify combination type only if socket-plug
combination is required.

Begin part number with
CSP or CSP/25

CSP/25
not

available
1/8"

1/4"

1/2"

3/8"

–SC
–SP
–S5
–P5

= Cable Strip Socket (CSS)

= Cable Strip Plug (CSP)

= .025 SQ CSP (CSP/25)

= .025 SQ CSS (CSS/25)

–V
= Reversed Double

Right Angle

–S
= Single End

–D
= Double End

CSS
= Cable Strip Socket

CSP
= Cable Strip Plug

BODY WIDTH
5 Conductors = (13,21) .520

10 Conductors = (25,91) 1.020
15 Conductors = (38,61) 1.520
20 Conductors = (51,31) 2.020

CABLE
LENGTH

(7,62)
.300CABLE

LENGTH

Accepts           THRU           DIA pins  
(0,38)
.015

(7,62)
.300

(3,17)
.125

(4,83)
.190

(3,05)
.120

(0,51)
.020 DIA

(0,56)
.022

(0,76)
.030

PIN 1 (Brown wire)

(2,54)
.100

CSP/25
= .025 SQ CSP

CSS/25
= .025 SQ CSS

(4,06)
.160
REF

(8,89)
.350
REF

(7,62)
.300

(3,18)
.125

(4,57)
.018

CABLE
LENGTH

“XX”

5"max.
2"min.

Call Samtec for
other sizes

CABLE WIDTH
5 Conductors = (12,70) .500

10 Conductors = (25,40) 1.000
15 Conductors = (38,10) 1.500
20 Conductosr = (50,80) 2.000

CABLE
LENGTH(7,62)

.300

(6,60)
.260
(8,20)
.323

(3,05)
.120

(10,92)
.430CABLE

LENGTH

Accepts             pins
(0,64)
.025

(0,64)
.025 SQ PIN 1 (Brown wire)

(2,54)
.100

LENGTH
WHOLE
Inches

2 Inches
minimum
(±1/8")

Breakout starts with
Number 1 lead indicated
by brown wire or red strip.

–P “XX”
= Polarized

–A
= Double Right

Angle

CSS & CSP
SERIES

–ST8
–ST4
–ST2
–ST3

=

Specify Suffix from table.
All dimensions are ± 1/16". Specify “XX” as number of

conductors to be broken out.

–ST “X”
= Stripped & Tinned

–B “XX”
= Breakout

 Single Right
 Angle–R

SOLDERED .100"(2,54 mm) STRIPS


