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Insulated Adapter 50Ω ADI95
N to BNC   75Ω UADI95
Mounting Hole: DD4.203

Feed-thru jack 50Ω BJ98-2
75Ω UBJ98-2

Mounting Hole: DD4.50
For panels up to 2.25" thick, For thicker panels call the factory

Bulkhead Cable Jack    50Ω BJ95-
Wrench Crimp    75Ω UBJ95-
Mounting Holes: DD4.310 (Standard body)
DD1.310 (Cable Groups -6A/6B/6E, -48, -50)

Cable Plug 50Ω PL95-
Wrench Crimp   75Ω UPL95-
Large body versions are available, contact the factory.
Size depends on cable group.

Coax "n" connectors, 90 series

Adapter 50Ω AD95
N to BNC   75Ω UAD95
Mounting Hole: DD4.310

Bulkhead Jack 50Ω J95
Solder pot   75Ω UJ95
Mounting Hole: D5.310

Insulated Bulkhead
Cable Jack 50Ω BJ96-
Wrench Crimp   75Ω UBJ96-
Mounting Hole: DD4.203

PL95-1 and -6 Shown

BJ98-2 Shown

Trompeter's 90 Series incorporates many of the features of our BNC lines including 3-piece wrench crimp configuration, gold
plated captive center contacts, beryllium copper female contacts, and PTFE dielectrics.  The 90 Series will also accommodate
nonflammable plenum coax cables.

- Refers to Cable Group Table, see pages 68-88.  "D" mounting holes are on page 45.1
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BJ96-1 Shown

BJ95-141 Shown

50Ω BJ95F
75Ω UJ95F (Not Shown)

Flange Mount
Bulkhead Jack
N, Solder Pot
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1.274 OR 1.336 

.500 OR .688
WRENCH FLATS

.438 OR .625 FLATS

.828 DIA MAX 

.096 OR .130

1.863
3/4 HEX

3/4 HEX NUT

.625-24UNEF-2A

1.860

.833

.625-24UNEF-2A

.750 HEX NUT

.562 WRENCH FLATS

(.736)

(1.130)

(Ø.118)

(.718)

(Ø.126) TYP

(1.000)

1.392

.462
.094

.250

.625-24 UNEF-2A
.750 HEX NUT

.437 HEX NUT

.312 FLATS

.800
DIA

1.287

.587

.406

.625-24UNEF-2A

.375-32UNEF-2A

SOLDER POT ACCEPTS 
.064 DIA WIRE

.500 HEX NUT

1.387

.750 HEX NUT
.562 WRENCH
FLATS .362

.437 HEX

.096

.625-24UNEF-2A

.750 HEX NUT TYP

.875 MAX

.50

1.75

.625-24UNEF-2A
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Coax "n" connectors, 90 series

Trompeter's "N" Connector Series are utilized for interconnection on antenna towers, lightning protection boxes, power
distribution and ancillary systems.  Trompeter offers a complete line of remarkable new 50Ω "N" connectors for current industry
standard flexible and corrugated cables.

"N" Type Bulkhead Jack 50Ω BJ92
Panel Thk: .250

Right Angle Circuit Board Jack
Type "N" Coaxial Bulkhead
Mount Receptacle 50Ω CBBJR99
DD4.310

Cable Plugs
Wrench Crimp  (For part numbers see drawings)

Cable Plug
Right Angle, Wrench Crimp
For RG393 105-1374-1
Safety Wire Version 105-1374-S1

Pic Wire & Cable S33141 105-1374-2
Safety Wire Version 105-1374-S2
For other cables, 75Ω, or TNC versions contact the factory.

Right Angle "N"
for Airborne Applications

Cable group table, see pages 68-88.

.625-24UNEF-2A

.750-32UNEF-2A
1.286

Ø1.000

1.00 HEX

GASKET

.818 .468

SOLDER POT
ACCEPTS Ø.095
WIRE

Ø,765
.755

.662

.658

.634

.553
.081 DIA

.104 DIA
4 PLACES

.866
DIA

.750 HEX NUT

.930

1.555

.187

1.867

.072
TYP

.553
TYP

.350

.450
TYP

.575

.800 DIA
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1.830

1.435

.130

.827 DIA MAX

.500 WRENCH FLATS 

.625 WRENCH
FLATS 

1.784

.812 HEX
.750 HEX

Ø.75

105-1663 -1 Shown

.130

.625 WRENCH FLATS

105-1663-2/-12 Shown

1.784
.170

Ø1.00

.812 HEX 1.00 HEX

.875 WRENCH FLATS

105-1663-3 Shown

2.441

Ø1.50

.300

1.50 HEX

.812 HEX
1.50 WRENCH FLATS

DASH CABLE 
NO. ACCOMMODATED
105-1663-1 FLC38-50J
105-1663-2 FLC12-50J
105-1663-3 FLC78-50J
105-1663-12 FLC12-50J

L

.812 HEX
B HEX

Ø.A

.130

C WRENCH FLATS

DASH CABLE A B C L
NO. ACCOMMODATED
-1 TIMES LMR-400 .750 .750 .625 1.627
-2 TIMES LMR-500 1.00 1.00 .875 1.687
-3 TIMES LMR-600 1.00 1.00 .875 1.687

105-1636-(See Chart)


