
(a) (c)(b) (e)(d)

1. PART NO. EXPRESSION :

(b) Dimension code

(c) Inductance code : 220 = 22.0uH

(a) Series code

2. CONFIGURATION & DIMENSIONS :

A

4. MATERIALS :

SUPERWORLD  ELECTRONICS  (S)  PTE  LTD

(a) Core 

(c) Terminal 

(d) Capsulate 

3. SCHEMATIC :

(d) Tolerance code : J = ± 5%, K = ± 10%, M = ± 20%

(f) F : RoHS Compliant
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SUPERWORLD  ELECTRONICS  (S)  PTE  LTD

c) Operating temp. : -40° C to +125° C

b) Ambient temp. : 100° C Max.

a) Temp. rise : 20° C Max.
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e) Terminal strength : 1.5Kg Min.

5. GENERAL SPECIFICATION :

h) Resistance to solvent : Per MIL-STD-202F

g) Resistance to solder heat : 260° C for 10secs

f) Rated current : Current cause inductance drop within 10%

MOLDED WIREWOUND CHIP INDUCTORS

d) Storage condition (component in its packaging)

i) Temperature : -10 to 40° C

ii) Humidity : 60%
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6. ELECTRICAL CHARACTERISTICS :

MOLDED WIREWOUND CHIP INDUCTORS

WI453232181KF
WI453232151KF

WI453232221KF
WI453232271KF
WI453232331KF
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WI453232R12MF
WI453232R15MF
WI453232R18MF
WI453232R22MF

WI453232R39MF
WI453232R33MF
WI453232R27MF

WI453232R47MF

WI453232R82MF
WI453232R68MF
WI453232R56MF

WI4532321R0KF

WI4532321R5KF
WI4532321R8KF
WI4532322R2KF

WI453232150KF
WI453232180KF
WI453232220KF

WI4532325R6KF

WI453232120KF
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WI4532326R8KF
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7. CHARACTERISTICS CURVES :

MOLDED WIREWOUND CHIP INDUCTORS
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( 3 ) Q'TY & G.W. PER PACKAGE

N

G

A

( 2 ) DIMENSIONS

A
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B
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( 1 ) CONFIGURATION

T

B

  

Unit:m/m

* CARRIER TAPE WIDTH : D

D

+0

G

14 50

N

-0

EMBOSSED CARRIER
D

COVER TAPE

Ø
C

2.0± 0.5

ØC

8. PACKAGING INFORMATION :

MOLDED WIREWOUND CHIP INDUCTORS

21± 0.8

C

12

T

16.5

22
0 

22
0 

22
0 

22
0 

P : 8m/m 4m/m

Style

07-12

330 13± 0.521± 0.8 12 18.413-12 +014 50 -0

Q'TY(pcs)

500

G.W.(gw) Q'TY(pcs) G.W.(gw)

7.20 41 x 39 x 22

Size(cm)

130 20000

Stype

07-12

2000 540 1800013-12 6.50 41 x 39 x 22

Outer : CartonInner : Reel

Leader 
no component
 200mm min.

User direction of feed 
Trailer

 on component 
400mm min.

Components


