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			1340TAPC - Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes 1340-Type Lightwave Receiver 
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	Part No.	1340TAPC 1340TMPC 1340CAPC 1340CBPC 1340CCPC 1340CMPC 1340CNPC 1340FAPC 1340FBPC 1340FCPC 1340FMPC 1340FNPC 1340TBPC 1340TNPC 1340-TYPE   

	Description	Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes 
 Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
1340-Type Lightwave Receiver


	File Size	110.45K  / 
						12 Page	 
	

						Maker	
						[image: ]


						 Agere Systems 
  
						










	
						
						




						

	Homepage	
						http://www.agere.com/
	Download	[ 
						1340TAPC 1340TMPC 1340CAPC 1340CBPC 1340CCPC 1340CMPC 1340CNPC 1340FAPC 1340FBPC 1340FCPC 1340FMPC 1 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						1340TAPC 1340TMPC 1340CAPC 1340CBPC 1340CCPC 1340CMPC 1340CNPC 1340FAPC 1340FBPC 1340FCPC 1340FMPC 1 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[1340TAPC 1340TMPC 1340CAPC 1340CBPC 1340CCPC 1340CMPC 1340CNPC 1340FAPC 1340FBPC 1340FCPC 1340FMPC 1 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for 1340TAPC ] 


					[ Price & Availability of 1340TAPC by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes 1340-Type Lightwave Receiver   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	10A02 10A01 10A07 10A03 10A04 10A05 10A06 	10 Amp Rectifier 50 to 1000 Volts
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Thermoplastic; Jacket Color:Natural; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.

	GNR10D391K GNR10D182K GNR10D180K GNR10D431K GNR10D	   VARISTOR
Coaxial Cable; Coaxial RG/U Type:213; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes
PAIRED OVERALL SHIELDED PLENUM CABLE FOR AUDIO, INSTRUMENT, CONTR...,FIBER OPTICS,PLENUM COMPUTER CABLE, 24 AMERICAN WIRE GAUGE, BLACK, REDALL SHIELDED PLENUM CABLE F RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:214; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:59B; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
Programmable Logic Controller; For Use With:I/O Bricks; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
2 PR #22 FEP FS FLRST RoHS Compliant: Yes
Varistor.
VARISTOR 压敏电阻
Connectors, Accessories; For Use With:G4 I/O Module Mounting Racks; Accessory Type:Jumper Strap; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	CERAMATE[Ceramate Technical]
CERAMATE TECHNOLOGY CO., Ltd.

	M36W108T100ZN5T M36W108T100ZM6T M36W108T120ZM6T M3	TV 5C 5#16 PIN RECP
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Light Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Blue; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
TV 6C 6#20 PIN WALL RECP 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
	意法半导
STMicroelectronics N.V.

	MC10SX1189 MC10SX1189D ON0811 MC10SX1189-D 	Fibre Channel Coaxial Cable Driver and Loop Resillency Circuit
From old datasheet system
Fibre Channel Coaxial Cable Driver and Loop Resiliency Circuit(光纤通道同轴电缆驱动器和环路弹性电
	ONSEMI[ON Semiconductor]
Motorola, Inc.

	10B-2001 	Military-Grade 10BASE-T interface module
Coaxial Cable; Coaxial RG/U Type:8; Impedance:52ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
	Aeroflex Circuit Techno...
AEROFLEX[Aeroflex Circuit Technology]
Aeroflex Inc.

	GT13SCN-2PP-HU GT10A-2022SCF GT10SC-2022PCF GT13-1	Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines
WIRE MARKER CARD, SOLID NUMBERS, LEGEND 15
LABELS, CABLE MARKERS RoHS Compliant: Yes
Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
WIRE ACCESSORIES 在天线，传感器和通信中继同轴电缆连接
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	PE-B159-RD PE-B159-BK PE-B159-BL 	MIN-RG59 PRECISION VIDEO COAXIAL CABLE
MINI-RG59 PRECISION VIDEO COAXIAL CABLE
	Pasternack Enterprises, Inc.

	TZMB10 TZMB11 TZMB12 TZMB13 TZMB15 TZMB16 TZMB18 T	RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:55, 58, 141, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Jack; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:58, 141, 142, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210, 302 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Flanged Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
From old datasheet system
Silicon Epitaxial Planar Z-Diodes
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	WGA-3686-3M-W75-79 WGA-3645-NF-W90-79 WGA-3625-SM-	CABLE AND WAVEGUIDE TERMINATED, FEMALE, WAVEGUIDE TO COAXIAL ADAPTER
CABLE AND WAVEGUIDE TERMINATED, MALE, WAVEGUIDE TO COAXIAL ADAPTER
	

	6806-15 	0 MHz - 2000 MHz, 290 deg - RF/MICROWAVE COAXIAL MECHANICAL PH SHIFTER
DC TO 2, 4 AND 8 GHz, COAXIAL
	SPECTRUM CONTROL INC
API Technologies Corp

	141-6SMNM 	Coaxial Cable
	Mini-Circuits
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