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	Part No.	AQY214S   

	Description	GU (General Use) Type SOP Series 1- Channel (Form A) 4-Pin Type 
 HIGH VOLTAGE/ PHOTO MOS RELAY
HIGH VOLTAGE, PHOTO MOS RELAY
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: AQY214S
	Maker: COSMO
	Pack: SOP4
	Stock: Reserved
	Unit price 
									for :
	    
									50: $1.73
	  
									100: $1.65
	1000: 
									$1.56
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			 Related Part Number
	
					PART	Description	Maker
	AQY210LS AQY210LSZ AQY210LSX 	PhotoMOS relay, GU (general use) type. 1-channel(form A) current limit function. AC/DC type. Output rating: load voltage 350 V, load current 120 mA.
GU (General Use) Type SOP Series 1-Channel (Form A) Current Limit Function 4-Pin Type
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	PS9123 PS9123-AX PS9123-F3 PS9123-F3-AX PS9123-V P	HIGH CMR, 15 Mbps TOTEM POLE OUTPUT TYPE, 5-PIN SOP (SO-5) PHOTOCOUPLER
HIGH CMR 15Mbps TOTEM POLE OUTPUT TYPE 5-PIN SOP (SO-5) PHOTOCOUPLER
	California Eastern Labs

	PS9121-F3-AX PS9821-1-A PS9121-A PS9121-AX PS9121-	HIGH CMR, 15 Mbps OPEN COLLECTOR OUTPUT TYPE 5-PIN SOP (SO-5) 3.3 V PHOTOCOUPLER
The PS9121 is an optically coupled high-speed, active low type isolator containing a GaAlAs LED on the input side
	Duracell
California Eastern Labs

	PS7241C-1A 	CURRENT LIMIT TYPE 4 PIN SOP 400 V 1-CH OCMOS FET
	California Eastern Labs
NEC Corp.

	OA100FL16 OA100FL18 OA100NL15 OA100NL19 CA25FL20 C	1 ELEMENT, 18000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 46000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 16000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 100000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 830 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 130000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 7300 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 7400000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 180000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 30000000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 40000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 8000000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 280000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 31000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 260000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 11000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 830000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 5300 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 2300000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 15000000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 1100000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 3200000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 27000000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 35000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 7700 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 6300000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 2500 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 11000000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 2600000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 4200000 uH, GENERAL PURPOSE INDUCTOR
	

	PS2765-1-F4 PS2765-1 PS2765-1-F3 	HIGH ISOLATION VOLTAGE AC INPUT RESPONSE TYPE 4-PIN SOP PHOTOCOUPLER
	NEC Corp.

	PS9114-A PS9114-F3-A PS9114-V-A PS9114-V-F3 PS9114	HIGH CMR, 10 Mbps OPEN COLLECTOR OUTPUT TYPE 5-PIN SOP PHOTOCOUPLER
	Duracell
California Eastern Labs

	PS9124 PS9124-AX PS9124-F3 PS9124-F3-AX PS9124-V P	HIGH CMR, 10 Mbps OPEN COLLECTOR OUTPUT TYPE, 5-PIN SOP (SO-5) PHOTOCOUPLER
	California Eastern Labs

	PS2806-4 PS2806 PS2806-1 PS2806-1-F3 PS2806-1-F4 P	HIGH ISOLATION VOLTAGE AC INPUT DARLINGTON TRANSISTOR TYPE SOP OPTOCOUPLER 高隔离电压AC输入达林顿晶体管型专科光耦合
	NEC, Corp.
NEC Corp.
NEC[NEC]

	PS7241E-1A-E3-A PS7241E-1A-F4-A PS7241E-1A-E4-A PS	4-PIN SOP 400 V BREAK DOWN VOLTAGE NORMALLY OPEN TYPE 1-ch Optical Coupled MOS FET
	NEC
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