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			ICL3244 - 1Microamp,  3V to  5.5V, 250kbps, RS-232 Transceiver with Enhanced Automatic Powerdown 
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	Part No.	ICL3244 ICL3244CA ICL3244CB   
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			 Related Part Number
	
					PART	Description	Maker
	ICL3221E07 ICL3221EIAZ ICL3222EIAZ ICL3223EIAZ ICL	卤15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transmitters/Receivers(卤15kV ESD ?叉?,  3V??5.5V, 1寰??, 250kbps, RS-232?跺???
±15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transmitters/Receivers(±15kV ESD 防护,  3V5.5V, 1微安, 250kbps, RS-232收发
隆戮15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transmitters/Receivers
	Intersil Corporation

	ISL8563CP ISL8563CB ISL8563 ISL8563IB-T ISL8563CB-	 3V to  5.5V, 1Microamp, 250kbps, EIA/TIA-562, EIA/TIA-232 Transmitters/Receivers
 3V to  5.5V 1Microamp 250kbps EIA/TIA-562 EIA/TIA-232 Transmitters/Receivers
RS-232/RS-562 Transceiver, 2T/2R,  3V to  5.5V, 250kbps, Manual Powerdown with Receivers Active
 3V to  5.5V/ 1Microamp/ 250kbps/ EIA/TIA-562/ EIA/TIA-232 Transmitters/Receivers
	INTERSIL[Intersil Corporation]

	5962-0620707Q2A 5962-0620708Q2A 5962-0620706Q3A 59	±15kV ESD Protected,  5.0V 1Microamp, 250kbps, RS-232 Transmitters/Receivers
	Intersil Corporation

	ICL3222ECPZ ICL3232E 	【15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transmitters/Receivers
	Intersil Corporation

	ISL83220E06 ISL83220ECV-T ISL83220ECVZ ISL83220ECV	   ±15kV ESD Protected,  3V to  5.5V,1Microamp, 250kbps, RS-232 Transmitters/Receivers
【15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transmitters/Receivers
±15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transmitters/Receivers
	INTERSIL[Intersil Corporation]

	ICL3245EIAZ ICL3225EIAZ ICL3227ECA ICL3227ECAZA IC	卤15kV ESD Protected,  3V to  5.5V, 1Microamp, 1Mbps, RS-232 Transceivers  with Enhanced Automatic Powerdown(卤15kV ESD ?叉?,  3V??5.5V, 1寰??, 1Mbps, RS-232?跺?????锋?澧?己????ㄥ??????
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP T&amp;R LINE TRANSCEIVER, PDSO16
5kV ESD Protected,  3V to  5.5V, 1Microamp, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown LINE TRANSCEIVER, PDSO16
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SSOP T&amp;R LINE TRANSCEIVER, PDSO16
±15kV ESD Protected,  3V to  5.5V, 1Microamp, 1Mbps, RS-232 Transceivers  with Enhanced Automatic Powerdown(±15kV ESD 防护,  3V5.5V, 1微安, 1Mbps, RS-232收发器，具有增强型自动关断功
±15kV ESD Protected,  3V to  5.5V, 1Microamp, 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown
	Intersil, Corp.
Intersil Corporation

	ISL8563E04 ISL8563ECB-T ISL8563ECB ISL8563E 	RS-232/RS-562 Transceiver, 2T/2R,  3V to  5.5V, 250kbps, 15KV ESD (IEC61000), Manual Powerdown with Receivers Active
 /-15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, EIA/TIA-562, EIA/TIA-232 Transmitters/Receivers
	INTERSIL[Intersil Corporation]

	ICL3226E ICL3244ECA ICL3244ECA-T ICL3244ECAZ ICL32	RS-232 Transceiver, 1T/1R,  3V to 5.5V, 250kbps, 15KV ESD (IEC61000), Enhanced Auto Powerdown
RS-232 Transceiver, 2T/2R,  3V to 5.5V, 250kbps, 15KV ESD (IEC61000), Enhanced Auto Powerdown
15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown
	INTERSIL[Intersil Corporation]

	MAX6468US22D3 MAX6467US MAX6467US16D3 MAX6467US22D	4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R
Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset
From old datasheet system
Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset
5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
	MAXIM - Dallas Semiconductor
MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
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