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			LCX034ALT - 1.8cm (0.7 Type) Black-and-White LCD Panel 
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	Description	1.8cm (0.7 Type) Black-and-White LCD Panel 
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			 Related Part Number
	
					PART	Description	Maker
	LCX009AK 	1.8cm (0.7-inch) NTSC/PAL Color LCD Panel
	SONY[Sony Corporation]

	LCX009AKB 	1.8cm (0.7-inch) NTSC/PAL Color LCD Panel
	SONY[Sony Corporation]

	MYS40 MYS250 MYS80 MYS125 	Surface Mount Si-Bridge Rectifiers
WIRE, ETFE, TEFZEL, 14AWG, BLACK, 100M; Area, conductor CSA:1.675mm2; Conductor make-up:37/0.250; Voltage rating, AC:600V; Current rating:23A; Colour, primary insulation:Black; Material, primary insulation:Tefzel; Diameter, RoHS Compliant: Yes
Patch Panel; Mounting Type:2U; Body Material:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes 0.5 A, 160 V, SILICON, BRIDGE RECTIFIER DIODE
	Diotec Elektronische
DIOTEC[Diotec Semiconductor]
Diotec Semiconductor AG

	88741-8120 	LEAD, DVI-D TO DVI-D DUAL LINK, 5M; Connector type A:DVI-D; Connector type B:DVI-D; Length, lead:5m; Cable type:Sh; Ways, No. of:24; Colour:Black; Series:MICROCROSS RoHS Compliant: Yes INTERCONNECTION DEVICE
	Molex, Inc.

	LCX029CPT 	2.3cm(0.9 Type) Black-and-White LCD  Panel
2.3cm (0.9 Type) Black-and-White LCD Panel
	SONY[Sony Corporation]

	A-USBPA-HOOD-BLK-R-ND Q4739125 AE10636 	Hoods USB-Assembly, Type A, Male, Black
	Assmann Electronics Inc.

	0676430991 67643-0991 	Universal Serial Bus (USB) Shielded I/O Receptacle, Right Angle, Type A, Black Polyester, 0.76渭m (30渭") Gold (Au) Plating, PCB Thickness 1.60mm (.063"), with Up
Universal Serial Bus (USB) Shielded I/O Receptacle, Right Angle, Type A, Black Polyester, 0.76μm (30μ) Gold (Au) Plating, PCB Thickness 1.60mm (.063), with Upper Flange, Lead Free
	Molex Electronics Ltd.

	54928-0471 0549280471 	7.50mm (.295) Pitch MTC Spring Type Receptacle, 4 Circuits Version, Black Color
	Molex Electronics Ltd.

	0679260840 67926-0840 	Cover for Serial ATA IDT Power Receptacle, Feed To Type, 5 Circuits, Black, Halogenfree
	Molex Electronics Ltd.

	GNR10D391K GNR10D182K GNR10D180K GNR10D431K GNR10D	   VARISTOR
Coaxial Cable; Coaxial RG/U Type:213; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes
PAIRED OVERALL SHIELDED PLENUM CABLE FOR AUDIO, INSTRUMENT, CONTR...,FIBER OPTICS,PLENUM COMPUTER CABLE, 24 AMERICAN WIRE GAUGE, BLACK, REDALL SHIELDED PLENUM CABLE F RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:214; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:59B; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
Programmable Logic Controller; For Use With:I/O Bricks; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
2 PR #22 FEP FS FLRST RoHS Compliant: Yes
Varistor.
VARISTOR 压敏电阻
Connectors, Accessories; For Use With:G4 I/O Module Mounting Racks; Accessory Type:Jumper Strap; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	CERAMATE[Ceramate Technical]
CERAMATE TECHNOLOGY CO., Ltd.
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