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			LP62S16512-T - Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Impedance:75ohm; Voltage Nom.:600V RoHS Compliant: Yes 12k × 16位低电压CMOSSRAM CABLE, 9502, 2PAIR, 30.5M; Cores, No. of:4; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:5.64m; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes 512K X 16 BIT LOW VOLTAGE CMOS SRAM 
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	Part No.	LP62S16512-T LP62S16512U-55LLT LP62S16512U-70LLT AMICTECHNOLOGYCORPORATION-LP62S16512-T   

	Description	Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Impedance:75ohm; Voltage Nom.:600V RoHS Compliant: Yes 12k × 16位低电压CMOSSRAM 
 CABLE, 9502, 2PAIR, 30.5M; Cores, No. of:4; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:5.64m; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes
512K X 16 BIT LOW VOLTAGE CMOS SRAM
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						 AMIC Technology, Corp. 
 AMIC Technology Corporation
AMICC[AMIC Technology]
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 			 Full text search : Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Impedance:75ohm; Voltage Nom.:600V RoHS Compliant: Yes 12k × 16位低电压CMOSSRAM CABLE, 9502, 2PAIR, 30.5M; Cores, No. of:4; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:5.64m; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes 512K X 16 BIT LOW VOLTAGE CMOS SRAM   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	1032-90LJ 1032-80LT 1032-80LJ 1032-90LT 1032-60LG/	Multiconductor Cable; Number of Conductors:25; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:12; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes 高密度可编程逻辑
High-Density Programmable Logic
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	163.7010.0352 163.7010.0452 163.7010.0152 163.7010	Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:3 RoHS Compliant: Yes
FKS-Coding plugs
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:2 RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:38; No. Strands x Strand Size:Solid; Approval Categories:J-W-1177/14; MW 35C (Heavy); Jacket Material:Polythermaleze; Leaded Process Compatible:Yes; Number of Conductors:1; Voltage Nom.:600V RoHS Compliant: Yes
	Littelfuse, Inc.

	1032E-70LJ 1032E-70LJI 1032E-70LT 1032E-70LTI PLSI	High-Density Programmable Logic 高密度可编程逻辑
CABLE, 8163, 3PAIR, PER M; Cores, No. of:6; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:9.12mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6317 RoHS Compliant: Yes 高密度可编程逻辑
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:2; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes 高密度可编程逻辑
2#24 TFE BRD PFA RoHS Compliant: No
CABLE, 8163, 3PAIR,  PER M; Cores, No. of:6; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:9.12mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6317 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:3; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:100ohm RoHS Compliant: Yes
COUPLING
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:3; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:50; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:25; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
CABLE, 8162, 2PAIR,  PER M; Cores, No. of:4; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:8.71mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6316 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:2; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:100ohm RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation
LATTICE[Lattice Semiconductor]

	W27C512-45 W27C512P-12 W27C512P-45 W27C512P-70 W27	FAN 24 DC MUFFIN MC24H3 64K X 8 EEPROM 12V, 90 ns, PDIP28
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
64K X 8 ELECTRICALLY ERASABLE EPROM
	Winbond Electronics, Corp.
Winbond Electronics Corp
WINBOND[Winbond]

	BYT71F-800 -BYT71F-800 	Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil; Shielding Coverage:100%; Number of Pairs:2 RoHS Compliant: Yes
Fast Recovery Rectifier Diodes(快速恢复整流二极管)
Very low drop voltage regulators with inhibit
	ST Microelectronics
STMicroelectronics
意法半导

	LP62S16512-T LP62S16512U-55LLT LP62S16512U-70LLT A	Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Impedance:75ohm; Voltage Nom.:600V RoHS Compliant: Yes 12k × 16位低电压CMOSSRAM
CABLE, 9502, 2PAIR, 30.5M; Cores, No. of:4; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:5.64m; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes
512K X 16 BIT LOW VOLTAGE CMOS SRAM
	AMIC Technology, Corp.
AMIC Technology Corporation
AMICC[AMIC Technology]

	GT14-1.3PT GT14W-2S-HU GT14-1.1PT GT14-20_3.8-4.8P	Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
SNAP LOCK CABLE MARKER - H 在天线，传感器和通信中继同轴电缆连接
Paired Cable; Number of Conductors:50; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:25; Features:Unshielded; Impedance:100ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
SNAP LOCK CABLE          MARKER - H
SNAP LOCK CABLE          MARKER - G
SNAP LOCK CABLE          MARKER - I
Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	313P 313.010P 313.031P 313.040P 313.062P 313.100P 	4 PR #24 PE SH PVC RoHS Compliant: Yes 轴向引线和熔断管-玻璃
Test Prod Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1855; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 轴向引线和熔断管-玻璃
Axial Lead and Cartridge Fuses - Glass Body 轴向引线和熔断管-玻璃
Low Capacitance Computer Cable, Power Electronic Cable Type, 2 Pairs, .340 in. Outer Diameter, Overall Tape/Braid/Drain. Wire Shielded,Chrome Color, 7/32 Stranded, Polyethylene Insulation, 24 AWG RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Number of Pairs:6; Impedance:50ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3122; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]

	MC12U256HBFA-0QC00 MC1GU032HCYA-0QC00 MC1GU016HCFB	CABLE, 9505, 5PAIR, 30.5M; Cores, No. of:10; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:7.34mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1 RoHS Compliant: Yes
CABLE, 9506, 6PAIR,  PER M; Cores, No. of:12; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:7.34mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:5476C RoHS Compliant: Yes
AC MEXICO
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:5; Impedance:75ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:3uF; Capacitance Tolerance: 10%; Lead Pitch:20.6mm; Leaded Process Compatible:Yes; Series:MPF RoHS Compliant: Yes
Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:4uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.64mm; Package/Case:32; Series:MPF
The HFC-S mini is not recommended for new projects. Please use XHFC-1SU instead. 多媒体卡规格
MultiMediaCard Specification 多媒体卡规格
   MultiMediaCard Specification
	http://
SAMSUNG SEMICONDUCTOR CO. LTD.
Cologne Chip
Samsung Semiconductor Co., Ltd.

	AAT3218 AAT3218IGV-1.2-T1 AAT3218IGV-1.5-T1 AAT321	150mA MicroPower High Performance LDO
150mA MicroPower⑩ High Performance LDO
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Approval Categories:CMR Rated; Conductor Material:Copper; Features:Augmented Category 6, CMR Rated RoHS Compliant: Yes
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Approval Categories:CMR Rated; Features:Augmented Category 6, CMR Rated; Jacket Color:Blue RoHS Compliant: Yes
CB 17C 17#16 PIN RECP BOX
150mA MicroPowerHigh Performance LDO 150mA的微功耗高性能的LDO
UNKNOWN 150mA的微功耗高性能的LDO
150mA MicroPower??High Performance LDO
	ANALOGIC TECH
ETC[ETC]
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.

	UPD43256BGW-A12X-9JL UPD43256BGW-A10X-9JL UPD43256	Shielded Paired Cable; Number of Conductors:100; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:50; Impedance:75ohm; Voltage Nom.:300V RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
256K-BIT CMOS STATIC RAM 32K-WORD BY 8-BIT EXTENDED TEMPERATURE OPERATION
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
SERVSWITCH DVI KVM       CABLE 3
256K位CMOS静态RAM 32K的字8位扩展工作温
32K X 8 STANDARD SRAM, 85 ns, PDSO28
	NEC Corp.

	DZC33 D0Z14BR D0Z14G10 D0Z14G16 D0Z14G2 D0Z14G4 D0	CAT5E PATCH CABLES SNAGLESS, BLUE,10 FT Diazed / Neozed保险
Diazed/Neozed Fuses Diazed / Neozed保险
LED 3.2MM 590NM YELLOW TRANSP Diazed / Neozed保险
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
LED 5MM 630NM ULT RED WATER CLR
LED 5MM 611NM ULT ORANGE WTR CLR
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]
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