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			 Related Part Number
	
					PART	Description	Maker
	MAX3311E MAX3311ECUB MAX3311EEUB MAX3311E-MAX3313E	Quad LVDS Receiver with -4 to 5V Common-mode Range 16-SOIC -40 to 85 &plusmn;15kV ESD保护60kbps&micro;A、RS-232兼容收发器，&micro;MAX封装
±.15kV ESD-Protected.460kbps.1µ.A.RS-232-Compatible Transceivers in µ.MAX
±15kV ESD-Protected, 460kbps, 1μA, RS-232-Compatible Transceivers in μMAX
15kV ESD-Protected, 460kbps, 1A, RS-232-Compatible Transceivers in MAX
" ?à15kV ESD-Protected, 460kbps, 1?A, RS-232-Compatible Transceivers in ?MAX"
15kV ESD-Protected 460kbps 1A RS-232-Compatible Transceivers in MAX
【15kV ESD-Protected, 460kbps, 1レA, RS-232-Compatible Transceivers in レMAX
15kV ESD-Protected / 460kbps / 1A / RS-232-Compatible Transceivers in MAX
±15kV ESD-Protected, 460kbps, 1µA, RS-232-Compatible Transceivers in µMAX
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX3314E MAX3314ECKA-T MAX3314ECSA MAX3314ECUA MAX	±15kV ESD-Protected, 460kbps, 1μA, RS-232-Compatible Transceiver
±15kV ESD-Protected, 460kbps, 1µA, RS-232-Compatible Transceiver
15kV ESD-Protected, 460kbps, 1A, RS-232-Compatible Transceiver
15kV ESD-Protected 460kbps 1A RS-232-Compatible Transceiver
【15kV ESD-Protected, 460kbps, 1レA, RS-232-Compatible Transceiver
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	MAX3000E MAX3002EUP MAX3001EAUP MAX3003EUP MAX3001	 1.2V to  5.5V, ±15kV ESD-Protected, 0.1uA, 35Mbps, 8-Channel Level Translators
 1.2V to  5.5V, ??5kV ESD-Protected, 0.1??, 35Mbps, 8-Channel Level Translators
 1.2V to  5.5V, 5kV ESD-Protected, 0.1レA, 35Mbps, 8-Channel Level Translators SPECIALTY INTERFACE CIRCUIT, PDSO20
CLAMP
 1.2V to  5.5V / 15kV ESD-Protected / 0.1A / 35Mbps / 8-Channel Level Translators
	MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.

	MAX3280 MAX3280E MAX3280EAUK-T MAX3281EAUT-T MAX32	±15kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23 RS-485/RS-422 True Fail-Safe Receivers
5kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23 RS-485/RS-422 True Fail-Safe Receivers 5kV ESD保护52Mbps的，3V.5V，SOT23封装的RS-485/RS-422真正的失效保护接收器
32-Bit Digital Signal Controller with Flash 100-BGA MICROSTAR -40 to 85
15kV ESD-Protected 52Mbps / 3V to 5.5V / SOT23 RS-485/RS-422 True Fail-Safe Receivers
"?à15kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23 RS-485/RS-422 True Fail-Safe Receivers"
±15kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23
RS-485/RS-422 True Fail-Safe Receivers
【15kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23 RS-485/RS-422 True Fail-Safe Receivers
±15kV ESD-Protected 52Mbps, 3V to 5.5V, SOT23 RS-485/RS-422 True Fail-Safe Receivers
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	CA82C37A-8ED CA82C37A-5ED CA82C37A-10CD CA82C37A-1	 /- 15 kV ESD protected 5 V RS-232 transceiver
3.3 V powered, 15 kV ESD protected, up to 12 Mbps true RS-485/RS-422 transceiver
DMA Controller
5 V powered multi-channel RS-232 drivers and receivers DMA控制
	Linear Technology, Corp.

	MAX3238E MAX3238ECAI MAX3238EEAI MAX3248ECAI MAX32	 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
卤15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(卤15kV ESD淇??锛?.0V??.5V,浣????250kbps, RS-232?跺????5???讹?)
 3.0V to  5.5V / 10nA / 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
±15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(±15kV ESD保护.0V.5V,低功250kbps, RS-232收发器（5收）)
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 【15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	5962-9082006HXA 5962-9082007HXC 5962-9082006HXC 59	±15kV ESD-Protected,  5V RS-232 Transceivers
Resolver/Synchro-to-Digital Converter
&#177;15kV ESD-Protected,  5V RS-232 Transceivers 同步数字转换
&#177;15kV ESD-Protected,  5V RS-232 Transceivers 解析同步数字转换
	TE Connectivity, Ltd.

	MAX13442E-11 MAX13443E 	±15kV ESD-Protected, ±80V Fault-Protected, Fail-Safe RS-485/J1708 Transceivers
	Maxim Integrated Produc...

	ISL4238EIRZ ISL4245EIRZ-T ISL4238E ISL4238EIR ISL4	QFN Packaged, 卤15kV ESD Protected,  2.7V to  5.5V, 10Nanoamp, 250kbps/1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown(QFN灏??, 卤15kV ESD ?叉?,  2.7V??5.5V, 10Nanoamp, 250kbps/1Mbps, ?锋????????????S-232?跺???
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors TRIPLE LINE TRANSCEIVER, PQCC32
QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 10Nanoamp, 250kbps/1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown(QFN封装, ±15kV ESD 防护,  2.7V5.5V, 10Nanoamp, 250kbps/1Mbps, 具有自动断电功能的RS-232收发
QFN Packaged, 5kV ESD Protected,  2.7V to  5.5V, 10Nanoamp, 250kbps/ 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown
QFN Packaged, 【15kV ESD Protected,  2.7V to  5.5V, 10Nanoamp, 250kbps/ 1Mbps, RS-232 Transceivers with Enhanced Automatic Powerdown
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	ST3222E ST3222EBD ST3222EBDR ST3222EBPR ST3222EBTR	15 KV ESD PROTECTED 3 TO 5.5V, LOW POWER, UP TO 250KBPS RS-232 DRIVERS AND RECEIVERS
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高速RS - 232收发器与0.1uF电容
【15KV ESD-PROTECTED, 3 TO 5.5V, LOW POWER, UP TO 250KBPS, RS-232 DRIVERS AND RECEIVERS
±15KV ESD-PROTECTED, 3 TO 5.5V, LOW POWER, UP TO 250KBPS, RS-232 DRIVERS AND RECEIVERS
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
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