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	Maker: Maxim Integrated Products
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			 Related Part Number
	
					PART	Description	Maker
	MAX521ACAG 	Quad/Octal, 2-Wire Serial 8-Bit DACs with Rail-to-Rail Outputs OCTAL, SERIAL INPUT LOADING, 6 us SETTLING TIME, 8-BIT DAC, PDSO24
	Maxim Integrated Products, Inc.

	AD7808BST AD7808BR AD7808BN AD7805BR 	High Efficiency Step-Down and Inverting DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
 3.3 V to  5 V Quad/Octal 10-Bit DACs SERIAL INPUT LOADING, 1.5 us SETTLING TIME, 10-BIT DAC, PDSO24
 3.3 V to  5 V Quad/Octal 10-Bit DACs SERIAL INPUT LOADING, 1.5 us SETTLING TIME, 10-BIT DAC, PDIP24
+3.3V to +5V Quad/Octal 10-Bit DACs
	Analog Devices, Inc.
ANALOG DEVICES INC

	AT24C04B09 AT24C04B-PU AT24C04B-TH-B AT24C04B-TH-T	Two-wire Serial EEPROM
8-ULTRA THIN MINI MAP,PB/HALO FREE,1.8V(SERIAL EE) 512 X 8 I2C/2-WIRE SERIAL EEPROM, DSO8
8-DBGA2,PB/HALO FREE,1.8V(SERIAL EE) 512 X 8 I2C/2-WIRE SERIAL EEPROM, PBGA8
8-PDIP, Pb/HALO FREE, 1.8V(SERIAL EE) 1K X 8 I2C/2-WIRE SERIAL EEPROM, PDIP8
DIE SALE,1.8V, 11MIL(SERIAL EE) 512 X 8 I2C/2-WIRE SERIAL EEPROM, UUC
	ATMEL Corporation
聚兴科技股份有限公司
Atmel, Corp.

	CAT5401WI-00-TE13 CAT5401YI-25-TE13 CAT5401WI-25-T	QUAD 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PBGA24
QUAD 2.5K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 10K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 50K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
Quad Digitally Programmable Potentiometers (DPP? with 64 Taps and SPI Interface
64-Tap Quad DPP with SPI Interface
Quad Digitally Programmable Potentiometers (DPP with 64 Taps and SPI Interface 四数字可编程电位计（民进党⑩4丝锥和SPI接口
Quad Digitally Programmable Potentiometers (DPP?? with 64 Taps and SPI Interface
	Catalyst Semiconductor
数字电位
ON Semiconductor

	AD7809 AD7809BST AD7808 AD7808BN AD7808BR AD7805 A	 3.3 V to  5 V Octal 10-Bit Serial Loading DAC
 3.3 V to  5 V Quad/Octal 10-Bit DACs
 3.3 V to  5 V Quad 10-Bit Serial Loading DAC
 3.3 V to  5 V Octal 10-Bit Parallel Loading DAC
	AD[Analog Devices]

	CAT5401YI-00 CAT5401YI-00-T2 CAT5401WI-25-T1 	DPP, NV, Quad 64 taps, SPI QUAD 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
DPP, NV, Quad 64 taps, SPI QUAD 2.5K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	ON Semiconductor

	MAX1069 MAX1069ACUD MAX1069BCUD MAX1069CCUD MAX106	0.3-6V; 58.6ksps, 14-bit, 2-wire serial 8-bit serial ADC. For hand-held portable applications, medical instrumnets, battery-powered test equipment, solar-powered remote systems, received-signal-strength indicators, system supervision
58.6ksps 14-Bit 2-Wire Serial ADC
" 58.6ksps, 14-Bit, 2-Wire Serial ADC in a 14-Pin TSSOP"
58.6ksps / 14-Bit / 2-Wire Serial ADC
	MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	AD7804BRZ-REEL AD7804BNZ ANALOGDEVICESINC-AD7805BR	SERIAL INPUT LOADING, 1.5 us SETTLING TIME, 10-BIT DAC, PDSO16
SERIAL INPUT LOADING, 1.5 us SETTLING TIME, 10-BIT DAC, PDIP16
PARALLEL, WORD INPUT LOADING, 1.5 us SETTLING TIME, 10-BIT DAC, PDSO28
 3.3 V to  5 V Quad/Octal 10-Bit DACs
3.3 V to 5 V Quad/Octal 10-Bit DACs
    3.3 V to  5 V Quad/Octal 10-Bit DACs
	ANALOG DEVICES INC

	DS2432P-W072T CAT93C86LA-GT2 DS2432P-W022T DS28E04	1Kb Protected 1-Wire EEPROM with SHA-1 Engine
16K-Bit Microwire Serial EEPROM 16K的位微型导线串行EEPROM
4096-Bit Addressable 1-Wire EEPROM with PIO 4K X 1 1-WIRE SERIAL EEPROM, PDSO16
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 1K X 1 1-WIRE SERIAL EEPROM, PBCY3
The CAT24FC02 is a 2-kb Serial CMOS EEPROM internally organized as 256 words of 8 bits each 1K X 1 1-WIRE SERIAL EEPROM, PBGA6
2Kb SPI EEPROM with PIO, RTC, Reset, Battery Monitor, and Watchdog 256 X 8 EEPROM 3V, PDSO28
1Kb????ゅ?1-Wire EEPROM锛?甫??HA-1寮??
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	AT24C1024 AT24C1024-10CI-2.7 AT24C1024-10UI-2.7 AT	   2-wire Serial EEPROM 1M (131,072 x 8)
Octal D-Type Flip-Flops With Clear 20-TSSOP -40 to 85
2-wire Serial EEPROM 1M (131/072 x 8)
	Atmel Corp.
ATMEL Corporation

	CAT5401W-00-TE13 CAT5401W-50-TE13 	QUAD 100K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
QUAD 50K DIGITAL POTENTIOMETER, 3-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24
	ON SEMICONDUCTOR

	CAT5409YI-50-TE13 CAT5409 CAT5409BI-00-TE13 CAT540	Quad Digitally Programmable Potentiometers (DPPTM) with 64 Taps and 2-wire Interface 四数字可编程电位计（DPPTM）与64个龙头和2线接
QUAD 2.5K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 100K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
QUAD 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO24 LEAD AND HALOGEN FREE, TSSOP-24
Sealed Modular Connector; Body Material:Metal; Connector Shell Back Termination:Female RJ45; Connector Shell Finish:Nickel; Modular Connector Shell Style:Sealed Jam Nut Receptacle; MIL SPEC:MIL-DTL-38999 Series III
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Solder; Body Style:Straight Plug; RG Cable Type:8, 9, 87A, 213, 214, 225; Body Plating:Nickel RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:C; Contact Termination:Clamp/Solder; Body Style:Straight Plug; RG Cable Type:8, 9, 87A, 214, 313, 225; Approval Categories:UG-573A RoHS Compliant: Yes
64-Tap Quad DPP, 2-wire Interface
	http://
Rectron Semiconductor
CATALYST[Catalyst Semiconductor]



				
	 
	 Related keyword From Full Text Search System
	

					
						MAX520 ic在线	
						MAX520 package	
						MAX520 Converter	
						MAX520 motor	
						MAX520 data
	
						MAX520 motorola	
						MAX520 gaas	
						MAX520 Characteristic	
						MAX520 Command	
						MAX520 interrupt


				
	 



		 


	
		
Price & Availability of MAX520 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.10108613967896















