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			 Related Part Number
	
					PART	Description	Maker
	ATV06B141J-G ATV06B141JB-G ATV06B510J-G ATV06B510J	Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=600Watts, V&ltsub&gtRWM</sub>=140V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=51V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=54V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=45V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=85V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=10V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=12V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=43V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=70V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=75V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=7V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=7.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=440V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=6.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=350V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=300V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=30V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=36V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=19V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=8.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=8V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=9V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=600Watts, V-RWM=400V, Tolerance=5%
	Comchip Technology

	1N5946B 1N5924B 1N5925B 1N5956B 1N5913B 1N5938B 1N	   1.5W SILICON ZENER DIODE
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 39V. Test current 9.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -2% tolerance.
surface mount silicon Zener diodes
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 75 V. Test current 5.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 110 V. Test current 3.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 7.5V. Test current 50 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -1% tolerance.
	Jinan Gude Electronic D...
JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
娴???洪??靛??ㄤ欢??????

	IN5179 IN4829 IN4830 1N5179 IN4453 MZ2361 1N4156 1	STABISTORS Also, Tight Tolerance STABISTORS此外，紧公差
STABISTORS Also, Tight Tolerance SILICON, STABISTOR DIODE, DO-35
IC,LIN,CMOS,SOP,CODEC,24PIN, STABISTORS此外，紧公差
IC, CMOS, SNG CHAN CODEC, SMD SSOP-20 PKG STABISTORS此外，紧公差
IC/53C318165  D  1MW 70 MP U9S
(MPD100 - MPD400) STABISTORS Also / Tight Tolerance
STABISTORS Also/ Tight Tolerance
AXIAL LEAD DIODES
STABISTORS Also Tight Tolerance
	Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	1M110ZS10 1M120ZS10 1M130ZS10 1M150ZS10 1M160ZS10 	1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 1% tolerance.
1.0 WATT SURMETIC 30 SILICON ZENER DIODES
4 PR #24 DATATWIST PVC
1701A CMP 4BP24 BK 1000F REELEX
1701A CMP 4BP24 GY 1000F SP 1.0瓦SURMETIC 30硅稳压二极管
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 250 的低电流运算，低反向泄露，低噪声稳压二极
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -2% tolerance.
	MOTOROLA[Motorola, Inc]
MOTOROLA[Motorola Inc]
Motorola, Inc.
Motorola Mobility Holdings, Inc.

	ATV04A360J-HF ATV04A360JB-HF ATV04A580J-HF ATV04A5	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P&ltsub&gtPPM</sub>=400Watts, V&ltsub&gtRWM</sub>=36V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=58V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=7V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=7.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=140V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=110V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=8.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=130V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=33V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=30V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=300V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=78V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=10V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=60V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=64V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=6.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=16V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=17V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=18V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=20V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=51V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=400Watts, V-RWM=54V, Tolerance=5%
	Comchip Technology

	NTE5005SM NTE5031SM NTE5027SM 5031SM NTE5006SM NTE	(NTE5005SM - NTE5031SM) Zener Diode / 300mW 5% Tolerance
Zener Diode, 300mW ±5% Tolerance
Zener Diode, 300mW % Tolerance
Zener Diode, 300mW 5% Tolerance
Zener Diode 300mW 5% Tolerance
Zener Diode, 300mW 【5% Tolerance
15 V, 0.35 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
	NTE[NTE Electronics]

	D2525P D2525P40 D2525P41 D2525P42 D2525P60 D2525P4	Wavelength-selected isolated DFB laser module with PMF. ITU frequency 190.4. Wavelength 1574.54. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.5. Wavelength 1557.36. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.4. Wavelength 1558.17. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.3. Wavelength 1567.13. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.1. Wavelength 1552.52. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.8. Wavelength 1563.05. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.7. Wavelength 1597.19. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.3. Wavelength 1609.19. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.3. Wavelength 1600.60. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.3. Wavelength 1592.10. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.5. Wavelength 1607.47. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.4. Wavelength 1608.33. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.7. Wavelength 1588.72. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.9. Wavelength 1578.69. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.0. Wavelength 1586.20. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.5. Wavelength 1598.89. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 190.3. Wavelength 1575.37. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.8. Wavelength 1546.92. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.0. Wavelength 1594.64. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.5. Wavelength 1549.32. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.9. Wavelength 1604.33. Tolerance  -0.4nm.
ATM/SONET/SDH SUPPORT CIRCUIT, DFO14
Wavelength-Selected D2525P Isolated DFB Laser Module with PMF 波长选择D2525P隔离DFB激光器模块观会
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.6. Wavelength 1564.68. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.9. Wavelength 1595.49. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.7. Wavelength 1605.74. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.9. Wavelength 1546.12. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.4. Wavelength 1582.85. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.6. Wavelength 1589.57. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 189.1. Wavelength 1585.36. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.9. Wavelength 1587.04. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.2. Wavelength 1592.95. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.8. Wavelength 1587.88. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 186.8. Wavelength 1604.88. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.8. Wavelength 1596.34. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 188.5. Wavelength 1590.41. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.2. Wavelength 1601.45. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 187.1. Wavelength 1602.31. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 193.6. Wavelength 1548.51. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.6. Wavelength 1556.55. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.7. Wavelength 1555.75. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 191.5. Wavelength 1565.50. Tolerance  -0.4nm.
Wavelength-selected isolated DFB laser module with PMF. ITU frequency 192.2. Wavelength 1559.79. Tolerance  -0.4nm.
   Wavelength-Selected D2525P Isolated DFB Laser Module with PMF
	TRIQUINT SEMICONDUCTOR INC
TE Connectivity, Ltd.
AGERE[Agere Systems]

	NTE5000A NTE5060A NTE5035A NTE5045A NTE5001A NTE50	CABLE ASSEMBLY; 75 OHM TNC MALE TO 75 OHM BNC MALE; 75 OHM, RG6A/U COAX; 12" CABLE LENGTH
(NTE5000A - NTE5060A) Zener Diode / 1/2 Watt 5% Tolerance
27 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
Zener Diode, 1/2 Watt ±5% Tolerance
Zener Diode, 1/2 Watt 【5% Tolerance
Zener Diode, 1/2 Watt  -5% Tolerance
Zener Diode, 1/2 Watt 5% Tolerance
16 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
Zener Diode, 1/2 Watt % Tolerance
24 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
150 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
surface mount silicon Zener diodes
	NTE[NTE Electronics]
NTE Electronics, Inc.

	5KP58CA-G 5KP80A-G 5KP80CA-G 5KP350A-G 5KP350CA-G 	Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=80V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=350V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=250V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=14V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=51V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=48V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=17V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=26V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=19V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS) Axial Lead, P-PPM=5000Watts, V-RWM=64V, Tolerance=5%
	Comchip Technology

	PM50RVA120 	CAP ARRAY, 4 X 3300PF 50V 0612X7RCAP ARRAY, 4 X 3300PF 50V 0612X7R; CAPACITANCE:3.3NF; VOLTAGE RATING, DC:50V; CAPACITOR DIELECTRIC TYPE:CERAMIC MULTI-LAYER; SERIES:W3A; TOLERANCE, :10%; TOLERANCE, -:10%; TEMP, OP. MAX:125(DEGREE RoHS Compliant: Yes
FLAT-BASE TYPE INSULATED PACKAGE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	M28W320EBB85ZB1T M28W320EBT85N1T M28W320EBB85N1T M	Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 12.7 V; VZ min.: 11.4 V; VZ nom: 12 V
surface mount silicon Zener diodes
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 15.6 V; VZ min.: 13.8 V; VZ nom: 15 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 11.6 V; VZ min.: 10.4 V; VZ nom: 11 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 10.6 V; VZ min.: 9.4 V; VZ nom: 10 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 3.5 V; VZ min.: 3.1 V; VZ nom: 3.3 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 14.1 V; VZ min.: 12.4 V; VZ nom: 13 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 2.6 V; VZ min.: 2.2 V; VZ nom: 2.4 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 2.9 V; VZ min.: 2.5 V; VZ nom: 2.7 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 3.2 V; VZ min.: 2.8 V; VZ nom: 3 V
32 Mbit (2Mb x16, Boot Block) 3V Supply Flash Memory 32兆位（处理器x16插槽，引导块V电源快闪记忆
	意法半导
STMicroelectronics N.V.
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