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			 Related Part Number
	
					PART	Description	Maker
	SIOV-LS40K130QP SIOV-LS40K230QP SIOV-LS40K320QP SI	RESISTOR, VOLTAGE DEPENDENT, 170 V, 310 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 300 V, 460 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 420 V, 640 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 560 V, 910 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 585 V, 950 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 200 V, 360 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 320 V, 490 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 350 V, 550 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 505 V, 800 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 615 V, 960 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 745 V, 960 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 895 V, 1100 J, CHASSIS MOUNT
RESISTOR, VOLTAGE DEPENDENT, 1060 V, 1200 J, CHASSIS MOUNT
	SIEMENS AG

	ATV15C580J-G ATV15C580JB-G ATV15CJ750A-G ATV15CJ75	Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=64.1V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=64.1V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=90V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=214V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=214V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=10V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=150V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=17V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=12V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=120V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=140V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=16V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=130V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=15V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=160V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=13V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=7V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=7.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=7.8V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=111V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=136V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=136V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=128V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=102V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=10.2V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=12.8V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=9.4V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=15.3V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=94V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=85.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=111V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=145V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=10.2V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=77.8V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=13.6V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=11.1V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=12.8V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=33.3V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=17.1V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=47.8V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=20V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=70.1V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=8V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=5.8V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=299.3V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=444.6V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=444.6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=342.9V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=342.9V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=470.3V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=43.6V, Tolerance=10%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=43.6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=23.1V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=1500Watts, V-RWM=23.1V, Tolerance=10%
	Comchip Technology

	TC514101AJ-60 TC514101AP TC514101AP-60 TC514101ASJ	Voltage Regulator IC; Package/Case:3-TO-220; Supply Voltage:-35V; Output Current:1A; Output Voltage:-15V; Voltage Regulator Type:Negative Voltage; Mounting Type:Through Hole
4,194,304 WORD x 1 BIT DYNAMIC RAM
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	MAX8213A MAX8213B MAX8213 MAX8214BESE MAX8214A MAX	Five Universal Voltage Monitors, Complete µP Voltage Monitoring
"Five Universal Voltage Monitors, Complete μP Voltage Monitoring"
" Five Universal Voltage Monitors, Complete μP Voltage Monitoring"
Five Universal Voltage Monitors-Complete Microprocessor Voltage Monitoring
Five Universal Voltage Monitors - Complete Microprocessor Voltage Monitoring
Five Universal Voltage Monitors with Active Pull-Ups
From old datasheet system
ECONOLINE: RBM - New Micro Size SIP 6 Package- Industry Standard Pinout- 3kVDC Isolation- UL94V-0 Package Material- Efficiency to 85%
Five Universal Voltage Monitors, Complete &#181;P Voltage Monitoring 5-CHANNEL POWER SUPPLY SUPPORT CKT, PDIP16
Synchronous 4-Bit Binary Counters 16-CDIP -55 to 125 5-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO16
	MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	ATV04A360JB-G ATV04A580J-G ATV04A580JB-G ATV04A7V0	Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=400Watts, V&ltsub&gtRWM</sub>=36V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=7V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=7.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=140V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=160V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=170V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=300V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=30V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=33V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=10V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=9V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=64V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=6.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=14V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=15V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=16V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=17V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=18V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=20V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=51V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=54V, Tolerance=5%
	Comchip Technology

	HC55120CB HC55130IB 	Voltage Regulator IC; Output Current:2A; Output Voltage:5V; Package/Case:3-TO3P; Output Voltage Max:5.1V; Output Voltage Min:4.9V
IC-VLTG REG  6V TO220 ISO
	Intersil Corporation

	VS-720-LPC-FBA311.040 VS-720-LPC-CAA311.040 VS-720	VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 311.04 MHz ROHS COMPLIANT, HERMETIC SEALED, CERAMIC, SMD, 6 PIN
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 187.5 MHz ROHS COMPLIANT, HERMETIC SEALED, CERAMIC, SMD, 6 PIN
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 156.25 MHz ROHS COMPLIANT, HERMETIC SEALED, CERAMIC, SMD, 6 PIN
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 312.5 MHz ROHS COMPLIANT, HERMETIC SEALED, CERAMIC, SMD, 6 PIN
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 389.6 MHz ROHS COMPLIANT, HERMETIC SEALED, CERAMIC, SMD, 6 PIN
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 155.52 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 669.3266 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 533 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 600 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 240 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 200 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 250 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 320 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 480 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 300 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 796.875 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 768 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 720 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 531.25 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 657.4219 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 640 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 175 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 537.6 MHz
VOLTAGE CONTROLLED CLOCK SAW OSCILLATOR, 644.5313 MHz
	Vectron International, Inc.

	SL74HC534 SL74HC534D SL74HC534N HC534 	Octal 3-State Inverting D Flip-Flop(High-Performance Silicon-Gate CMOS)
Voltage Regulator IC; Package/Case:3-TO-3; Current Rating:1.5A; Output Voltage Max:-12V; Voltage Regulator Type:Fixed Voltage; Mounting Type:Through
	System Logic Semiconduc...
SLS[System Logic Semiconductor]
System Logic Semiconductor Co., Ltd.

	FXLA102L8X12 FXLA10212 	Low-Voltage Dual-Supply 2-Bit Voltage Translator with Configurable Voltage Supplies and Signal Levels, 3-State Outputs, and Auto Direction Sensing
	Fairchild Semiconductor

	FXLA104 FXLA104UMX 	Low-Voltage Dual-Supply 4-Bit Voltage Translator with Configurable Voltage Supplies and Signal Levels, 3-State Outputs, and Auto Direction Sensing
	Fairchild Semiconductor

	CX380D5 	Solid-State PC Board Relay; Output Device:SCR; Output Voltage Max:530Vrms; Output Voltage Min:48Vrms; Control Voltage Max:15VDC; Control Voltage Min:4VDC; Load Current Max:5A; Switching:Zero Cross; Operating Voltage Max:530V
	CRYDOM CORP

	TC51 TC51N1802ECBTR TC51N5002ECBTR TC51N2702ECBTR 	1A Voltage Detector with Output Delay
1UA Voltage Detector with Output Delay
The TC51 is a very low power, open drain output, CMOS voltage detector with built-in delay. It is particularly well-suited for battery powered applications because of its ex-tremely low 1 µA operating current and small surface-mount p
1ヌA VOLTAGE DETECTOR WITH OUTPUT DELAY
1レA Voltage Detector with Output Delay
1μA Voltage Detector with Output Delay
FLUORESCENT STARTER TO 65WFLUORESCENT STARTER TO 65W; Diameter, External:21.5mm; Length / Height, external:40.3mm; Material:Polycarbonate; Voltage, supply AC:220V
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.
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