

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						1N5399			M79C9			22182			MSP430G2			00DG4D			B82143A			103M1			HE098			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			SLD342YT-3 - Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:6; Impedance:100ohm; Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes 2W High Power Laser Diode 
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	Part No.	SLD342YT-3 SLD342YT SLD342YT-1 SLD342YT-2 SLD342YT-21 SLD342YT-24 SLD342YT-25   

	Description	Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:6; Impedance:100ohm; Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes 
 2W High Power Laser Diode


	File Size	74.64K  / 
						3 Page	 
	

						Maker	
						[image: ]


						 SONY[Sony Corporation] 
  
						










	
						
						




						

	Homepage	
						http://www.sony.co.jp
	Download	[ 
						SLD342YT-3 SLD342YT SLD342YT-1 SLD342YT-2 SLD342YT-21 SLD342YT-24 SLD342YT-25  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						SLD342YT-3 SLD342YT SLD342YT-1 SLD342YT-2 SLD342YT-21 SLD342YT-24 SLD342YT-25  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[SLD342YT-3 SLD342YT SLD342YT-1 SLD342YT-2 SLD342YT-21 SLD342YT-24 SLD342YT-25  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for SLD342YT-3 ] 


					[ Price & Availability of SLD342YT-3 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:6; Impedance:100ohm; Leaded Process Compatible:Yes; Voltage Nom.:600V RoHS Compliant: Yes 2W High Power Laser Diode   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	1032-90LJ 1032-80LT 1032-80LJ 1032-90LT 1032-60LG/	Multiconductor Cable; Number of Conductors:25; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:12; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes 高密度可编程逻辑
High-Density Programmable Logic
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	PCF8812U PCF8812U/2 	Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:5; Impedance:75ohm; Voltage Nom.:300V RoHS Compliant: Yes
65 x 102 pixels matrix LCD driver
	Philips Semiconductors
NXP Semiconductors

	L103 L105 103-1 	Lens-End Lamps
Shielded Paired Cable; Number of Conductors:16; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:8; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
	International Light Technologies Inc.

	X28LC513JI-25 X28LC512 X28LC512J-15 X28LC512J-20 X	Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:16; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:8; Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome RoHS Compliant: Yes
3.3 Volt, Byte Alterable E2PROM
3.3 Volt/ Byte Alterable E2PROM
	XICOR[Xicor Inc.]

	1002 1003 1000 1001 	   Pulse Transformers
of Pairs:18; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:100ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:20; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:10 RoHS Compliant: Yes
	CANDD[C&D Technologies]

	VB029SP 6060 VB029 VB029_011Y VB029_012Y VB029011Y	Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Voltage Nom.:600V RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Pink; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
From old datasheet system
HIGH VOLTAGE IGNITION COIL DRIVER POWER I.C.
	意法半导
STMICROELECTRONICS[STMicroelectronics]

	313P 313.010P 313.031P 313.040P 313.062P 313.100P 	4 PR #24 PE SH PVC RoHS Compliant: Yes 轴向引线和熔断管-玻璃
Test Prod Wire; Conductor Size AWG:18; No. Strands x Strand Size:65 x 36; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1855; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes 轴向引线和熔断管-玻璃
Axial Lead and Cartridge Fuses - Glass Body 轴向引线和熔断管-玻璃
Low Capacitance Computer Cable, Power Electronic Cable Type, 2 Pairs, .340 in. Outer Diameter, Overall Tape/Braid/Drain. Wire Shielded,Chrome Color, 7/32 Stranded, Polyethylene Insulation, 24 AWG RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Number of Pairs:6; Impedance:50ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3122; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]

	AAT3218 AAT3218IGV-1.2-T1 AAT3218IGV-1.5-T1 AAT321	150mA MicroPower High Performance LDO
150mA MicroPower⑩ High Performance LDO
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Approval Categories:CMR Rated; Conductor Material:Copper; Features:Augmented Category 6, CMR Rated RoHS Compliant: Yes
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Approval Categories:CMR Rated; Features:Augmented Category 6, CMR Rated; Jacket Color:Blue RoHS Compliant: Yes
CB 17C 17#16 PIN RECP BOX
150mA MicroPowerHigh Performance LDO 150mA的微功耗高性能的LDO
UNKNOWN 150mA的微功耗高性能的LDO
150mA MicroPower??High Performance LDO
	ANALOGIC TECH
ETC[ETC]
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.

	11825-808 11825-818 FS6322-05 	Paired Cable; Number of Conductors:8; Conductor Size AWG:20; No. Strands x Strand Size:26 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:52ohm; Temperature Max:90 C; Voltage Nom.:300V RoHS Compliant: Yes
Multiconductor Dual-Channel Audio Cable; Number of Conductors:2; Conductor Size AWG:25; No. Strands x Strand Size:7 x 38; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90% RoHS Compliant: Yes
Three-PLL Clock Generator IC
	AMI Semiconductor
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	161.54000 161.52000 161.51000 161.51500 161.47500 	OF2-Fuse links for rated voltage up to 32 V 页用于额定电2保险丝链
TELCO 25-PAIR PVC 5 FT   2 FEMALE CONNECTORS
TELCO 25-PAIR PVC 5 FT   1 MALE/1 FEMALE CONNECTOR
TELCO 25-PAIR PVC 25 FT  1 FEMALE CNNCTR/1 OPEN
Connector assemblies, Network cables;
Paired Cable; Number of Conductors:12; Conductor Size AWG:24; No. Strands x Strand Size:41 x 40; Jacket Material:Polyolefin; Number of Pairs:6; Capacitance:26.0pF RoHS Compliant: Yes
	Littelfuse, Inc.
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