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			U309 -    SFET RF,VHF, UHF, Amplitiers Patch Cord; Connector Type A:Category 6 Modular Plug; Connector Type B:Category 6 Modular Plug; Cable Length:15ft; Leaded Process Compatible:No; Approval Categories:Exceeds TIA/EIA-568-B.2-1Category 6 and ISO 11801 Class E standards BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 4; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 22 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 2; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 25 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION SFET RF/VHF/ UHF/ Amplitiers SFET RFVHF UHF Amplitiers SFET RF /VHF / UHF / Amplitiers 
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	Part No.	U309 MMBFJ304 MMBFJ305 MMBFJ310 MMBF5484 MMBF5485 MMBF5486 2N5950 2N5953 2N5951 2N5949 2N5425 J310 2N5486 J300 2N5485 2N4416 J305 U310 2N3819 2N5484 2N5952 J304 J309 MMBF4416 MMBFJ309 PN4416   

	Description	   SFET RF,VHF, UHF, Amplitiers 
 Patch Cord; Connector Type A:Category 6 Modular Plug; Connector Type B:Category 6 Modular Plug; Cable Length:15ft; Leaded Process Compatible:No; Approval Categories:Exceeds TIA/EIA-568-B.2-1Category 6 and ISO 11801 Class E standards
BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 4; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 22 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION
BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 2; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 25 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION
SFET RF/VHF/ UHF/ Amplitiers
SFET RFVHF UHF Amplitiers
SFET RF /VHF / UHF / Amplitiers
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						 Fairchild Semiconductor Corporation 
 FAIRCHILD[Fairchild Semiconductor]
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: U310
	Maker: MOT
	Pack: CAN3
	Stock: 6670
	Unit price 
									for :
	    
									50: $2.12
	  
									100: $2.02
	1000: 
									$1.91
	
									Email: oulindz@gmail.com
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 			 Full text search :    SFET RF,VHF, UHF, Amplitiers Patch Cord; Connector Type A:Category 6 Modular Plug; Connector Type B:Category 6 Modular Plug; Cable Length:15ft; Leaded Process Compatible:No; Approval Categories:Exceeds TIA/EIA-568-B.2-1Category 6 and ISO 11801 Class E standards BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 4; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 22 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 2; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 25 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION SFET RF/VHF/ UHF/ Amplitiers SFET RFVHF UHF Amplitiers SFET RF /VHF / UHF / Amplitiers   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	U309 MMBFJ304 MMBFJ305 MMBFJ310 MMBF5484 MMBF5485 	   SFET RF,VHF, UHF, Amplitiers
Patch Cord; Connector Type A:Category 6 Modular Plug; Connector Type B:Category 6 Modular Plug; Cable Length:15ft; Leaded Process Compatible:No; Approval Categories:Exceeds TIA/EIA-568-B.2-1Category 6 and ISO 11801 Class E standards
BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 4; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 22 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION
BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 2; FREQUENCY RANGE: 2 - 500 MHz; MINIMUM ISOLATION: 25 dB; VSWR: 1.35 MAXIMUM; MAXIMUM INSERTION
SFET RF/VHF/ UHF/ Amplitiers
SFET RFVHF UHF Amplitiers
SFET RF /VHF / UHF / Amplitiers
	Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]
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