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			 Related Part Number
	
					PART	Description	Maker
	MT5C1008F-20L MT5C1008DCJ-35/883C MT5C1008DCJ-35L/	128K x 8 SRAM WITH DUAL CHIP ENABLE AVAILABLE AS MILITARY SPECIFICATIONS 具有双芯片使可作为军用规格的128K× 8的SRAM
128K× 8的SRAM WITH DUAL CHIP ENABLE AVAILABLE AS MILITARY SPECIFCATIONS
128K x 8 SRAM with dual chip that can be used as a military specification
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:37; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:37; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
	Advanced Semiconductor, Inc.
Austin Semiconductor
http://

	SOT-227 MSS50-800 MSS50-1200 MSS40-1200 MSS40-800 	BACK TO BACK SCR MODULE
	Comset Semiconductor

	S10202-08 S10202-16 S10201-04 	Back-thinned TDI-CCD Operating the back-thinned CCD in TDI mode delivers high sensitivity. 回到清淡TDI发动机，防治荒漠化工作的后台薄TDI的模式在防治荒漠化公约提供高灵敏度
	Hamamatsu Photonics K.K.

	1N5554 JANTX1N5622 1N5550 1N5550-1 1N5552 1N5553 J	RECTIFIERS MILITARY APPROVED/ 5 AMP/ GENERAL PURPOSE
MSTBVA 2,5/21-G-5,08
Standard Rectifier (trr more than 500ns)
RECTIFIERS MILITARY APPROVED, 5 AMP, GENERAL PURPOSE
	MICROSEMI[Microsemi Corporation]
http://

	WS57C71C-70TMB 7924 WS57C71C-1 WS57C71C-45 WS57C71	MILITARY HIGH SPEED 32K x 8 CMOS PROM/RPROM 高2K的军事8的CMOS胎膜早破/ RPROM
From old datasheet system
WS57C71C MILITARY  HIGH SPEED 32K X 8 CMOS PROM/RPROM
	STMicroelectronics N.V.
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics

	MS20426 	Military
	Military Specification

	279.400 279.4 279.6 278.3 279.001 279.002 279.062 	MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/8. Nominal resistance cold 1.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/10. Nominal resistance cold 1.25 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2 Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 7/10. Nominal resistance cold 0.324 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/500. Nominal resistance cold 2200 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 5. Nominal resistance cold 0.0156 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/64. Nominal resistance cold 44.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 3/4. Nominal resistance cold 0.293 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/32. Nominal resistance cold 16.0 Ohms. Voltage rating 125. Military QPL type (FM02).
Axial Lead and Cartridge Fuses 轴向引线保险丝和墨盒
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4/10. Nominal resistance cold 0.227 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 8/10. Nominal resistance cold 0.271 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/16. Nominal resistance cold 2.32 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 1/2. Nominal resistance cold 0.0578 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1. Nominal resistance cold 0.0880 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 1 Nominal resistance cold 0.0880 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/100. Nominal resistance cold 80.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/200. Nominal resistance cold 280.0 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125. Military QPL type (FM02).
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 2. Nominal resistance cold 0.0425 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 3. Nominal resistance cold 0.0275 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Radial lead. Ampere rating 4. Nominal resistance cold 0.0202 Ohms. Voltage rating 125.
MICRO fuse, very fast-acting type. Plug-in. Ampere rating 1/20. Nominal resistance cold 3.20 Ohms. Voltage rating 125. Military QPL type (FM02).
   Axial Lead and Cartridge Fuses
	LITTELFUSE[Littelfuse]
Littelfuse, Inc.
http://

	CA-KE 	Industrial Military
	ITT Industries

	M38510/05503BEA 	Military Specification
	Intersil

	HMC1057 	Military End-Use
	Hittite Microwave Corporation

	ADN2526 ADN2526ACPZ ADN2526ACPZ-R2 ADN2526ACPZ-R7 	11.3 Gbps Active Back-Termination, Differential Laser Diode Driver
11.3 Gbps Active Back-Termination Differential Laser Diode Driver; Package: 16-LFCSP (3x3mm, 1.50mm exposed pad); Temperature Range: -40&#176;C to  125&#176;C SPECIALTY INTERFACE CIRCUIT, QCC16
	Analog Devices, Inc.
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