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			 Related Part Number
	
					PART	Description	Maker
	C4900 C4900-01 C4900-50 C4900-51 	HIGH VOLTAGE POWER SUPPLY UNIT
	Hamamatsu Photonics
HAMAMATSU[Hamamatsu Corporation]

	C9619 	   HIGH VOLTAGE POWER SUPPLY UNIT
	Hamamatsu Corporation

	ILC5062M46X ILC5062 ILC5062AIC23X ILC5062AIC24X IL	CAP,Met Polypropylene,1.5uF,1.2KVDC,10-% Tol,10 % Tol RoHS Compliant: No
RES 174K 1% 1/4W 1206 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
SOT-23 Power Supply reset Monitor with 1% precision 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RES 1K74 SM 1/4W F 1206C THKF 100PPM TR
Voltage Detector (3.1V)
Voltage Detector (2.9V)
Voltage Detector (2.8V)
Voltage Detector (3.4V)
Voltage Detector (4.6V)
Voltage Detector (2.3V)
Voltage Detector (2.6V)
Voltage Detector (2.5V)
Voltage Detector (2.7V)
	Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	M57147AU-01 	IPM POWER SUPPLY UNIT
	Mitsubishi Electric Semiconductor
Isahaya Electronics Corporation

	BP5313 	Power supply unit for LCD drives
	Rohm CO.,LTD.
ROHM[Rohm]

	EMT050400-P5P-KH 	switching power supply base unit for use with interchangeable input blades or ac power cord
	CUI INC

	2903001 	Power supply unit - UNO-PS/1AC/15DC/ 55W
	PHOENIX CONTACT

	MB86434 MB86434PF 	5V Single Power Supply Audio Interface Unit (AIU)
	Fujitsu Microelectronics
FUJITSU[Fujitsu Media Devices Limited]

	MB86435 MB86435PFV 	3 V Single Power Supply Audio Interface Unit (AIU)
	Fujitsu Microelectronics
FUJITSU[Fujitsu Media Devices Limited]

	MAX6468US22D3 MAX6467US MAX6467US16D3 MAX6467US22D	4.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.925 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.625 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
2.188 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
1.575 V, 150/300 ms, microprocessor supervisory reset circuit with edge-triggered, one-shot manual reset
Microprocessor Supervisory Reset Circuits with Edge-Triggered One-Shot Manual Reset
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1 Microamp, 250Kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 to 1 Multiplexer, Dual 4 to 1 Multiplexer and a Triple SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 18-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, Dual SPDT Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, 8 Multiplexer to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage, Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Dual Supply, SPST, Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected, 3.3V, Full Fail-safe, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
&#177;15kV ESD Protected,  3V to  5.5V, 1&#181;A, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOT-23 T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
 /-15kV ESD Protected,  3V To  5.5V, 1microamp, 250kbps, RS-232 Transmitter/Receiver; Temperature Range: 0&degC to 70&deg;C; Package: 20-SSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Low-Voltage, Single and Dual Supply, Differential 4 to 1 Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON-Resistance, Low Voltage,Single Supply, Quad 2:1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Ultra Low ON Resistance, Low Voltage, Single Supply 8 to 1 Analog Multiplexer; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
ESD Protected to ±15kV, 5V, Low Power, High Speed or Slew Rate Limited, RS-485/RS-422 Transceivers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches; Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low-Voltage, Single Supply, SPST, Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
±15kV ESD, 5V, Full Fail-Safe, 1/8 Unit Load, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
±15kV ESD Protected,  3V to  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 16-TSSOP T&R
Microprocessor Supervisory Reset Circuits with Edge-Triggered / One-Shot Manual Reset
From old datasheet system
Microprocessor Supervisory Reset Circuits with Edge-Triggered, One-Shot Manual Reset
5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC
	MAXIM - Dallas Semiconductor
MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	C4900-15 	COMPACT HIGH VOLTAGE POWER SUPPLY
	Hamamatsu Corporation
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