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			 Related Part Number
	
					PART	Description	Maker
	TVL05-1220 TVL05-1225 TVL05-1516 TVL05-1520 TYL05-	   DC/DC Converter
Multiconductor Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
SERVSWITCH USER CABLE    FOR PS2 STYLE 50 FT
Input voltage range:4.75-6V, output voltage  /-12V ( /-200mA) DC/DC converter
Input voltage range:4.75-6V, output voltage  /-12V ( /-250/125mA) DC/DC converter
Input voltage range:4.75-6V, output voltage  /-15V ( /-165mA) DC/DC converter
Input voltage range:4.75-6V, output voltage  /-15V ( /-200/100mA) DC/DC converter
	TRACOPOWER[TRACO Electronic AG]
TRACO ELECTRONIC AG.

	HMC346LP3 	600000 SYSTEM GATE 1.8 VOLT FPGA - NOT RECOMMENDED for NEW DESIGN
GaAs MMIC VOLTAGE-VARIABLE ATTENUATOR/ DC - 14 GHz
GaAs MMIC VOLTAGE-VARIABLE ATTENUATOR, DC - 14 GHz
	美国讯泰微波有限公司上海代表
HITTITE[Hittite Microwave Corporation]

	Q62702-G44 CGY120 CGY120E6763 	From old datasheet system
GaAs MMIC (Monolithic microwave IC MMIC-Amplifier for mobile communication)
MMIC-Amplifier for GSM/PCN
	Siemens Semiconductor G...
SIEMENS[Siemens Semiconductor Group]
Infineon

	XR1001 	33.0-40.0 GHz GaAs MMIC Receiver RF/MICROWAVE DOWN CONVERTER
	Mimix Broadband, Inc.

	MAX138 MAX138CMH MAX138CPL MAX138CQH MAX138EPL MAX	3?Digit A/D Converters with Bandgap Refrence and Charge-Pump Voltage Converter
From old datasheet system
3Digit A/D Converters with Bandgap Refrence and Charge-Pump Voltage Converter
3?Digit A/D Converters with Bandgap Refrence and Charge-Pump Voltage Converter
TRANS DARL NPN 40V SMD SOT23
SWITCH, MJTP1162A, PB, SPST, SMD
3??igit A/D Converters with Bandgap Refrence and Charge-Pump Voltage Converter
18-Bit Bus Transceivers With 3-State Outputs 56-SSOP -40 to 85
	MAXIM INTEGRATED PRODUCTS INC
MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	R1210N361D-TR R1210N361C-TL R1210N361D-TL R1210N36	PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 180kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 180kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 180kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 180kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
   PWM Step-up DC/DC Converter
CAP 22PF 200V 5% NP0(C0G) DIP-2 TUBE-PAK S-MIL-PRF-39014/22
CAP 0.47UF 50V 10% X7R DIP-2 TUBE-PAK R-MIL-PRF-39014/22 SWITCHING REGULATOR, 216 kHz SWITCHING FREQ-MAX, PDSO5
SMPS Controller 开关电源控制器
	Ricoh Co., Ltd.
EPCOS AG
Maxim Integrated Products, Inc.
RICOH electronics devic...

	WU400 WU100 WU101 WU102 WU103 WU104 WU105 WU106 WU	DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -12.0 VDC. Output current  -400 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -15.0 VDC. Output current  -333 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 15.0 VDC. Output current 667 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 10 mA(no load), 2470 mA(full load).
10/15 Watts WU Series 10/15瓦吴系列
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:2100mAh
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:1900mAh; Battery Terminals:Pressure Contact
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 5.0 VDC. Output current 2000 mA. Input current 10 mA(no load), 2620 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 12.0 VDC. Output current 800 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -5.0 VDC. Output current  -1000 mA. Input current 10 mA(no load), 2620 mA(full load).
	XPiQ
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
International Power Sources

	ACU50752S3C ACU50752 	CATV/TV Cable modem Upconverter MMIC RF/MICROWAVE UP CONVERTER
Circular Connector; No. of Contacts:10; Series:JTP02R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle
CATV/TV/Cable Modem Upconverter MMIC Advanced Product Information
	ANADIGICS, Inc.
ANADIGICS  Inc
Anadigics Inc

	LXR1240-6M1 LXR1701-6 LXR1740-6M1 LXN1240-6M1 LXR-	460 Watt, input voltage range:85-264/90-350V, output voltage 25.7-29.3V,(16.9A)  AC/DC converter
345 Watt, input voltage range:85-264/90-350V, output voltage 25.7-29.3V,(12.6A)  AC/DC converter
460 Watt, input voltage range:85-264/90-350V, output voltage 51.4-58.6V,(8.4A)  AC/DC converter
375 and 500 Watt AC-DC Converters 37500瓦AC - DC转换
375 Watt, input voltage range:85-264/90-350V, output voltage 49.4V,(7.5A)  AC/DC converter
345 Watt, input voltage range:85-264/90-350V, output voltage 51.4-58.6V,(6.3A)  AC/DC converter
	Vishay Intertechnology, Inc.
POWER-ONE[Power-One]
http://

	OET020YEHH OET020YEHH-A OET020YEJJ-A OET020ZEHH-A 	25 Watt, input voltage range:18-36V, output voltage 3.3-15V (3.5-0.28A) DC/DC converter
25 Watt, input voltage range:34-75V, output voltage 3.3-15V (3.5-0.28A) DC/DC converter
25 Watt, input voltage range:34-75V, output voltage 3.3-12V (3.5-0.35A) DC/DC converter
TRIPLE OUTPUT 25 WATT
T1/E1 Transformer
Analog IC
TRIPLE OUTPUT, 25 WATT 三路输出25瓦特
	POWER-ONE[Power-One]
EPCOS AG

	UPC8129GR-E1 	UP CONVERTER WITH AGC FUNCTION   QUADRATURE MODULATOR IC FOR DIGITAL MOBILE COMMUNICATION SYSTEMS 与AGC功能正交调制器集成电路的数字移动通信系统转炉
Silicon MMIC Frequency DownConverter(涓??棰?浆?㈠????)
	NEC, Corp.
NEC Corp.

	ICL7662IBD ICL7662 	Voltage Inverter, 5V, Input 4.5-20V, or Voltage Doubler to 38.6V
CMOS Voltage Converter
	INTERSIL
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