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			 Related Part Number
	
					PART	Description	Maker
	MAX3238E MAX3238ECAI MAX3238EEAI MAX3248ECAI MAX32	 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
卤15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(卤15kV ESD淇??锛?.0V??.5V,浣????250kbps, RS-232?跺????5???讹?)
 3.0V to  5.5V / 10nA / 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
±15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(±15kV ESD保护.0V.5V,低功250kbps, RS-232收发器（5收）)
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 【15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	EKIN2-950 	QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 10nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40°C to 85°C; Package: 32-QFN
QFN Packaged, &#177;15kV ESD Protected,  2.7V to  5.5V, 10nA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-QFN 模拟IC
	M/A-COM Technology Solutions, Inc.

	ISL83387EIVZ-T ISL83387 ISL83387EIV ISL83387EIV-T 	 /-15kV ESD Protected,  3V to  5.5V, 1Microamp, 250kbps, RS-232 Transceivers with Enhanced Automatic Powerdown and a Separate Logic Supply( /-15kV ESD防护,  3V5.5V, 1微安, 250kbps, RS-232收发带增强型自动关断功能和一个独立的逻辑电源)
	INTERSIL[Intersil Corporation]

	MAX3222E MAX3222E-MAX3246E MAX3232E MAX3237E MAX32	 -15kV ESD-protected, down to 10nA, 3.0V to5.5V, up to 1Mbps, true RS-232 transceiver.
±15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V,Up to 1Mbps, True RS-232 Transceivers
15kV ESD-Protected Down to 10nA 3.0V to 5.5V Up to 1Mbps True RS-232 Transceivers
From old datasheet system
【15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
	Maixm
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX3222E10 MAX3222EEUP MAX3222ECUP MAX3222ECPN MAX	卤15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
±15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
&#177;15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers DUAL LINE TRANSCEIVER, QCC20
&#177;15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers DUAL LINE TRANSCEIVER, PDSO18
&#177;15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers DUAL LINE TRANSCEIVER, PDSO20
	http://
Maxim Integrated Products, Inc.
Maxim Integrated Produc...

	ISL4243EIRZ-T ISL4241E ISL4241EIR ISL4241EIR-T ISL	QFN Packaged,  /-15kV ESD Protected,  2.7V to  5.5V, 10Nanoamp, 250kbps, RS-232 Transmitters/Receivers TRIPLE LINE TRANSCEIVER, PQCC32
QFN Packaged, ±15kV ESD Protected,  2.7V to  5.5V, 10Nanoamp, 250kbps, RS-232 Transmitters/Receivers(QFN 封装, ±15kV ESD防护,  2.7V5.5V, 10毫微 250kbps, RS-232收发
CON BLOCK 2 ASY
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	MAX3320CAP MAX3320EAP MAX3320A MAX3320ABLT MAX3302	16-Channel LVDS Receiver 64-TSSOP -40 to 85
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GTS; No. of Contacts:17; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
3V to 5.5V, up to 250kbps True RS-232 Transceiver with 4A AutoShutdown Plus and Power-On Reset
"3V to 5.5V, Up to 250kbps True RS-232 Transceiver with 4?A AutoShutdown Plus? and Power On Reset"
3V to 5.5V, up to 250kbps True RS-232 Transceiver with 4レA AutoShutdown Plus and Power-On Reset
3V to 5.5V, up to 250kbps True RS-232 Transceiver with 4μA AutoShutdown Plus and Power-On Reset
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm

	MAX3222ECTP MAX3222E06 MAX3232ECTE MAX3232EEAE MAX	隆戮15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
卤15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
±15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
   ±15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
	Maxim Integrated Products
Maxim Integrated Produc...

	5962-9206103H5X 5962-9206104H5X 5962-9206106H5X 59	±15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
1µA Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown
3.0V to 5.5V, Low-Power, up to 1Mbps, True RS-232 Transceivers Using Four 0.1µF External Capacitors
±15kV ESD-Protected, 1µA, 3.0V to 5.5V, 250kbps, RS-232 Transceivers with AutoShutdown
1&#181;A Supply-Current, True  3V to  5.5V RS-232 Transceivers with AutoShutdown 收发
Transceiver 收发
	Littelfuse, Inc.

	MAX3160E 	+5kV ESD-Protected, +3.0V to +5.5V, 10nA, RS-232/RS-485/RS-422 Multiprotocol Transceivers
	Maxim Integrated Products

	MAX3222EEAPG2X MAX3222EEPNG2X MAX3222EPN MAX3241EC	±15kV ESD-Protected, Down to 10nA, 3.0V to 5.5V, Up to 1Mbps, True RS-232 Transceivers
	MAXIM - Dallas Semiconductor
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