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			MAX991 - High-Speed / Micropower / Low-Voltage / SOT23 / Rail-to-Rail I/O Comparators Wirewound Potentiometer; Series:LW; Track Resistance:1ohm; Resistance Tolerance: /- 10%; Power Rating:5W; Operating Temperature Range:-30 C to  105 C; Resistor Element Material:Wirewound; Adjustment Type:Knob; No. of Turns:1 RoHS Compliant: Yes Wirewound Potentiometer; Series:LW; Track Resistance:50ohm; Resistance Tolerance: /-10%; Power Rating:5W; Operating Temperature Range:-30 C to  105 C; Resistor Element Material:Wirewound; Adjustment Type:Knob; No. of Turns:1 RoHS Compliant: Yes High-Speed, Micropower, Low-Voltage, SOT23, Rail-to-Rail I/O Comparators High-Speed, Micropower, Low-Voltage,SOT23, Rail-to-Rail I/O Comparators 
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	Part No.	MAX991 MAX991ESA MAX991EUA MAX992 MAX992ESA MAX992EUA MAX987 MAX987ESA MAX987EUK-T MAX987-MAX996 MAX995 MAX995ESD MAX996 MAX996ESD MAX988 MAX988ESA MAX988EUK-T   

	Description	High-Speed / Micropower / Low-Voltage / SOT23 / Rail-to-Rail I/O Comparators 
 Wirewound Potentiometer; Series:LW; Track Resistance:1ohm; Resistance Tolerance: /- 10%; Power Rating:5W; Operating Temperature Range:-30 C to  105 C; Resistor Element Material:Wirewound; Adjustment Type:Knob; No. of Turns:1 RoHS Compliant: Yes
Wirewound Potentiometer; Series:LW; Track Resistance:50ohm; Resistance Tolerance: /-10%; Power Rating:5W; Operating Temperature Range:-30 C to  105 C; Resistor Element Material:Wirewound; Adjustment Type:Knob; No. of Turns:1 RoHS Compliant: Yes
High-Speed, Micropower, Low-Voltage, SOT23, Rail-to-Rail I/O Comparators
High-Speed, Micropower, Low-Voltage,SOT23, Rail-to-Rail I/O Comparators
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						 Maxim Integrated Produc... 
 MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
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	Part: MAX9910EXK+T
	Maker: Maxim Integrated Products
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
	  
									100: $0.00
	1000: 
									$0.00
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 			 Full text search : High-Speed / Micropower / Low-Voltage / SOT23 / Rail-to-Rail I/O Comparators Wirewound Potentiometer; Series:LW; Track Resistance:1ohm; Resistance Tolerance: /- 10%; Power Rating:5W; Operating Temperature Range:-30 C to  105 C; Resistor Element Material:Wirewound; Adjustment Type:Knob; No. of Turns:1 RoHS Compliant: Yes Wirewound Potentiometer; Series:LW; Track Resistance:50ohm; Resistance Tolerance: /-10%; Power Rating:5W; Operating Temperature Range:-30 C to  105 C; Resistor Element Material:Wirewound; Adjustment Type:Knob; No. of Turns:1 RoHS Compliant: Yes High-Speed, Micropower, Low-Voltage, SOT23, Rail-to-Rail I/O Comparators High-Speed, Micropower, Low-Voltage,SOT23, Rail-to-Rail I/O Comparators   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MAX985 MAX985-MAX994 MAX990EKA-T MAX990EUA MAX989E	1Gbps.High-Speed Limiting Amplifier with Chatter-Free Loss of Signal Detection[MAX3262/MAX3262C/D/MAX3262CAG/MAX3262CAG-T ]
Micropower, Low-Voltage, SOT23, Rail-to-Rail I/O Comparators
Micropower, Low-Voltage, UCSP/SC70, Rail-to-Rail I/O Comparators
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	MAX987EUK 	High-Speed, Micropower, Low-Voltage, SOT23, Rail-to-Rail I/O Comparators COMPARATOR, 7000 uV OFFSET-MAX, 210 ns RESPONSE TIME, PDSO5
	Maxim Integrated Products, Inc.

	ALD4501DE ALD4501 ALD4501PE ALD4501SE 	QUAD PRECISION HIGH SPEED MICROPOWER TIMER
	Advanced Linear Devices, Inc.
ALD[Advanced Linear Devices]

	ALD2502DB ALD1502SA ALD1502PA ALD2502 ALD2502PB AL	SINGLE/DUAL PRECISION HIGH SPEED MICROPOWER TIMER
	ALD[Advanced Linear Devices]

	BUP302 Q67078-A4205-A2 	IGBT (Low forward voltage drop High switching speed Low tail current Latch-up free Avalanche rated)
From old datasheet system
High Speed CMOS Logic Dual Decade Ripple Counters 16-PDIP -55 to 125 IGBT的（低正向压降高开关速度低尾电流的无闩锁雪崩额定
	SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	MAX6063AEUR-T MAX6063BEUR-T MAX6062 MAX6064 MAX606	Precision, Micropower, Low-Dropout, High-Output-Current, SOT23 Voltage References 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 2.048 V, PDSO3
Precision Micropower Low-Dropout High-Output-Current SOT23 Voltage References
" Precision, Micropower, Low-Dropout, High-Output-Current, SOT23 Voltage References"
Precision / Micropower / Low-Dropout / High-Output-Current / SOT23 Voltage References
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	AD847 AD847AQ AD847AR AD847JN AD847JR AD847SQ AD84	High Speed Low Power Monolithic Op Amp
Gigabit Ethernet: 1.25 GBd 1300 nm Laser Transceiver in Low Cost 1 x 9 Package Style
High Speed, Low Power Monolithic Op Amp
	AD[Analog Devices]
HP

	LT1037AMH LT1037ACH LT1037ACJ8 LT1037ACN8 LT1037AM	   Low Noise, High Speed Precision Operational Amplifiers
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 125 uV OFFSET-MAX, 60 MHz BAND WIDTH, PDSO8
Low Noise, High Speed Precision Operational Amplifiers OP-AMP, 110 uV OFFSET-MAX, 8 MHz BAND WIDTH, CDIP8
PTB 41C 41#20 PIN/SKT RECP
Low Noise/ High Speed Precision Operational Amplifiers
	Linear Technology, Corp.
Linear Technology Corporation

	AM2149-70PCB AM2149-70DCB AM2149-70LCB AM21L48-55D	x4 SRAM
Dual 100MHz Current Feedback Amplifiers; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Quad 100MHz Current Feedback Amplifiers; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: -40°C to  85°C
500kHz High Efficiency 3A Switching Regulator; Package: DD PAK; No of Pins: 7; Temperature Range: -40°C to  85°C
4-Input Video Multiplexer with 75MHz Current Feedback Amplifier; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
150MHz Video Multiplexers; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: -40°C to  85°C
500mA Negative Low Dropout Micropower Regulator; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  85°C
500MHz, 3nV/rtHz, AV >=10 Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
100MHz Current Feedback Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Very High Speed Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Dropout Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: -40°C to  85°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
17µA Max, Dual and Quad, Single Supply, Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40°C to  85°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
1.1A, 35MHz Current Feedback Amplifier (CFA); Package: DD PAK; No of Pins: 7; Temperature Range: 0°C to  70°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
140MHz Video Current Feedback Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual and Quad 45MHz, 400V/µs Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise Very High Speed Operational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
17µA Max, Dual and Quad, Single Supply, Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
28MHz, 12V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
23MHz, 50V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
Low Power, High Speed Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
250kHz Low Supply Current High Efficiency 1.5A Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500kHz High Efficiency 3A Switching Regulator; Package: DD PAK; No of Pins: 7; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500mA Negative Low Dropout Micropower Regulator; Package: TO-220; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C x4的SRAM
500MHz, 3nV/rtHz, AV >=10 Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C
Very High Speed Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
4.5A, 500kHz Step-Down Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40&deg;C to  85&deg;C
	Advanced Micro Devices, Inc.
Amphenol, Corp.
Glenair, Inc.

	ADA4898-1 ADA4898-1YRDZ ADA4898-1YRDZ-R7 ADA4898-1	High Voltage, Low Noise, Low Distortion, Unity Gain Stable, High Speed Op Amp
	Analog Devices

	MAX480 MAX480CPA MAX480CSA MAX480EPA MAX480ESA MAX	High-Precision, Low-Voltage, Micropower Op Amp
High-Precision, Low-Voltage,Micropower Op Amp
	MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]

	USB-8472 NIUSB-8472 NIUSB-8472S NIUSB-8473 NIUSB-8	1-port interfaces for high-speed CAN,low-speed/fault-tolerant CAN, and LIN
	http://
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