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			 Related Part Number
	
					PART	Description	Maker
	SP4-2512/883 SP2-2512/883 SP4-2510-2 SP3-2512-2 SP	OP-AMP, 10000 uV OFFSET-MAX, 12 MHz BAND WIDTH, CQCC20 CERAMIC, LCC-20
OP-AMP, 10000 uV OFFSET-MAX, 12 MHz BAND WIDTH, MBCY8 METAL CAN-8
OP-AMP, 8000 uV OFFSET-MAX, 12 MHz BAND WIDTH, CQCC20
OP-AMP, 10000 uV OFFSET-MAX, 12 MHz BAND WIDTH, PDIP8
	Ecliptek, Corp.

	LT1208CS8PBF LT1230CS14 LT1125MJ14 LT1127MJ14 LT12	Dual and Quad 45MHz, 400V/&#181;s Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C DUAL OP-AMP, 3000 uV OFFSET-MAX, 45 MHz BAND WIDTH, PDSO8
QUAD OP-AMP, 10000 uV OFFSET-MAX, 100 MHz BAND WIDTH, PDSO14
QUAD OP-AMP, 140 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, CDIP14
QUAD OP-AMP, 140 uV OFFSET-MAX, 45 MHz BAND WIDTH, CDIP14
QUAD OP-AMP, 10000 uV OFFSET-MAX, 100 MHz BAND WIDTH, CDIP14
QUAD OP-AMP, 90 uV OFFSET-MAX, 12.5 MHz BAND WIDTH, CDIP14
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	SP4-2520/883 SP7-2520-2 SP3-2525-5 SP3-2520-5 	OP-AMP, 8000 uV OFFSET-MAX, 20 MHz BAND WIDTH, CQCC20 CERAMIC, LCC-20
OP-AMP, 8000 uV OFFSET-MAX, 20 MHz BAND WIDTH, CDIP8 MINI, CERDIP-8
OP-AMP, 10000 uV OFFSET-MAX, 20 MHz BAND WIDTH, PDIP8
OP-AMP, 8000 uV OFFSET-MAX, 20 MHz BAND WIDTH, PDIP8
	Intersil, Corp.
E2V Technologies PLC

	SG307T 	OP-AMP, 10000 uV OFFSET-MAX, MBCY8
	

	AN6581 	DUAL OP-AMP, 10000 uV OFFSET-MAX, PSIP9
	PANASONIC CORP

	EL2423J 	QUAD OP-AMP, 10000 uV OFFSET-MAX, 200 MHz BAND WIDTH, CDIP14
	ELANTEC

	LT6402CUD-20TR LT6402-20-15 	300MHz Low Distortion, Low Noise Differential Amplifier/ADC Driver (AV = 12dB); Package: QFN; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 10000 uV OFFSET-MAX, PQCC16
	Linear Technology, Corp.

	OP07D OP07DN OP07DR-REEL OP07DR-REEL7 OP07DR OP07D	Ultralow Offset Voltage Operational Amplifier; Package: SOIC 150 MIL; No of Pins: 8; Temperature Range: Industrial OP-AMP, 350 uV OFFSET-MAX, 0.6 MHz BAND WIDTH, PDSO8
150 μV Maximum Offset Voltage Op Amp
150 渭V Maximum Offset Voltage Op Amp
150 レV Maximum Offset Voltage Op Amp
	Analog Devices, Inc.

	MAX417CPA MAX4166ELAT MAX4128EUA MAX4266ESA MAX441	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDIP8
High-Output-Drive, Precision, Low-Power, Single-Supply, Rail-to-Rail I/O Op Amps with Shutdown OP-AMP, 4900 uV OFFSET-MAX, 5 MHz BAND WIDTH, DSO8
Single/Dual/Quad, Wide-Bandwidth, Low-Power, Single-Supply Rail-to-Rail I/O Op Amps DUAL OP-AMP, 4700 uV OFFSET-MAX, 25 MHz BAND WIDTH, PDSO8
Ultra-Low-Distortion, Single-Supply, 300MHz Op Amps with Enable OP-AMP, 9000 uV OFFSET-MAX, 700 MHz BAND WIDTH, PDSO8
Low-Power,  3V/ 5V, 400MHz Single-Supply Op Amps with Rail-to-Rail Outputs OP-AMP, 6000 uV OFFSET-MAX, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 25000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP14
Single/Dual/Triple/Quad Operational Amplifiers DUAL OP-AMP, 3000 uV OFFSET-MAX, 0.48 MHz BAND WIDTH, PDSO8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
740MHz, Low-Noise, Low-Distortion Op Amps in SOT23-5 OP-AMP, 6000 uV OFFSET-MAX, 740 MHz BAND WIDTH, PDSO8
UCSP, Single-Supply, Low-Noise, Low-Distortion, Rail-to-Rail Op Amps OP-AMP, 750 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO5
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, General-Purpose, Low-Voltage, Rail-to-Rail Output Op Amps OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO5
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 950 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDSO8
500MHz, Low-Power Op Amps OP-AMP, 8000 uV OFFSET-MAX, 500 MHz BAND WIDTH, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
Micropower, SOT23, Rail-to-Rail, Fixed-Gain GainAmp Open-Loop GainAmps Op Amps DUAL OP-AMP, 3500 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, 270MHz, 1mA, SOT23, Current-Feedback Amplifiers with Shutdown OP-AMP, 7000 uV OFFSET-MAX, 245 MHz BAND WIDTH, PDSO8
SOT23, Rail-to-Rail, Fixed-Gain, Gain Amps/Open-Loop Op Amps
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	LT10081 LT1008MH LT1008CN8PBF LT1008IN8 LT1008CJ8 	Picoamp Input Current, Microvolt Offset, Low Noise Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 250 uV OFFSET-MAX, PDIP8
	Linear Technology, Corp.
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