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			SFA801G - JIS C 5432 standard waterproof connectors; HRS No: 114-2059-5 71; Shell Size (dia): 21; Applicable Cable: Cable outer dia.f10; Operating Temperature Range (degrees C): -25 to 85; General Description: Standard cable clamp 8.0安培。玻璃钝化超快速整流器 8.0 AMPS. Glass Passivated Super Fast Rectifiers 
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	Part No.	SFA801G SFA807G SFA806G SFA804G SFA803G SFA808G SFA802G SFA805G   

	Description	JIS C 5432 standard waterproof connectors; HRS No: 114-2059-5 71; Shell Size (dia): 21; Applicable Cable: Cable outer dia.f10; Operating Temperature Range (degrees C): -25 to 85; General Description: Standard cable clamp 8.0安培。玻璃钝化超快速整流器 
 8.0 AMPS. Glass Passivated Super Fast Rectifiers
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									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: SFA1604G
	Maker: S
	Pack: TO220
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.28
	  
									100: $0.26
	1000: 
									$0.25
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			 Related Part Number
	
					PART	Description	Maker
	CE01-1A22-22SCZ-D0 CE01-1A18-11SCZ-D0 CE01-1A20-15	Waterproof Connectors with Crimp Contacts Comptatible with JIS-B-6015
	DDK Ltd.

	CE01-1A18-14SCZ-D0 CE01-1A20-14SCZ-D0 CE01-1A22-14	Waterproof Connectors with Crimp Contacts Comptatible with JIS-B-6015
	DDK Ltd.
http://

	CE02-6A20-14SY-D CE3057-10A--D CE3057-10A-4-D CE30	   Waterproof Circular Connectors Conforming to JIS-B-6015 and MIL-DTL-5015
	DDK Ltd.

	WKLS2 	Jack connectors according to JIS C 6560, 3.5 mm
	Lumberg

	J17-06FMH-6KL-1M-CF J17-06FMH-6KL-1S-CF J17-06FMH-	Grade 5 ingress protection of JIS C 0920
	List of Unclassifed Man...

	HD66732 	Graphics Liquid Crystal Display Controller/Driver Supporting JIS Level-1 and Level-2 Kanji ROM(图形LCD控制驱动
	Hitachi,Ltd.

	DK1G-PXX 	Subminiature Waterproof
	Cherry

	AE10099 AE10100 A-DF25AA-WP-R A-DF15AA-WP-R A-DF09	WATERPROOF D-SUB CONNECTOR
	Assmann Electronics Inc.

	A-LED8-1WBAS-MR7-1 	Waterproof LED
	Assmann Electronics Inc...

	A-LED8-1BAAS-PR7-1-R AE10586 	WATERPROOF LED
	Assmann Electronics Inc.

	JN5FW06SJ1 JACS-50006 	Compact Waterproof Connectors
	Japan Aviation Electron...

	HVK102-12A002B1-A HVK102-12A002B1-B HVK102-12A002B	Straight Waterproof Jack
	Rosenberger Hochfrequen...
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