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	Part No.	TC9309F-011 TC9309F-01 E005503   

	Description	Metal Dust Cap; For Use With:Amphenol PCD FW Field TV Jam Nut Receptacles; Body Plating:Olive Drab Cadmium; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 
 SINGLE CHIP DTS MICRO CONTROLLER (DTS-10)
From old datasheet system
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						 Toshiba Corporation 
 TOSHIBA[Toshiba Semiconductor]
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									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: TC9309F-006
	Maker: TOSHIBA(东芝)
	Pack: QFP/L80P
	Stock: 3212
	Unit price 
									for :
	    
									50: $5.54
	  
									100: $5.26
	1000: 
									$4.98
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			 Related Part Number
	
					PART	Description	Maker
	PE6116 	Non-Shorting Dust Cap for N Female
	Pasternack Enterprises, Inc.

	PE6007 	Shorting Dust Cap for SMA Female
	Pasternack Enterprises, Inc.

	PE6014 	Non-Shorting Dust Cap for BNC Male
	Pasternack Enterprises, Inc.

	PE6130 	Shorting N Female With 4 Inch Chain Dust Cap
	Pasternack Enterprises, Inc.

	PE6110 	Non-Shorting Dust Cap for C Female With 3.5 Inch Chain
	Pasternack Enterprises, Inc.

	PE6123 	Non-Shorting Dust Cap for SMC Plug With 2.5 Inch Chain
	Pasternack Enterprises, Inc.

	PE6013 	Non-Shorting Dust Cap for BNC Male With 2.8 Inch Chain
	Pasternack Enterprises, Inc.

	PE6021 	Non-Shorting Dust Cap for TNC Female With 3 Inch Chain
	Pasternack Enterprises, Inc.

	PE6124 	Non-Shorting Dust Cap for SMC Jack With 2.5 Inch Chain
	Pasternack Enterprises, Inc.

	MC7808ECT MC78XXAE MC7809ECDT MC78XXE LM7805ECT FA	16-A, 4.5-V to 14-V Input, Non-Isolated, Wide Output Adjust, Power Module w/ TurboTrans 11-DIP MODULE -40 to 85
Metal Dust Cap; For Use With:Amphenol PCD FW Field TV Square Flange Receptacles; Body Plating:Nickel; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 9 V FIXED POSITIVE REGULATOR, PSSO2
5.0 AMP POSITIVE VOLTAGE REGULATOR 5.0放大器正电压稳压
3-Terminal 1A positive voltage regulators
	Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.

	HS0-26C31RH-Q 5962F9666301QEC 5962F9666301QXC 5962	Radiation Hardened Quad Differential Line Driver QUAD LINE DRIVER, UUC16
CAP CERAMIC 6PF 50V C0G 0402
Connector Dust Cap; For Use With:MIL-C-26482, Series I Circular Connector Plugs; Connector Shell Size:8 RoHS Compliant: No
ECONOLINE: RSZ/P - 1kVDC & 2kVDC Isolation- UL94V-0 Package Material- No Heatsink Required- No Extern. Components Required- Toroidal Magnetics- ContinuousShort Circuit Protection ( /P-Suffix)
	Intersil, Corp.
Intersil Corporation
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