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			 Related Part Number
	
					PART	Description	Maker
	BCM1190 	LOW-COST IP PHONE CHIP
	Broadcom Corporation

	UPD17010 UPD17010GF 	4-BIT SINGLE-CHIP MICROCONTROLLER WITH HARDWARE DEDICATED TO DIGITAL TUNING SYSTEM
	NEC[NEC]

	UPD17704 UPD17704GC UPD17705 UPD17705GC UPD17707 U	4-BIT SINGLE-CHIP MICROCONTROLLERS WITH DEDICATED HARDWARE FOR DIGITAL TUNING SYSTEM
	NEC[NEC]

	GT30J122A 	Dedicated to Current-Resonant Inverter Switching Applications Dedicated to Partial-Switching Power Factor rrection (PFC) Applications
	Toshiba Semiconductor

	AM27C020 AM27C020-255DCB AM27C020-255DI AM27C020-1	Dual/Quad Precision Zero-Drift Operational Amplifiers With Internal Capacitors; Package: SO; No of Pins: 18; Temperature Range: 0&deg;C to  70&deg;C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C
Ultralow Power Single/Dual Comparator with Reference; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
x8 EPROM x8存储
Single-Ended 8-Channel/ Differential 4-Channel Analog Multiplexer with SMBus Interface; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
8-Channel Analog Multiplexer with Cascadable Serial Interface; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
3.3V Low Power EIA/TIA-562 Transceiver; Package: PDIP; No of Pins: 18; Temperature Range: -40°C to  85°C
3.3V Low Power EIA/TIA-562 Transceiver; Package: PDIP; No of Pins: 18; Temperature Range: 0°C to  70°C
Single Chip 10-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: 0°C to  70°C
Rail-to-Rail, Very Low Noise Universal Dual Filter Building Block; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
12-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SO; No of Pins: 28; Temperature Range: 0°C to  70°C
14-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
1, 2, 6 and 8 Channel, 10-Bit Serial I/O Data Acquisition Systems; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
12-Bit, 300ksps Sampling A/D Converters with Reference; Package: PDIP; No of Pins: 24; Temperature Range: 0°C to  70°C
Dual/Quad Precision Zero-Drift Operational Amplifiers With Internal Capacitors; Package: SO; No of Pins: 18; Temperature Range: 0°C to  70°C
High Performance Switched Capacitor Universal Filter; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
3.3V Low Power EIA/TIA-562 3-Driver/5-Receiver Transceiver; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition Systems; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
IC,EPROM,256KX8,CMOS,DIP,32PIN,CERAMIC
	amd

	KS8620 KS8620D KS8620N 	1 Chip CODEC for Digital Answering phone 1解码器芯片数字接听电
	Samsung Semiconductor Co., Ltd.
SAMSUNG[Samsung semiconductor]
Samsung Electronic

	ENC102D-10A ENC112D-10A ENC820D-10A ENC220D-10B EN	±15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40°C to 85°C; Package: 16-QFN
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40°C to 85°C; Package: 10-DFN
STD MOV
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN 性病检验手
	Central Semiconductor, Corp.

	ENA1250 LV8411GR 	Bi-CMOS LSI For DSC, and Cell Phone Camera Modules 4-channel Single-chip Motor Driver IC
	Sanyo Semicon Device

	KF959V KF959 	900MHz Cordless Phone
SPECIFICATIONS FOR SAW FILTER(BAND PASS FILTERS FOR RF CIRCUITS OF CORDLESS PHONE(CT-1 )
	Korea Electronics (KEC)
KEC[KEC(Korea Electronics)]
KEC Holdings

	ATSAM2193 ATSAM2193-G 	The ATSAM2193 provides a single-chip, low-cost MIDI sound system. Equipped with a serial and a parallel MIDI input, it provides state-of-the-art sound synthesis using a full GM sound set together with a range of compatible effects. Its low
	ATMEL[ATMEL Corporation]
Atmel Corp.

	AN80P52RSP AN80P22RSP AN80P20RSP AN80P32RSP AN80P1	Dual, 16-Bit nanoDAC® with 5 ppm/°C On-Chip Reference, I2C® Interface; Package: MSOP; No of Pins: 10; Temperature Range: TBD
Dual, 16-Bit nanoDAC® with 5 ppm/°C On-Chip Reference, I2C® Interface; Package: MSOP; No of Pins: 10; Temperature Range: Industrial
Dual, 16-Bit nanoDAC® with I2C® Interface; Package: MSOP; No of Pins: 10; Temperature Range: TBD
Dual, 16-Bit nanoDAC® with 5 ppm/°C On-Chip Reference, I2C® Interface; Package: LFCSP (3x3mm); No of Pins: 10; Temperature Range: TBD
5-pin, low dropout voltage regulator with standby function (1 A type) 3.6 V FIXED POSITIVE LDO REGULATOR, 1 V DROPOUT, PSSO4
	Panasonic Corporation
Panasonic, Corp.
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