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	Part: ZS100512
	Maker: COSEL
	Pack: DIP
	Stock: 44
	Unit price 
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			 Related Part Number
	
					PART	Description	Maker
	ZXFBF08 ZXFBF08W20 ZXFBF08W20TC 	:Jam Nut Receptacle; Insert Arrangement:22-21; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
8 Channel Buffer Device
Octal Buffer-Not recommended for new designs
	Diodes Incorporated
ZETEX[Zetex Semiconductors]

	GL6ZV27 	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:16; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
DEVICE SPECIFICATION FOR Light Emitting Diode
	Sharp Corporation
SHARP[Sharp Electrionic Components]

	10095039 10095042 10095043 10095044 10095045 10095	ChromaFlair? T-Spec Light Interference Pigments
ChromaFlair垄莽 T-Spec Light Interference Pigments
	JDS Uniphase Corporatio...
JDS Uniphase Corporation

	TMPR28051 TMPR28051-3-SL5 	TMPR28051 STS-1/AU-3 (STM-0) Mapper Device Advisory for Version 5 of the Device
	AGERE[Agere Systems]

	FRMG1211C-TR 	SPEC.2
	STANLEY ELECTRIC CO.,LTD.

	COG-C286FVJ-01 	MODULE SPEC
	VARITRONIX[Varitronix international limited]

	MS29512 	Mil Spec O-Rings
	ERC

	4600T 4611T-106-2222FCD 4611K-101-2222BAA 4611K-10	Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:White/Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:White/Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Film Capacitor; Voltage Rating:63VDC; Capacitor Dielectric Material:Polyester; Capacitance:1uF; Capacitance Tolerance: 10%; Lead Pitch:15mm; Leaded Process Compatible:No; Package/Case:F; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
THIN FILM CONFORMAL SIP 薄膜共形SIP协议
	List of Unclassifed Manufacturers
BOURNS
ETC[ETC]
Electronic Theatre Controls, Inc.

	ZFBBA14C2 	SURFACE MOUNT DISPLAY PRELIMINARY SPEC
	SunLED Corporation

	ZFBBA20A-A 	SURFACE MOUNT DISPLAY PRELIMINARY SPEC
	SunLED Corporation

	ZFBBA129C 	SURFACE MOUNT DISPLAY PRELIMINARY SPEC
	SunLED Corporation
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