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			22HC - SILICONPLANARZENERDIODE Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes XTAL PLAS SMT 12X4 4PAD Low capacitance computer cables, plenum; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP Teflon; Conductor Material LEVEL 7 PATCH CABLES SNAGLESS, Connector assemblies, Network cables; GIGABASE 350 CAT5E PATCH 7 FT, SNGLS, XOVER BLUE ENHANCED CAT 5 568B CROSSOVER MULTIMODE FIBER CABLE    CERAMIC, PLENUM ST-ST 30M ECON FO CERAMIC 62.5 PLENSC/SC 5M SPEAKER, 8 OHM .5W 45MM LOW PRO ECON FO CERAMIC 62.5 PLENST/ST 5M ECON FO CERAMIC 62.5 PLENST/SC 5M Cup/Bobbin Termnal, reeled, tin/lead Coaxial Cable; Coaxial RG/U Type:58; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Gray; Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes CAT5E PATCH CABLES       SNAGLESS,RED 25 FT of Pairs:1; Leaded Process Compatible:Yes; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes ); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Unshielded RoHS Compliant: Yes Bus Bar Wire; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Approval Categories:UL AWM Style 1007; Passes VW-1 Flame Test; Approval Bodies:UL; Conductor Material:Copper RoHS Compliant: Yes RES NET ISOLATED 3.9K OHM 16-DIP 硅平面稳压二极管 surface mount silicon Zener diodes 表面贴装硅稳压二极管 Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes 硅平面稳压二极管    SILICON PLANAR ZENER DIODE 
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	Part No.	22HC 12HC 8.2HCA 2.2HCA 6.2HCA 22HCB 30HC 20HC 6.2HCC 6.2HCB 2.2HCB 3.9HCA 15HC 27HCB 27HCC 27HCD 3.0HC 3.0HCA 3.0HCB 24HC 24HCA 24HCB 24HCD 24HCC 2.2.CB 2.7HCB 2.7HCA 2.4HC 2.4HCA 2.4HCB 5.1HCC  

	Description	SILICONPLANARZENERDIODE 
 Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
XTAL PLAS SMT 12X4 4PAD
Low capacitance computer cables, plenum; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP Teflon; Conductor Material
LEVEL 7 PATCH CABLES SNAGLESS,
Connector assemblies, Network cables;
GIGABASE 350 CAT5E PATCH 7 FT, SNGLS, XOVER BLUE
ENHANCED CAT 5 568B CROSSOVER
MULTIMODE FIBER CABLE    CERAMIC, PLENUM ST-ST 30M
ECON FO CERAMIC 62.5 PLENSC/SC 5M
SPEAKER, 8 OHM .5W 45MM LOW PRO
ECON FO CERAMIC 62.5 PLENST/ST 5M
ECON FO CERAMIC 62.5 PLENST/SC 5M
Cup/Bobbin Termnal, reeled, tin/lead
Coaxial Cable; Coaxial RG/U Type:58; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Gray; Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CAT5E PATCH CABLES       SNAGLESS,RED 25 FT
of Pairs:1; Leaded Process Compatible:Yes; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes
); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Unshielded RoHS Compliant: Yes
Bus Bar Wire; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Approval Categories:UL AWM Style 1007; Passes VW-1 Flame Test; Approval Bodies:UL; Conductor Material:Copper RoHS Compliant: Yes
RES NET ISOLATED 3.9K OHM 16-DIP 硅平面稳压二极管
surface mount silicon Zener diodes 表面贴装硅稳压二极管
Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes 硅平面稳压二极管
   SILICON PLANAR ZENER DIODE
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	Maker: N/A
	Pack: TO-99
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 			 Full text search : SILICONPLANARZENERDIODE Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes XTAL PLAS SMT 12X4 4PAD Low capacitance computer cables, plenum; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP Teflon; Conductor Material LEVEL 7 PATCH CABLES SNAGLESS, Connector assemblies, Network cables; GIGABASE 350 CAT5E PATCH 7 FT, SNGLS, XOVER BLUE ENHANCED CAT 5 568B CROSSOVER MULTIMODE FIBER CABLE    CERAMIC, PLENUM ST-ST 30M ECON FO CERAMIC 62.5 PLENSC/SC 5M SPEAKER, 8 OHM .5W 45MM LOW PRO ECON FO CERAMIC 62.5 PLENST/ST 5M ECON FO CERAMIC 62.5 PLENST/SC 5M Cup/Bobbin Termnal, reeled, tin/lead Coaxial Cable; Coaxial RG/U Type:58; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Gray; Leaded Process Compatible:Yes RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes CAT5E PATCH CABLES       SNAGLESS,RED 25 FT of Pairs:1; Leaded Process Compatible:Yes; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes ); Number of Pairs:1; Leaded Process Compatible:Yes; Features:Unshielded RoHS Compliant: Yes Bus Bar Wire; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Approval Categories:UL AWM Style 1007; Passes VW-1 Flame Test; Approval Bodies:UL; Conductor Material:Copper RoHS Compliant: Yes RES NET ISOLATED 3.9K OHM 16-DIP 硅平面稳压二极管 surface mount silicon Zener diodes 表面贴装硅稳压二极管 Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes 硅平面稳压二极管    SILICON PLANAR ZENER DIODE   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	CCD80102 0191830019 C-811-10 	Avikrimp Hook Tongue Terminal for 10-12 AWG Wire
Avikrimp垄芒 Hook Tongue Terminal for 10-12 AWG Wire
	Molex Electronics Ltd.

	5.1HSB 5.1HS 5.1HSC 3.0HS 3.0HSA 3.0HSB 6.8HSC 2.0	Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1213; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E RoHS Compliant: Yes 硅平面稳压二极管
surface mount silicon Zener diodes 表面贴装硅稳压二极管
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes 硅平面稳压二极管
DIODE ZENER TRIPLE ISOLATED 200mW 6.2Vz 20mA-Izt 0.05 5uA-Ir 4 SOT-363 3K/REEL 硅平面稳压二极管
); Leaded Process Compatible:Yes; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes
of Pairs:1; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes
Unshielded Paired Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC
ECON FO CERAMIC 62.5 PLENST/SC 10M
LEVEL 7 PATCH CABLES SNAGLESS
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Gray; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Color:Purple; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
CAP 5600PF 50V 10% X7R SMD-0805 TR-7 PLATED-NI/SN
Batteries RoHS Compliant: NA
RECTIFIER STANDARD SINGLE 1.5A 200V 200 50A-ifsm 5uA-ir 1.1V-vf DO-15 4K/REEL-13
DIODE ZENER DUAL ISOLATED 200mW 6.2Vz 20mA-Izt 0.05 5uA-Ir 4 SOT-363 3K/REEL
Connector assemblies, Network cables;
ECON FO CERAMIC 62.5 PLENSC/SC 10M
ENHANCED CAT 5 568B CROSSOVER
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Features:Unshielded; Leaded Process Compatible:Yes RoHS Compliant: Yes
Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
DIODE ZENER SINGLE 350mW 6.2Vz 20mA-Izt 0.05 5uA-Ir 4 SOT-23 3K/REEL
SILICONPLANARZENERDIODE
SILICON PLANAR ZENER DIODE
	Semtech, Corp.
SemtechCorporation
SEMTECH[Semtech Corporation]

	UL1015 	Hook-Up Wire
	General Cable

	C2100A 	HOOK-UP WIRE
	General Cable Technologies Corporation

	CHS-2201A 	Hook Switches
	ETC

	C7611A 	1C 12 65/30 TC PVC HOOK-UP WIRE
	General Cable Technolog...

	C7608A 	1C 16 26/30 TC PVC HOOK-UP WIRE
	General Cable Technolog...

	ST3854 	ELECTRONIC HOOK SWITCH DEVICE
	STMICROELECTRONICS[STMicroelectronics]

	4600T 4611T-106-2222FCD 4611K-101-2222BAA 4611K-10	Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:White/Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:White/Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Light Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Film Capacitor; Voltage Rating:63VDC; Capacitor Dielectric Material:Polyester; Capacitance:1uF; Capacitance Tolerance: 10%; Lead Pitch:15mm; Leaded Process Compatible:No; Package/Case:F; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:White/Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
THIN FILM CONFORMAL SIP 薄膜共形SIP协议
	List of Unclassifed Manufacturers
BOURNS
ETC[ETC]
Electronic Theatre Controls, Inc.

	110-97-610-41-001 110-97-624-41-001 110-97-628-41-	Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:White; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Green; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Black; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes 双列直插式插座焊尾开放框
Dual-in-line sockets Open frame Solder tail 双列直插式插座焊尾开放框
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Green; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Light Blue; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
MC 1,5/19-ST-3,5
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1371; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/6 Type ET RoHS Compliant: Yes
Shielded Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:5; Features:Aluminium Foil/Tinned Copper Braid; Impedance:70ohm RoHS Compliant: Yes
	Amphenol, Corp.
TE Connectivity, Ltd.
PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]
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