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			 Related Part Number
	
					PART	Description	Maker
	ZM33164-3 ZM331643C ZM331643G ZM331643N8 ZM33164-3	IC-SM-SUPPLY MONITOR SOT223 集成电路钐电源监视器的SOT223
SUPPLY VOLTAGE MONITOR 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
IC-SUPPLY MONITOR 集成电路电源监视
SUPPLY VOLTAGE MONITOR 电源电压监视
IC-SM-SUPPLY MONITOR 集成电路钐电源监视器
	Zetex Semiconductor PLC
Zetex Semiconductors

	GS100502 	Geartooth Hall Effect Sensor; Supply Voltage Max:24VDC; Supply Voltage Min:4.5VDC; Supply Current Max:6mA; Sensor Terminals:Wire Leads; Leaded Process Compatible:No; Output Type:Sink; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	THE CHERRY CORP

	S505TX S505TXRW 	MOSMIC㈢ for TV-Tuner Prestage with 5 V Supply Voltage
MOSMIC? for TV-Tuner Prestage with 5 V Supply Voltage
MOSMIC庐 for TV-Tuner Prestage with 5 V Supply Voltage
MOSMIC垄莽 for TV-Tuner Prestage with 5 V Supply Voltage
	Vishay Siliconix

	ICS9147-01 ICS9147F-01 	Frequency Generator & Integrated Buffers for PENTIUMTM
Switch Mode Power Supply; Output Power:80W; Mounting Type:PCB; Output Current:8A; Output Power Max:80W; Output Power Min:60MW; Output Voltage:5VDC; Series:LPT60; Supply Voltage:370VDC; Supply Voltage Max:264VAC RoHS Compliant: Yes 频率发生
	Integrated Circuit Syst...
ICST[Integrated Circuit Systems]
Integrated Device Technology

	FXL2SD106 FXL2SD106BQX 	Low Voltage Dual Supply 6-Bit SD Memory Card Interface voltage Translator; Package: DQFN; No of Pins: 16; Container: Tape &amp; Reel SPECIALTY INTERFACE CIRCUIT, QCC16
Low Voltage Dual Supply 6-Bit SD Interface Voltage Translator with Configurable Voltage Supplies
	Fairchild Semiconductor, Corp.

	A29L160TG-120 A29L160UM-90 A29L160UV-90 A29L160UM-	122 x 32 pixel format, LED Backlight available
2M X 8 Bit / 1M X 16 Bit CMOS 3.0 Volt-only, Boot Sector Flash Memory
LOGIC PROBE 50MHZ
Bench Power Supply; Output Current:3.3A; Calibrated:No; Line Regulation Constant Voltage:50 mV; Load Regulation Constant Voltage:0.5%   200 mV; Ripple Voltage:25mV; Supply Voltage Max:265VAC; Supply Voltage Min:100VAC
128 x 64 pixel format, LED Backlight available
Replaced by PT78NR152,PT78ST153 : 5.25Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
240 x 128 pixel format, CFL Backlight with power harness
	AMIC Technology Corporation

	ISL84517IH-T ISL84517IB-T ISL84517IB ISL84517 ISL8	GIGATRUE 550 CAT PATCH   CABLE NO BOOT 7FT RED
512 x 36 synchronous FIFO memory 120-HLQFP 0 to 70 低电压，双电源，聚苯乙烯，模拟开
Low-Voltage Dual Supply SPST Analog Switches
Low-Voltage, Dual Supply, SPST, Analog Switches
Low-Voltage/ Dual Supply/ SPST/ Analog Switches
Analog Switch, SPST, Single, NClosed, Ron = 13 @ V, Ron Flatness Max 3Ω, .5V to V Supply
Analog Switch, SPST, Single, NOpen, Ron = 13 @ V, Ron Flatness Max 3Ω, .5V to V Supply
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	MAX8213A MAX8213B MAX8213 MAX8214BESE MAX8214A MAX	Five Universal Voltage Monitors, Complete µP Voltage Monitoring
"Five Universal Voltage Monitors, Complete μP Voltage Monitoring"
" Five Universal Voltage Monitors, Complete μP Voltage Monitoring"
Five Universal Voltage Monitors-Complete Microprocessor Voltage Monitoring
Five Universal Voltage Monitors - Complete Microprocessor Voltage Monitoring
Five Universal Voltage Monitors with Active Pull-Ups
From old datasheet system
ECONOLINE: RBM - New Micro Size SIP 6 Package- Industry Standard Pinout- 3kVDC Isolation- UL94V-0 Package Material- Efficiency to 85%
Five Universal Voltage Monitors, Complete &#181;P Voltage Monitoring 5-CHANNEL POWER SUPPLY SUPPORT CKT, PDIP16
Synchronous 4-Bit Binary Counters 16-CDIP -55 to 125 5-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO16
	MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	TL7700A00 TL7700A TL7702ACD1013TRA TL7705ACD1013TR	SUPPLY VOLTAGE  SUPERVISORS
SUPPLY VOLTAGE SUPERVISORS6
	ST Microelectronics
STMicroelectronics

	HDF1205S HDF2415D HDF2412D HDF2412S HDF1215S HDF24	NTE Silicon General Purpose Amplifier, Type: NPN
Thermal Fuse; Current Rating:15A; Opening Temperature:240 C; Fuse Terminals:Axial Lead; Voltage Rating:277V; Fuse Size/Group:3.22 "; Voltage Rating:277V RoHS Compliant: Yes 3瓦特HD系列
3 Watt HD Series 3瓦特HD系列
Waveform Generator; IC Function:Waveform Generator IC; Package/Case:14-DIP; Supply Current:15mA; Supply Voltage:36V; Supply Voltage Max:30V; Supply Voltage Min:10V; Frequency Max:200kHz
Audio Power Amplifier IC; Output Power, Po:325mW; Load Impedance Min:8ohm; Supply Voltage Max:12V; Supply Voltage Min:4V; Package/Case:8-DIP; Amplifier Type:; Bias Current:250nA; Number of Amplifiers:1; Offset Voltage:50kV
IC-QUAD COMPARATOR
Operational Amplifier (Op-Amp) IC; Number of Amplifiers:2; Bandwidth Max:4MHz; Slew Rate:13V/us; Package/Case:8-DIP; Dual Supply Voltage Max ( /- V):18V; Mounting Type:Through Hole
Operational Amplifier (Op-Amp) IC; No. of Amplifiers:1; Amplifier Type:; Slew Rate:13V/us; Bandwidth Max:4MHz; Bias Current:7nA; Dual Supply Voltage Max ( V):18V; Gain:4dB; Offset Voltage:13mV; Package/Case:8-DIP RoHS Compliant: Yes
IC-QUAD JFET INPUT OP AMP
	Shindengen Electric Manufacturing Co., Ltd.
Shindengen Electric Manufacturing Company, Ltd.
Shindengen Electric Mfg. Co., Ltd.

	FXLA102L8X12 FXLA10212 	Low-Voltage Dual-Supply 2-Bit Voltage Translator with Configurable Voltage Supplies and Signal Levels, 3-State Outputs, and Auto Direction Sensing
	Fairchild Semiconductor
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