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			 Related Part Number
	
					PART	Description	Maker
	BYT230PIV-1000M 	Multiconductor Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 30 A, 1000 V, SILICON, RECTIFIER DIODE
Ultrafast Power Rectifiers
	MOTOROLA INC
Motorola Mobility Holdings, Inc.
Motorola, Inc.
Motorola  Inc

	MIC2211-WSBML MIC2211-1.8_3.3BML MIC2211-JYBML MIC	Dual UCap LDO in 3mm ??3mm MLF??/span>
Dual UCap LDO in 3mm 3mm MLF 双开普LDO稳压器采3mm】3mm的MLF
Dual UCap LDO in 3mm 3mm MLF DUAL OUTPUT, FIXED POSITIVE LDO REGULATOR, DSO10
CAP 220PF 50V 5% C0G SMD-0805 BULK SN100
CONNECTOR ACCESSORY
115 VAC, 8 CHANNEL CON IN TRAN
DIODE SWITCHING DUAL COMMON-ANODE 70V 250mA-Io 150mW 4ns-trr SOT-523 3K/REEL
Multiconductor UTP Data Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:Meets ANSI/TIA/EIA-568-B.2 Standards RoHS Compliant: Yes
Multiconductor UTP Data Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Approval Categories:Meets ANSI/TIA/EIA-568-B.2 Standards RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:CMP (Plenum) Rated; Features:Augmented Category 6; CMP (Plenum) Rated; Jacket Color:Yellow RoHS Compliant: Yes
Multiconductor Paired UTP Data Cable; Number of Conductors:8; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Number of Pairs:4 RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:8; Conductor Size AWG:23; Jacket Material:LSPVC; Number of Pairs:4; Approval Categories:CMP (Plenum) Rated; Features:Augmented Category 6; CMP (Plenum) Rated; Jacket Color:White RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:48; Conductor Size AWG:24; No. Strands x Strand Size:41 x 40; Jacket Material:Polyolefin; Shielding Material:Bare Copper Braid; Shielding Coverage:95%; Number of Pairs:24 RoHS Compliant: Yes
Dual UCap LDO in 3mm × 3mm MLF?/a>
Dual UCap LDO in 3mm  3mm MLF
Dual UCap LDO in 3mm 】 3mm MLF⑩
	MICREL INC
Micrel Semiconductor, Inc.
Micrel Semiconductor,Inc.
MICREL[Micrel Semiconductor]

	1032-90LJ 1032-80LT 1032-80LJ 1032-90LT 1032-60LG/	Multiconductor Cable; Number of Conductors:25; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:12; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes 高密度可编程逻辑
High-Density Programmable Logic
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	BYW97 BYW97F BYW97G BYW97_3 	Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:30pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Fast soft-recovery controlled avalanche rectifiers
From old datasheet system
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material
	NXP Semiconductors
Philips Semiconductors

	BYW95A BYW95C BYW95 BYW95B BYW95_1 BYW95A/30 BYW95	Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Capacitance:30pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Fast soft-recovery controlled avalanche rectifiers
From old datasheet system
Sound/Security Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material
5.0 AMP POSITIVE VOLTAGE REGULATOR
	NXP Semiconductors
PHILIPS[Philips Semiconductors]

	9539 9539060500 95390601000 9539060U1000 9539060U5	Non-Paired - Computer Cable for EIA RS-232 Applications
	List of Unclassifed Manufacturers

	11ES4 	Shielded Multiconductor Cable; Jacket Material:Polypropylene; Leaded Process Compatible:Yes RoHS Compliant: Yes
Low Forward Voltage Drop Diode
	NIEC[Nihon Inter Electronics Corporation]

	YT5166 	Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22
YT5166
From old datasheet system
	Electronic Theatre Controls, Inc.
ETC[ETC]

	110-90-308-41-105161 110-90-314-41-105161 110-90-3	   Dual-in-line sockets and headers / open frame / surface mount pick and place
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:18.5pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CAT 6A BLADE SERVER      PATCH CABLE 5 WHT
CAT 6A BLADE SERVER      PATCH CABLE 10 WHT
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:30.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:19 x 36; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:21.9pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CAT 6A BLADE SERVER      PATCH CABLE 7 WHT
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:27.4pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Cable/Wire MIL SPEC:MIL-W-16878/4 Type E; Capacitance:30.7pF/ft RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31pF/ft; Conductor Material:Copper RoHS Compliant: Yes
OTTA 25 M6 PH3
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Dual-in-line sockets and headers / open frame / surface mount pick and place 双列直插式插座和开架式/表面贴装贴装
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装
CONNECTOR ACCESSORY 双列直插式插座和开架式/表面贴装贴装
Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:NPN; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA 双列直插式插座和开架式/表面贴装贴装
HDFK 25 MIT,SCHRAUBE SIX LOBE 双列直插式插座和开架式/表面贴装贴装
OSC 3.3V SMT 7X5 PECL 双列直插式插座和开架式/表面贴装贴装
CAT 6A BLADE SERVER PATCH CABLE 5 WHT 双列直插式插座和开架式/表面贴装贴装
HDFK 95-VP 双列直插式插座和开架式/表面贴装贴装
	PREDIP[Precid-Dip Durtal SA]
PRECI-DIP SA

	3365-26 3365-25 3365-15 3365-20 535356 3365-16 336	RIBBON CABLE 26 WAY 30.5M
RIBBON CABLE 15 WAY 30.5M
RIBBON CABLE 20 WAY 30.5M
RIBBON CABLE 10 WAY 30.5M
RIBBON CABLE 16 WAY 30.5M
RIBBON CABLE 14 WAY 30.5M
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µP Reset
RIBBON CABLE 40 WAY 30.5M
RIBBON CABLE 60 WAY 30.5M
Intel&#174; Server Spare APP3STDBEZEL, Bezel with Door. For SC5295DP, SC5295BRP and SC5295WS 带状电缆每平方米25未来
RIBBON CABLE 15 WAY PER M 带状电缆每平方米15未来
RIBBON CABLE 34 WAY 30.5M 带状电缆34未来0.5
RIBBON CABLE 60 WAY PER M 带状电缆每平方米60未来
RIBBON CABLE 25 WAY 30.5M 带状电缆25未来30.5
RIBBON CABLE 50 WAY 30.5M 带状电缆50未来30.5
	Jameco Electronics
Molex, Inc.
KEMET Corporation
Amphenol, Corp.
GE Measurement ?Control Solutions

	BYW178 	Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18-15; No. Strands x Strand Size:19 x 28, 19 x 30; Jacket Material:Polyvinylchloride
From old datasheet system
Very Fast Silicon Mesa Rectifier
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken
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