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			 Related Part Number
	
					PART	Description	Maker
	TDA5225 	   Enhanced Sensitivity Multi-Channel Quad-Configuration Receiver
	Infineon Technologies A...

	XC17S00 DS030 17S20PC 17S30LPC 17S10PC XC17S05XLSO	Spartan 3.3V one-time programmable configuration PROM. Configuration bits 781248.
Product Specification
From old datasheet system
SPARTAN FAMILY OF ONE-TIME PROGRAMMABLE CONFIGURATION PROMS
Spartan 3.3V one-time programmable configuration PROM. Configuration bits 1040128.
   Spartan Family of One-Time
	XILINX[Xilinx, Inc]

	AT17N002 AT17N010 AT17N040 AT17N256 AT17N512 AT17N	COVER 256K X 1 CONFIGURATION MEMORY, PDSO20
FPGA Configuration Memory 256K X 1 CONFIGURATION MEMORY, PDSO20
CAT5 SHLD, PVC PATCH CBL STRGHT PIN, 100 MHZ-GREEN 1M X 1 CONFIGURATION MEMORY, PDIP8
GIGATRUE 550 CAT6 PATCH  100 FT, NON BOOT, ORANGE
GIGATRUE 550 CAT6 PATCH  25 FT, NON BOOT, ORANGE
GIGATRUE 550 CAT6 PATCH  50 FT, NON BOOT, ORANGE
GIGATRUE 550 CAT6 PATCH  15 FT, NON BOOT, ORANGE
GIGATRUE 550 CAT6 PATCH  10 FT, NON BOOT, ORANGE
GIGATRUE 550 CAT6 PATCH  30 FT, NON BOOT, ORANGE
GIGATRUE 550 CAT6 PATCH  20 FT, NON BOOT, ORANGE
AT17N/256/512/010/002/040 [Updated 5/03. 18 Pages]
512K-bit FPGA Configuration EEPROM 3.3V
256K-bit FPGA Configuration EEPROM 3.3V
4M-bit FPGA Configuration EEPROM 3.3V
1M-bit FPGA Configuration EEPROM 3.3V
2M-bit FPGA Configuration EEPROM 3.3V
	Atmel, Corp.
聚兴科技股份有限公司
Atmel Corp.

	AT17LV128-10SC AT17LV128-10SI AT17LV256-10CU AT17L	FPGA Configuration EEPROM Memory
10MHZ, 20 PLCC, IND TEMP, GREEN(FPGA) 512K X 1 CONFIGURATION MEMORY, PQCC20
10MHZ, 20 PLCC, IND TEMP, GREEN(FPGA) 1M X 1 CONFIGURATION MEMORY, PQCC20
256K X 1 CONFIGURATION MEMORY, PDSO8
	ATMEL Corporation
聚兴科技股份有限公司
Atmel, Corp.
ATM Electronic, Corp.

	EPC2LI20 EPC1441PI8 EPC2 EPC8 	Configuration Devices For SRAM-based Lut Devices, 440,800 1-bit Device With 5.0-V or 3.3-V Operation
Configuration Device Family
	Altera Corporation

	XC17V04-SERIES XC17V01-SERIES XC17V16-SERIES XC17V	XC17V00 Series Configuration PROM XC17V00系列配置PROM
XC17V00 Series Configuration PROMs
	Diodes, Inc.
Xilinx

	XC18V512 XC18V01 	In-System Programmable Configuration PROMs(在系统可编程配置PROM)
In-System Programmable Configuration PROMs(?ㄧ郴缁??缂????疆PROM)
	Xilinx, Inc.

	M28W320EBB85ZB1T M28W320EBT85N1T M28W320EBB85N1T M	Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 12.7 V; VZ min.: 11.4 V; VZ nom: 12 V
surface mount silicon Zener diodes
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 15.6 V; VZ min.: 13.8 V; VZ nom: 15 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 11.6 V; VZ min.: 10.4 V; VZ nom: 11 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 10.6 V; VZ min.: 9.4 V; VZ nom: 10 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 3.5 V; VZ min.: 3.1 V; VZ nom: 3.3 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 14.1 V; VZ min.: 12.4 V; VZ nom: 13 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 2.6 V; VZ min.: 2.2 V; VZ nom: 2.4 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 2.9 V; VZ min.: 2.5 V; VZ nom: 2.7 V
Voltage regulator double diodes - Configuration: dual c.a. ; IF max: 200 mA; Ptot: 350 mW; PZSM: 40 W; Tolerance  /- %: appr. 5% ; VZ max.: 3.2 V; VZ min.: 2.8 V; VZ nom: 3 V
32 Mbit (2Mb x16, Boot Block) 3V Supply Flash Memory 32兆位（处理器x16插槽，引导块V电源快闪记忆
	意法半导
STMicroelectronics N.V.

	ST25E16 ST24E16 ST24EB3TR ST24EB6TR ST24EM1TR ST24	SERIAL EXTENDED  ADDRESSING COMPATIBLE WITH I2C BUS 16K (2K X 8) EEPROM
16 Kbit Serial I 2 C EEPROM with Extended Addressing
(ST24E16 / ST25E16) 16 Kbit Serial I2C EEPROM with Extended Addressing
CONFIGURATION DEVICE, 16MBIT,UBGA88; Memory type:Configuration FLASH; Interface type:Serial, Parallel; Memory size:16Mbit; Memory configuration:2MB; Time, access:90ns; Frequency:66.7MHz; Temp, op. min:0(degree C); Temp, op. RoHS Compliant: Yes
16 Kbit Serial I2C EEPROM with Extended Addressing 16千位串行I2C EEPROM，带有扩展寻址
	http://
ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导
STMicroelectronics N.V.

	PM9311-UC PM9312-UC PM9315-HC PM9313 PM9313-HC 	ENHANCED TT1SWITCH FABRIC SPECIALTY TELECOM CIRCUIT, CBGA624
ENHANCED TT1 SWITCH FABRIC
	PMC-Sierra, Inc.

	XC18V02PC44C XC18V02VQ44C XC18V512SO20C XC18V04PC4	Re-programmable 512Kb PROM, 64K X 8 CONFIGURATION MEMORY, 15 ns, PQFP44
Re-programmable 512Kb PROM, 64K X 8 CONFIGURATION MEMORY, 15 ns, PDSO20
In-System-Programmable Configuration PROMs
XC18V00 Series In-System-Programmable
   XC18V00 Series In-System-Programmable
	Xilinx, Inc.
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