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	Part No.	MAX3244 MAX3224 MAX3224CAP MAX3224CPP MAX3224EAP MAX3224EPP MAX3225 MAX3225CAP MAX3225CPP MAX3225EAP MAX3225EPP MAX3226 MAX3227 MAX3245 MAX3227CAE MAX3226EAE MAX3227EAE   

	Description	1µA Supply Current, 3.0V to 5.5V, 1Mbps RS-232 Transceivers with AutoShutdown Plus 
 1µA Supply Current, 1Mbps, 3.0V to 5.5V,
RS-232 Transceivers with AutoShutdown Plus
1A Supply Current 1Mbps 3.0V to 5.5V RS-232 Transceivers with AutoShutdown Plus
"1?A Supply Current, 3.0V to 5.5V, 1Mbps RS-232 Transceivers with AutoShutdown Plus"
1A Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus
1レA Supply Current, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus
1microA supply current, 1Mbps, 3.0V to 5.5V, RS-232 transceiver with autoshutdown plus


	File Size	233.51K  / 
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						 MAXIM - Dallas Semiconductor 
 MAXIM[Maxim Integrated Products]
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	Pack: 
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	PACDN046Y3 PACDN046Y6 PACDN046Y5 PACDN046Y4 PACDN0	Switch Mode Power Supply; Output Power:110W; No. of Outputs:1; Output 1 VDC  :12VDC; Output Current 1:6.7A; Power Supply Mounting:Open Frame; External Depth:185mm; External Width:108mm; Operating Temp. Max:50 C
Switch Mode Power Supply; Output Power:110W; No. of Outputs:1; Output 1 VDC  :15VDC; Output Current 1:5.3A; Mounting Type:PCB; Output Current:5.3A; Output Current Max:7.3A; Output Current Min:0A; Output Power Max:110W RoHS Compliant: Yes
TRANSIENT VOLTAGE SUPPRESSOR ARRAYS
	California Micro Devices Corporation

	RTF015P02 	Power Supply IC; Package/Case:10-MLP; Cap Charger Output Type:Three levels of switch current limit: 1.6, 1.8, 2.0 A; Output Type:Current; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5.5V; Supply Voltage Min:3V RoHS Compliant: Yes
DC-DC Converter (20V/ 1.5A)
DC-DC Converter (-20V, -1.5A)
DC-DC Converter (−20V, −1.5A)
	Rohm CO.,LTD.
ROHM[Rohm]

	ISL83239EI ISL83239EIA ISL83239EIV ISL83239EIA-T I	【15kV ESD Protected, 10nA Supply- Current, 3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
15kV ESD Protected/ 10nA Supply- Current/ 3V to  5.5V/ 250kbps/ RS-232 Transmitters/Receivers
15kV ESD Protected 10nA Supply- Current 3V to  5.5V 250kbps RS-232 Transmitters/Receivers
±15kV ESD Protected, 10nA Supply- Current, 3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
Octal Bus Transceivers With 3-State Outputs 20-PDIP -40 to 85
??5kV ESD Protected, 10nA Supply- Current, 3V to  5.5V, 250kbps, RS-232 Transmitters/Receivers
	INTERSIL[Intersil Corporation]

	AN654 	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 5V的高RS - 232收发器与0.1uF电容
New RS-232 ICs Feature 1A Supply Current, 15kV ESD Protection, and 3V Operation
New RS-232 ICs Feature 1A Supply Current/ 15kV ESD Protection/ and 3V Operation
New RS-232 ICs Feature 1uA Supply Current, 15kV ESD Protection, and 3V Operation
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	MAX4173TESA MAX4173HESA MAX4173FESA MAX4173FEUTT M	Low-Cost, SOT23, Voltage-Output, High-Side Current-Sense Amplifier 420μA Supply Current
	Maxim Integrated Products

	DAN217 DAN217U 	Switch Mode Power Supply; Output Power:76.8W; No. of Outputs:1; Output 1 VDC  :24VDC; Output Current 1:3.2A; Power Supply Mounting:Chassis; Output Current:3.2A; Output Power Max:76.8W; Output Voltage:24VDC; Series:JWS RoHS Compliant: Yes 开关二极管
Switching diode
	Rohm Co., Ltd.

	MC12148D MC12148SD MC12148 	LOW POWER VOLTAGE CONTROLLED OSCILLATOR
Switch Mode Power Supply; Series:MFA; Output Voltage:12VDC; Output Power Max:350W; Output Current:29A; Number of Outputs:1; Efficiency:86%; External Depth:3.20"; External Height:1.50"; External Width:6.80"
PSU, 350W 24V SINGLE O/P ; Voltage, output:24V; Current, output:14.5A; Power rating:350W; Voltage, supply min:90V; Voltage, supply max:264V; Length / Height, external:38.1mm; Width, external:81.3mm; Depth, external:172mm; Current,
	Motorola, Inc
MOTOROLA INC

	5962-9159402MZX 5962-9159403MYX 5962-9159402MTX 	±80V Fault-Protected, 2Mbps, Low Supply Current CAN Transceiver
&#177;80V Fault-Protected/Tolerant CAN Transceivers for In-Car Applications x8的SRAM
 3.3V, 1Mbps, Low-Supply-Current CAN Transceiver x8的SRAM
	Silicon Laboratories, Inc.

	R1223N332A R1223N332C R1223N332D R1223N332E R1223N	PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 500kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 300kHz. Reset-type protection. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 300kHz. Taping specification TL
5015 RR 6#16S SKT PLUG
Analog IC 模拟IC
PWM/VFM Step-down DC/DC Converter SWITCHING CONTROLLER, 360 kHz SWITCHING FREQ-MAX, PDSO5
PWM/VFM Step-down DC/DC Converter 脉宽调制/ VFM的降压直直流转换
PWM/VFM Step-down DC/DC Converter SWITCHING CONTROLLER, 600 kHz SWITCHING FREQ-MAX, PDSO5
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Reset-type protection. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 500kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Reset-type protection. Taping specification TL
	RICOH[RICOH electronics devices division]
Ricoh Co., Ltd.
RICOH electronics devic...

	SKIIP03NAC066V1 	Large Current 300mA CMOS LDO Regulators; Output voltage (V): 2.8; Output current (mA): 300; Supply voltage (V): 2.5 to 5.5; I/O voltage difference (mV): 60; Ripple rejection (dB): 60; Circuit current (&#181;A): 65; Package: HVSOF6
3-phase bridge rectifier   3-phase bridge inverter
	Semikron International

	LT1815 LT1815IS5 LT1815IS6 LT1815IS8 LT1816CS8 LT1	Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current
6.5mA, 220MHz, 1500V/us Operation Amplifier with Programmable Current
Single/Dual/Quad 220MHz, 1500V/us Operational Amplifiers with Programmable Supply Current
	LINER[Linear Technology]
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