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			RT1608 - CA BAYONET Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes CACOM 35C 35#16 PIN PLUG CA06COME28-15PWBF97 CA06COME28-15SWBF97 CANCA06COME28-15PBF80G12 CANCA06COME28-15SBF80G12 NITRON LIN CA-BAYONET CACOMB 35C 35#16 SKT PLUG 贴片电阻 CACOM 35C 35#16 SKT PLUG 贴片电阻 THICK FILM CHIP RESISTORS 贴片电阻 Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:12; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 贴片电阻 Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes 贴片电阻 Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes 贴片电阻 Coaxial Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 
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	Part No.	RT1608 RT1608K100CS RT1608K100GS RT1608M100CS RC3216J100AS RC3216J100CS RC3216J100ES RC2012J100AS RC2012J100BS RC2012J100CS RC2012J100ES RC6432M100ES RC1005 RC1005D100AS RC1005D100BS RC1005D100CS RC1005D100ES RC1005F100AS RC1005F100BS RC1005F100CS RC1005F100ES RC1005G100AS RC1005G100BS RC1005G100CS RC1005G100ES RC1005J100AS RC1005J100BS RC1005J100CS RC1005J100ES RC1005M100AS RC1005M100BS  

	Description	CA BAYONET 
 Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
CACOM 35C 35#16 PIN PLUG
CA06COME28-15PWBF97
CA06COME28-15SWBF97
CANCA06COME28-15PBF80G12
CANCA06COME28-15SBF80G12
NITRON LIN
CA-BAYONET
CACOMB 35C 35#16 SKT PLUG 贴片电阻
CACOM 35C 35#16 SKT PLUG 贴片电阻
THICK FILM CHIP RESISTORS 贴片电阻
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:12; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 贴片电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes 贴片电阻
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes 贴片电阻
Coaxial Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
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						 List of Unclassifed Man... 
 ETC[ETC]
List of Unclassifed Manufacturers
Samsung Electronics
Electronic Theatre Controls, Inc.
Infineon Technologies AG
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	Part: RT1072
	Maker: RATO
	Pack: DIP
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.77
	  
									100: $0.73
	1000: 
									$0.69
	
									Email: oulindz@gmail.com
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 			 Full text search : CA BAYONET Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes CACOM 35C 35#16 PIN PLUG CA06COME28-15PWBF97 CA06COME28-15SWBF97 CANCA06COME28-15PBF80G12 CANCA06COME28-15SBF80G12 NITRON LIN CA-BAYONET CACOMB 35C 35#16 SKT PLUG 贴片电阻 CACOM 35C 35#16 SKT PLUG 贴片电阻 THICK FILM CHIP RESISTORS 贴片电阻 Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:12; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 贴片电阻 Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes 贴片电阻 Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes 贴片电阻 Coaxial Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	10A2 10A1 10A4 10A8 10A6 10A10 10A005 	Video Triax Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material
Coaxial Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance
Triaxial Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance:17.3pF/ft; Leaded Process Compatible:Yes; Shielding Coverage:95% RoHS Compliant: Yes
Video Triax Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Jacket Material:Foam HDPE; Capacitance:16.1pF/ft; Conductor Material:Copper; Jacket Color:Black RoHS Compliant: Yes
MICRO MATE PLUG PCB EDGE MOUNT
Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 10.0放大器硅整流
	Bytes

	GT16-30PCF28 GT16CB-1PP-HU GT16-_0.7-1.5PC GT16-_1	1 CONTACT(S), MALE, COMBINATION LINE CONNECTOR, SURFACE MOUNT
Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines
Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	MC10SX1190 MC10SX1190-D MC10SX1190DT MC10SX1190DTR	Fibre Channel Coaxial Cable Driver and Loop Resillency Circuit
Fibre Channel Coaxial Cable Driver and Loop Resiliency Circuit
From old datasheet system
	ON Semiconductor

	M36W108AT120ZM6T M36W108AB100ZM6T M36W108AT100ZM6T	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid RoHS Compliant: Yes
8 Mbit 1Mb x8, Boot Block Flash Memory and 1 Mbit 128Kb x8 SRAM Low Voltage Multi-Memory Product 81兆8，启动块闪存1兆位128KB的x8 SRAM的低电压多媒体存储产
	意法半导
STMicroelectronics N.V.

	BYX82 BYX83 BYX84 BYX85 BYX86 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black RoHS Compliant: Yes
Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Siliconix

	MV1471_CG_DPAS MV1471 MV1471_CG_DGAS MV1471/CG/DPA	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Jacket Color:White RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Leaded Process Compatible:Yes RoHS Compliant: Yes
HDB3/AMI ENCODER/DECODER
	Zarlink Semiconductor Inc.

	A29512L-90 A29512L-70 A29512L-55 A29512V-55 A29512	Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
64K X 8 Bit CMOS 5.0 Volt-only, Uniform Sector Flash Memory 64K的8位CMOS 5.0伏只，统一部门快闪记忆
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 64K的8位CMOS 5.0伏只，统一部门快闪记忆
	AMIC Technology Corporation
AMIC Technology, Corp.

	WGA-3686-3M-W75-79 WGA-3645-NF-W90-79 WGA-3625-SM-	CABLE AND WAVEGUIDE TERMINATED, FEMALE, WAVEGUIDE TO COAXIAL ADAPTER
CABLE AND WAVEGUIDE TERMINATED, MALE, WAVEGUIDE TO COAXIAL ADAPTER
	

	047-3SMPR 	Coaxial Cable
	Mini-Circuits

	141-20SMNB 	Coaxial Cable
	Mini-Circuits

	141-10SMNB 	Coaxial Cable
	Mini-Circuits



				
	 
	 Related keyword From Full Text Search System
	

					
						RT1608 data	
						RT1608 Supply	
						RT1608 sonardyne	
						RT1608 Sipat	
						RT1608 Hex
	
						RT1608 availability	
						RT1608 gdcy	
						RT1608 molex	
						RT1608 Datasheet	
						RT1608 instruments


				
	 



		 


	
		
Price & Availability of RT1608 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.10128307342529















