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			MAX6501CMP - Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  95. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  75. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  75. Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVS06; No. of Contacts:3; Connector Shell Size:9; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape &amp; Reel Low-Cost /  2.7V to  5.5V / Micropower Temperature Switches in SOT23 and TO-220 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-91 Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape & Reel Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-26 TV 2C 2#16 SKT PLUG 4A Bridge Rectifier Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:16-23 Fixed Negative Voltage Regulator; Package: TO-220; No of Pins: 3; Container: Rail Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装和TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V5.5V，功耗温度开关，SOT23封装和TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PSFM7 TV 13C 13#22D SKT PLUG 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PDSO5 SUCTION LIFTER 320MMSUCTION LIFTER 320MM; Length:320mm; Load, max:80kg; Size:320; Weight:550g SCREWDRIVER, STEPLESSSCREWDRIVER, STEPLESS; Length:220mm; Length, Handle:120mm; Length, blade:100mm SCRAPER, PAINTERS 2"SCRAPER, PAINTERS 2"; Length:50mm; Material:Spring Steel Cutter, Side Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  65. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  65. 
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	Part No.	MAX6501CMP MAX6504 MAX6501CMP010 MAX6501UKP085-T MAX6501UKP095-T MAX6501UKP125-T MAX6501 MAX6501CMN000-T MAX6501CMN005 MAX6501CMN005-T MAX6501CMN010 MAX6501CMN010-T MAX6501CMN015 MAX6501CMN015-T MAX6501CMN020 MAX6501CMN020-T MAX6501CMN025 MAX6501CMN025-T MAX6501CMN030 MAX6501CMN030-T MAX6501CMN035 MAX6501CMN035-T MAX6501CMN040 MAX6501CMN040-T MAX6501CMN045 MAX6501CMN045-T MAX6501CMN050 MAX6501CMN050-T MAX6501CMN055 MAX6501CMN055-T MAX6501CMP000  

	Description	Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  95. 
 Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  75.
Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  75.
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVS06; No. of Contacts:3; Connector Shell Size:9; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape &amp; Reel
Low-Cost /  2.7V to  5.5V / Micropower Temperature Switches in SOT23 and TO-220
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-91
Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape & Reel
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-26
TV 2C 2#16 SKT PLUG
4A Bridge Rectifier
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:16-23
Fixed Negative Voltage Regulator; Package: TO-220; No of Pins: 3; Container: Rail
Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装和TO - 220
Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220
Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V5.5V，功耗温度开关，SOT23封装和TO - 220
Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PSFM7
TV 13C 13#22D SKT PLUG 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220
Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PDSO5
SUCTION LIFTER 320MMSUCTION LIFTER 320MM; Length:320mm; Load, max:80kg; Size:320; Weight:550g
SCREWDRIVER, STEPLESSSCREWDRIVER, STEPLESS; Length:220mm; Length, Handle:120mm; Length, blade:100mm
SCRAPER, PAINTERS 2"SCRAPER, PAINTERS 2"; Length:50mm; Material:Spring Steel
Cutter, Side
Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  65.
Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  65.
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 			 Full text search : Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  95. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  75. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  75. Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVS06; No. of Contacts:3; Connector Shell Size:9; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape &amp; Reel Low-Cost /  2.7V to  5.5V / Micropower Temperature Switches in SOT23 and TO-220 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-91 Fixed Negative Voltage Regulator; Package: TO-252(DPAK); No of Pins: 2; Container: Tape & Reel Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:26; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-26 TV 2C 2#16 SKT PLUG 4A Bridge Rectifier Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:16-23 Fixed Negative Voltage Regulator; Package: TO-220; No of Pins: 3; Container: Rail Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装和TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 低成本，2.7V5.5V，功耗温度开关，SOT23封装和TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PSFM7 TV 13C 13#22D SKT PLUG 低成本，2.7V.5V，功耗温度开关，SOT23封装TO - 220 Low-Cost,  2.7V to  5.5V, Micropower Temperature Switches in SOT23 and TO-220 SPECIALTY ANALOG CIRCUIT, PDSO5 SUCTION LIFTER 320MMSUCTION LIFTER 320MM; Length:320mm; Load, max:80kg; Size:320; Weight:550g SCREWDRIVER, STEPLESSSCREWDRIVER, STEPLESS; Length:220mm; Length, Handle:120mm; Length, blade:100mm SCRAPER, PAINTERS 2"SCRAPER, PAINTERS 2"; Length:50mm; Material:Spring Steel Cutter, Side Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage open-drain. Standard temperature threshold(C)  65. Low-cost,  2.7V to  5.5V micropower temperature switch. Output stage push-pull. Standard temperature threshold(C)  65.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AME5170AEEVADJY AME5170AEEVADJZ AME5170 	Low Cost Micro Power Boost DC/DC Converter
	Analog Microelectronics

	MAX706RCSA MAX706PCUA MAX708REPA MAX708RESA MAX708	 3V Voltage Monitoring, Low-Cost, µP Supervisory Circuits
	MAXIM - Dallas Semiconductor

	S3C2510A 	16/32-bit RISC micro-controller is a cost-effective, high-performance micro-controller solution for Ethernet-based systems, for example
	SAMSUNG SEMICONDUCTOR CO. LTD.

	IDT79R3041 IDT79R3041-16 IDT79R3041-20 IDT79R3041-	32-bit Low-Cost CPU. **NOT RECOMMENDED FOR NEW DESIGNS**
INTEGRATED RISController FOR LOW-COST SYSTEMS
INTEGRATED RISController?
INTEGRATED RISController⑩ FOR LOW-COST SYSTEMS
	IDT[Integrated Device Technology]

	MAX703 MAX703C_D MAX703CPA MAX703CSA MAX703EPA MAX	Low-Cost レP Supervisory Circuits with Battery Backup 低成本レP监控电路，带有备用电
Quadruple 2-Line To 1-Line Data Selectors/Multiplexers 16-CDIP -55 to 125
LOW-COST ヌP SUPERVISORY CIRCUITS WITH BATTERY BACKUP
Low-Cost P Supervisory Circuits with Battery Backup
Low-Cost μP Supervisory Circuits with Battery Backup
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	ADTL08207 ADTL082JR ADTL082JR-REEL ADTL082JR-REEL7	Low Cost JFET Input Dual Operational Amplifier
Low Cost JFET Input Operational Amplifier; Package: MSOP; No of Pins: 8; Temperature Range: Industrial
Low Cost JFET Input Operational Amplifiers
Low Cost JFET Input Operational Amplifier; Package: SOIC; No of Pins: 14; Temperature Range: Commercial QUAD OP-AMP, 10000 uV OFFSET-MAX, 5 MHz BAND WIDTH, PDSO14
Low Cost JFET Input Operational Amplifier; Package: SOIC; No of Pins: 8; Temperature Range: Commercial
	Analog Devices, Inc.
ANALOG DEVICES INC

	ZPSD311 ZPSD311-B-15J ZPSD311-B-15L ZPSD311-B-15M 	From old datasheet system
PSD3XX, ZPSD3XX, ZPSD3XXV, PSD3XXR, ZPSD3XXR, ZPSD3XXRV Low Cost Field Programmable Microcontroller
PSD3XX/ZPSD3XX FAMILY LOW COST MICROCONTROLLER PERIPHERALS
LowCostFieldProgrammableMicrocontrollerPeripherals
Low Cost Field Programmable Microcontroller Peripherals
	STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics

STMICROELECTRONICS


	MAX705 MAX705CPA MAX705CSA MAX705CUA MAX705EPA MAX	Quadruple 2-Input Multiplexers With Storage 16-CFP -55 to 125
Quadruple 2-Input Multiplexers With Storage 16-CDIP -55 to 125
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT08; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Right Angle Plug
Low-Cost / uP Supervisory Circuits
From old datasheet system
Low-Cost uP Supervisory Circuits
Low-Cost, μP Supervisory Circuits
Low-Cost, uP Supervisory Circuits
	Maxim Integrated Produc...
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm
MAXIM - Dallas Semiconductor

	TC3405 TC3405VPE TC3405VQR 	The TC3405 is a low cost, low power analog-to-digital converter based on Microchip’s Sigma-Delta technology. It performs 16-bit conversions (15-bit plus sign) at up to eight per second.Thedeviceis optimizedforuseas microcontroller pe
16-Bit, Low Cost, Low Power Sigma-Delta A/D Converter
	MICROCHIP[Microchip Technology]

	MAX5202ACUB MAX5203ACUB MAX5200ACUB MAX5201ACUB MA	Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in MAX
Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in μMAX
Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in &#181;MAX SERIAL INPUT LOADING, 25 us SETTLING TIME, 16-BIT DAC, PDSO10
Low-Cost, Voltage-Output, 16-Bit DACs with Internal Reference in ??AX
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	AD1893JST AD1893 AD1893JN AD1893JSTZ 	Low Cost SamplePort 16-Bit ASRC
Low Cost SamplePort 16-Bit Stereo Asynchronous Sample Rate Converter
	AD[Analog Devices]

	AD557JP-REEL7 AD557JNZ AD557-15 	DACPORT Low Cost, Complete &#181;P-Compatible 8-Bit DAC PARALLEL, 8 BITS INPUT LOADING, 0.8 us SETTLING TIME, 8-BIT DAC, PQCC20
DACPORT Low Cost, Complete μP-Compatible 8-Bit DAC
DACPORT LOW COST COMPLETE P COMPATIBLE 8 BIT DAC
	Analog Devices, Inc.
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