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			1N4565-1-1 -    6.4 Volt Temperature Compensated Zener Reference Diodes 0TC Reference Voltage Zener 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SSOP/QSOP -40 to 85 10-Bit Buffers/Drivers With 3-State Outputs 24-PDIP 0 to 70 16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 56-BGA MICROSTAR JUNIOR -40 to 85 Octal Bus Transceivers 20-SOIC 0 to 70 Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:35VDC; Capacitor Dielectric Material:Tantalum; Capacitance:3.9uF; Capacitance Tolerance: 5%; ESR:4ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TSSOP -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SSOP/QSOP -40 to 85 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TVSOP -40 to 85 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-SOIC 0 to 70 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85 Octal Bus Transceivers 20-SO 0 to 70 Scan Test Device With Octal D-Type Edge-Triggered Flip-Flops 24-SOIC 0 to 70 Octal Buffer And Line/MOS Driver With 3-State Outputs 20-PDIP 0 to 70 Replaced by SN74ABT620 : Octal Bus Transceivers 20-PDIP 0 to 70 Tantalum Electrolytic Capacitor; Capacitance:2.2uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 6.8UF 50V 20% TANT SMD-7343-43 TR-7-PL SN100% LOWESR-500 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TVSOP -40 to 85 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TSSOP -40 to 85 CAP 15UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 10-Bit Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70 10-Bit Buffers/Drivers With 3-State Outputs 24-SO 0 to 70 10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-TSSOP -40 to 85 CAP 120PF 50V 5% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TVSOP -40 to 85 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TSSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-SSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TVSOP -40 to 85 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-PDIP 0 to 70 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-PDIP 0 to 70 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal D-Type Latches 24-SOIC 0 to 70 10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-SSOP/QSOP -40 to 85 Octal Buffers And Line Drivers 20-PDIP 0 to 70 1-of-8 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 Octal Bus Transceivers 20-TSSOP 0 to 70 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-VQFN -40 to 85 8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TVSOP -40 to 85 CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 CAP TANT-WET 82UF 125V 10% AXIAL Octal Bus Transceivers With Series Damping Resistors 20-SO 0 to 70 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85 Octal D-Type Transparent Latches 20-PDIP 0 to 70 Octal D-Type Transparent Latches 20-SOIC 0 to 70 Octal D-Type Edge-Triggered Flip-Flops 20-SOIC 0 to 70 Octal D-Type Edge-Triggered Flip-Flops 20-SO 0 to 70 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SO 0 to 70 Octal Buffers/Drivers With 3-State Outputs 20-SOIC 0 to 70 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TSSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-SSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TVSOP -40 to 85 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TVSOP -40 to 85 18-Bit FET Bus-Exchange Switches 48-SSOP -40 to 85 3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TVSOP -40 to 85 18-Bit FET Bus-Exchange Switches 48-TSSOP -40 to 85 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TSSOP -40 to 85 32-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 96-LFBGA -40 to 85 16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TSSOP -40 to 85 8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TSSOP -40 to 85 Dual FET Bus Switch 2.5-V/3.3-V Low-Voltage, High-Bandwidth 8-TSSOP -40 to 85 CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-0100 CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 CAP 22UF 25V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-2000 CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2250 Octal D-Type Edge-Triggered Flip-Flops 20-PDIP 0 to 70 CAP 4.7PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR Octal Buffers/Drivers With 3-State Outputs 20-PDIP 0 to 70 Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-DSBGA -40 to 85 8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-TSSOP -40 to 85 Quadruple FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 24-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 83-BGA MICROSTAR JUNIOR -40 to 85 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-BGA MICROSTAR JUNIOR -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Tantalum Electrolytic Capacitor; Capacitance:27uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:B; Terminal Type:Axial Leaded; ESR:2.7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TVSOP -40 to 85 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TSSOP -40 to 85 4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TVSOP -40 to 85 CAP 2.2UF 50V 0.2 Z5U RAD-.20IN .400X.460 CONF T&R CAP 47UF 6V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-2500 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 CAP 2.2PF 50V  /-0.5PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 2.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 1.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 10UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4500 CAP 4.7PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-3000 CAP 68UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-7500 CAP 10UF 20V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4750 CAP 33PF 50V 10% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 3.9PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0275 CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5000 CAP 4.7UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5750 CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-4500 Tantalum Electrolytic Capacitor; Capacitance:3.9uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 14-stage binary ripple counter with oscillator 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-SSOP/QSOP -40 to 85 Octal Bus Transceivers With Series Damping Resistors 20-SOIC 0 to 70 Octal Buffer/Driver With Series Damping Resistors 20-PDIP 0 to 70 Octal 25-Ohm Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70 Octal Bus Transceivers With Series Damping Resistors 20-SSOP 0 to 70 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TSSOP -40 to 85 Octal Buffer/Driver With Series Damping Resistors 20-SOIC 0 to 70 Octal Bus Transceivers With Series Damping Resistors 20-PDIP 0 to 70 10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85 CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-4500 CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD LOWESR-4500 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-PDIP 0 to 70 Octal Bus Transceivers 20-SSOP 0 to 70 16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 48-TVSOP -40 to 85 16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TVSOP -40 to 85 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TVSOP -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4000 6.4伏参考温度补偿齐纳二极管 CAP 1UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:35V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 CAP 47UF 20V 20% TANT SOLID AXIAL C-CASE HERMETIC T&R 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4伏参考温度补偿齐纳二极管 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal Buffers/Drivers With 3-State Outputs 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-BGA MICROSTAR JUNIOR -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-5000 6.4伏参考温度补偿齐纳二极管 CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-2200 6.4伏参考温度补偿齐纳二极管 CAP 100UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 10UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-UQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 100UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0080 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH CAP 2.2UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP TANT-WET 3.6UF 125V 10% AXL 6.4伏参考温度补偿齐纳二极管 CAP 100UF 10V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0100 6.4伏参考温度补偿齐纳二极管 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 8.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-7 Octal Bus Transceivers And Registers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 220UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 6.4伏参考温度补偿齐纳二极管 CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2750 6.4伏参考温度补偿齐纳二极管 CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 Dual FET 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 8-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-3000 6.4伏参考温度补偿齐纳二极管 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:15V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-SC70 -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-US8 -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-SM8 -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH Replaced by SN74BCT125A : Quadruple Bus Buffer Gates With 3-State Outputs 14-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 Quadruple Bus Buffer Gates With 3-State Outputs 14-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 Quadruple Bus Buffer Gates With 3-State Outputs 14-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 10-Bit Bus Interface Flip-Flops With 3-State Outputs 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 22UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0225 6.4伏参考温度补偿齐纳二极管 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal Buffers/Drivers With Open-Collector Outputs 20-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 15UF 25V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 ROHS-GUARANTEED 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal D-Type Transparent Latches 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:D; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 6.4伏参考温度补偿齐纳二极管 Octal D-Type Transparent Latches 20-SSOP 0 to 70 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Package/Case:B; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:25VDC; Capacitor Dielectric Material:Tantalum; Capacitance:8.2uF; Capacitance Tolerance: 20%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 RoHS Compliant: Yes 
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	Description	   6.4 Volt Temperature Compensated Zener Reference Diodes 
 0TC Reference Voltage Zener
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SSOP/QSOP -40 to 85
10-Bit Buffers/Drivers With 3-State Outputs 24-PDIP 0 to 70
16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 56-BGA MICROSTAR JUNIOR -40 to 85
Octal Bus Transceivers 20-SOIC 0 to 70
Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:35VDC; Capacitor Dielectric Material:Tantalum; Capacitance:3.9uF; Capacitance Tolerance: 5%; ESR:4ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TSSOP -40 to 85
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SSOP/QSOP -40 to 85
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TVSOP -40 to 85
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-SOIC 0 to 70
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85
Octal Bus Transceivers 20-SO 0 to 70
Scan Test Device With Octal D-Type Edge-Triggered Flip-Flops 24-SOIC 0 to 70
Octal Buffer And Line/MOS Driver With 3-State Outputs 20-PDIP 0 to 70
Replaced by SN74ABT620 : Octal Bus Transceivers 20-PDIP 0 to 70
Tantalum Electrolytic Capacitor; Capacitance:2.2uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 6.8UF 50V 20% TANT SMD-7343-43 TR-7-PL SN100% LOWESR-500
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TVSOP -40 to 85
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TSSOP -40 to 85
CAP 15UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275
10-Bit Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70
10-Bit Buffers/Drivers With 3-State Outputs 24-SO 0 to 70
10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-TSSOP -40 to 85
CAP 120PF 50V 5% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TVSOP -40 to 85
10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85
24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TSSOP -40 to 85
24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-SSOP -40 to 85
24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TVSOP -40 to 85
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-PDIP 0 to 70
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-PDIP 0 to 70
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal D-Type Latches 24-SOIC 0 to 70
10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-SSOP/QSOP -40 to 85
Octal Buffers And Line Drivers 20-PDIP 0 to 70
1-of-8 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85
Octal Bus Transceivers 20-TSSOP 0 to 70
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-VQFN -40 to 85
8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TVSOP -40 to 85
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100
CAP TANT-WET 82UF 125V 10% AXIAL
Octal Bus Transceivers With Series Damping Resistors 20-SO 0 to 70
16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85
Octal D-Type Transparent Latches 20-PDIP 0 to 70
Octal D-Type Transparent Latches 20-SOIC 0 to 70
Octal D-Type Edge-Triggered Flip-Flops 20-SOIC 0 to 70
Octal D-Type Edge-Triggered Flip-Flops 20-SO 0 to 70
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85
24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85
10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SO 0 to 70
Octal Buffers/Drivers With 3-State Outputs 20-SOIC 0 to 70
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TSSOP -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-SSOP -40 to 85
24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TVSOP -40 to 85
Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TVSOP -40 to 85
18-Bit FET Bus-Exchange Switches 48-SSOP -40 to 85
3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TVSOP -40 to 85
18-Bit FET Bus-Exchange Switches 48-TSSOP -40 to 85
Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85
Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TSSOP -40 to 85
32-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 96-LFBGA -40 to 85
16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TSSOP -40 to 85
8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TSSOP -40 to 85
Dual FET Bus Switch 2.5-V/3.3-V Low-Voltage, High-Bandwidth 8-TSSOP -40 to 85
CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-0100
CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275
CAP 22UF 25V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-2000
CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2250
Octal D-Type Edge-Triggered Flip-Flops 20-PDIP 0 to 70
CAP 4.7PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
Octal Buffers/Drivers With 3-State Outputs 20-PDIP 0 to 70
Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-DSBGA -40 to 85
8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-TSSOP -40 to 85
Quadruple FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85
24-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 83-BGA MICROSTAR JUNIOR -40 to 85
20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-BGA MICROSTAR JUNIOR -40 to 85
Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:27uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:B; Terminal Type:Axial Leaded; ESR:2.7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TVSOP -40 to 85
20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TSSOP -40 to 85
4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TVSOP -40 to 85
CAP 2.2UF 50V 0.2 Z5U RAD-.20IN .400X.460 CONF T&R
CAP 47UF 6V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-2500
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85
CAP 2.2PF 50V  /-0.5PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 2.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 1.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 10UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4500
CAP 4.7PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-3000
CAP 68UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-7500
CAP 10UF 20V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4750
CAP 33PF 50V 10% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 3.9PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR
CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0275
CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5000
CAP 4.7UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5750
CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-4500
Tantalum Electrolytic Capacitor; Capacitance:3.9uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
14-stage binary ripple counter with oscillator
8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-SSOP/QSOP -40 to 85
Octal Bus Transceivers With Series Damping Resistors 20-SOIC 0 to 70
Octal Buffer/Driver With Series Damping Resistors 20-PDIP 0 to 70
Octal 25-Ohm Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70
Octal Bus Transceivers With Series Damping Resistors 20-SSOP 0 to 70
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TSSOP -40 to 85
Octal Buffer/Driver With Series Damping Resistors 20-SOIC 0 to 70
Octal Bus Transceivers With Series Damping Resistors 20-PDIP 0 to 70
10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-4500
CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD LOWESR-4500
10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-PDIP 0 to 70
Octal Bus Transceivers 20-SSOP 0 to 70
16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 48-TVSOP -40 to 85
16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TVSOP -40 to 85
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TVSOP -40 to 85
Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4000 6.4伏参考温度补偿齐纳二极管
CAP 1UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:35V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
CAP 47UF 20V 20% TANT SOLID AXIAL C-CASE HERMETIC T&R 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4伏参考温度补偿齐纳二极管
24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Octal Buffers/Drivers With 3-State Outputs 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管
8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-BGA MICROSTAR JUNIOR -40 to 85 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35
16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管
24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-5000 6.4伏参考温度补偿齐纳二极管
CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-2200 6.4伏参考温度补偿齐纳二极管
CAP 100UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 10UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管
8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-UQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 100UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0080 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH
CAP 2.2UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管
CAP TANT-WET 3.6UF 125V 10% AXL 6.4伏参考温度补偿齐纳二极管
CAP 100UF 10V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0100 6.4伏参考温度补偿齐纳二极管
8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 8.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-7
Octal Bus Transceivers And Registers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
CAP 220UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 6.4伏参考温度补偿齐纳二极管
CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2750 6.4伏参考温度补偿齐纳二极管
CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管
Dual FET 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 8-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
10-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-3000 6.4伏参考温度补偿齐纳二极管
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管
10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA
Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:15V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-SC70 -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-US8 -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-SM8 -40 to 85 6.4伏参考温度补偿齐纳二极管
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管
6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH
Replaced by SN74BCT125A : Quadruple Bus Buffer Gates With 3-State Outputs 14-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
Quadruple Bus Buffer Gates With 3-State Outputs 14-SO 0 to 70 6.4伏参考温度补偿齐纳二极管
Quadruple Bus Buffer Gates With 3-State Outputs 14-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
10-Bit Bus Interface Flip-Flops With 3-State Outputs 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管
IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
CAP 22UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0225 6.4伏参考温度补偿齐纳二极管
4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管
8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Octal Buffers/Drivers With Open-Collector Outputs 20-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管
CAP 15UF 25V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 ROHS-GUARANTEED 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管
CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管
24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管
Octal D-Type Transparent Latches 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:D; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 6.4伏参考温度补偿齐纳二极管
Octal D-Type Transparent Latches 20-SSOP 0 to 70 6.4伏参考温度补偿齐纳二极管
Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Package/Case:B; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110
Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:25VDC; Capacitor Dielectric Material:Tantalum; Capacitance:8.2uF; Capacitance Tolerance: 20%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 RoHS Compliant: Yes
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 			 Full text search :    6.4 Volt Temperature Compensated Zener Reference Diodes 0TC Reference Voltage Zener 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SSOP/QSOP -40 to 85 10-Bit Buffers/Drivers With 3-State Outputs 24-PDIP 0 to 70 16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 56-BGA MICROSTAR JUNIOR -40 to 85 Octal Bus Transceivers 20-SOIC 0 to 70 Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:35VDC; Capacitor Dielectric Material:Tantalum; Capacitance:3.9uF; Capacitance Tolerance: 5%; ESR:4ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TSSOP -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SSOP/QSOP -40 to 85 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TVSOP -40 to 85 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-SOIC 0 to 70 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85 Octal Bus Transceivers 20-SO 0 to 70 Scan Test Device With Octal D-Type Edge-Triggered Flip-Flops 24-SOIC 0 to 70 Octal Buffer And Line/MOS Driver With 3-State Outputs 20-PDIP 0 to 70 Replaced by SN74ABT620 : Octal Bus Transceivers 20-PDIP 0 to 70 Tantalum Electrolytic Capacitor; Capacitance:2.2uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 6.8UF 50V 20% TANT SMD-7343-43 TR-7-PL SN100% LOWESR-500 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TVSOP -40 to 85 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-TSSOP -40 to 85 CAP 15UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 10-Bit Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70 10-Bit Buffers/Drivers With 3-State Outputs 24-SO 0 to 70 10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-TSSOP -40 to 85 CAP 120PF 50V 5% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TVSOP -40 to 85 10-Bit FET Bus-Exchange Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TSSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-SSOP -40 to 85 24-Bit FET Bus-Exchange 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 56-TVSOP -40 to 85 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Buffers 24-PDIP 0 to 70 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-PDIP 0 to 70 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal D-Type Latches 24-SOIC 0 to 70 10-Bit FET Bus Switch With Precharged Outputs 2.5-V/3.3-V Low-Voltage, High-Bandwidth 24-SSOP/QSOP -40 to 85 Octal Buffers And Line Drivers 20-PDIP 0 to 70 1-of-8 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 Octal Bus Transceivers 20-TSSOP 0 to 70 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-VQFN -40 to 85 8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TVSOP -40 to 85 CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 CAP TANT-WET 82UF 125V 10% AXIAL Octal Bus Transceivers With Series Damping Resistors 20-SO 0 to 70 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85 Octal D-Type Transparent Latches 20-PDIP 0 to 70 Octal D-Type Transparent Latches 20-SOIC 0 to 70 Octal D-Type Edge-Triggered Flip-Flops 20-SOIC 0 to 70 Octal D-Type Edge-Triggered Flip-Flops 20-SO 0 to 70 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TSSOP -40 to 85 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TVSOP -40 to 85 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SO 0 to 70 Octal Buffers/Drivers With 3-State Outputs 20-SOIC 0 to 70 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TSSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-BGA MICROSTAR JUNIOR -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-SSOP -40 to 85 24-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 56-TVSOP -40 to 85 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TVSOP -40 to 85 18-Bit FET Bus-Exchange Switches 48-SSOP -40 to 85 3.3-V Low-Voltage Quadruple FET Bus Switch with 5-V Tolerant Level Shifter 14-TVSOP -40 to 85 18-Bit FET Bus-Exchange Switches 48-TSSOP -40 to 85 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-TSSOP -40 to 85 32-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 96-LFBGA -40 to 85 16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TSSOP -40 to 85 8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TSSOP -40 to 85 Dual FET Bus Switch 2.5-V/3.3-V Low-Voltage, High-Bandwidth 8-TSSOP -40 to 85 CAP 150UF 10V 20% TANT SMD-7343-31 TR-7-PL SN/PB5% LOWESR-0100 CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 CAP 22UF 25V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-2000 CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2250 Octal D-Type Edge-Triggered Flip-Flops 20-PDIP 0 to 70 CAP 4.7PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR Octal Buffers/Drivers With 3-State Outputs 20-PDIP 0 to 70 Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-DSBGA -40 to 85 8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-TSSOP -40 to 85 Quadruple FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 24-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 83-BGA MICROSTAR JUNIOR -40 to 85 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-BGA MICROSTAR JUNIOR -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:100V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Tantalum Electrolytic Capacitor; Capacitance:27uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:10V; Package/Case:B; Terminal Type:Axial Leaded; ESR:2.7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TVSOP -40 to 85 20-BIT DUAL-SUPPLY BUS TRANSCEIVER WITH CONFIGURABLE VOLTAGE TRANSLATION AND 3-STATE OUTPUTS 56-TSSOP -40 to 85 4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TVSOP -40 to 85 CAP 2.2UF 50V 0.2 Z5U RAD-.20IN .400X.460 CONF T&R CAP 47UF 6V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-2500 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-SSOP/QSOP -40 to 85 CAP 2.2PF 50V  /-0.5PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 2.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 1.2PF 50V  /-0.25PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 10UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4500 CAP 4.7PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 3.3UF 16V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-3000 CAP 68UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-7500 CAP 10UF 20V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4750 CAP 33PF 50V 10% NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 3.9PF 50V  /-0.10PF NP0(C0G) SMD-0402 TR-7-PA SN-NIBAR CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0275 CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5000 CAP 4.7UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-5750 CAP 4.7UF 35V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-4500 Tantalum Electrolytic Capacitor; Capacitance:3.9uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 14-stage binary ripple counter with oscillator 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-SSOP/QSOP -40 to 85 Octal Bus Transceivers With Series Damping Resistors 20-SOIC 0 to 70 Octal Buffer/Driver With Series Damping Resistors 20-PDIP 0 to 70 Octal 25-Ohm Buffers/Drivers With 3-State Outputs 24-SOIC 0 to 70 Octal Bus Transceivers With Series Damping Resistors 20-SSOP 0 to 70 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TSSOP -40 to 85 Octal Buffer/Driver With Series Damping Resistors 20-SOIC 0 to 70 Octal Bus Transceivers With Series Damping Resistors 20-PDIP 0 to 70 10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-SOIC -40 to 85 CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL SN100% LOWESR-4500 CAP 0.47UF 25V 20% TANT SMD-3216-18 TR-7-PL GOLD LOWESR-4500 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-PDIP 0 to 70 Octal Bus Transceivers 20-SSOP 0 to 70 16-Bit Dual-Supply Bus Xcvr w/ Config. Voltage Xlation and 3-State Outputs 48-TVSOP -40 to 85 16-Bit Dual Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 48-TVSOP -40 to 85 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-TVSOP -40 to 85 Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-4000 6.4伏参考温度补偿齐纳二极管 CAP 1UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP 6.8UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:15uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:35V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 CAP 47UF 20V 20% TANT SOLID AXIAL C-CASE HERMETIC T&R 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:3.3uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:5.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.6ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:20V; Package/Case:B; Terminal Type:Axial Leaded; ESR:7ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:4.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:C; Terminal Type:Axial Leaded; ESR:2ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4伏参考温度补偿齐纳二极管 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal Buffers/Drivers With 3-State Outputs 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-BGA MICROSTAR JUNIOR -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-5000 6.4伏参考温度补偿齐纳二极管 24-Bit FET Switch with Precharged Outputs 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 15UF 10V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-5000 6.4伏参考温度补偿齐纳二极管 CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP 0.47UF 35V 20% TANT SMD-3528-21 TR-7-PL GOLD LOWESR-2200 6.4伏参考温度补偿齐纳二极管 CAP 100UF 6V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 10UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 8-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-35 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-UQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 16-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 100UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0080 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH CAP 2.2UF 35V 20% TANT SMD-3528-21 TR-7-PL SN100% LOWESR-1500 6.4伏参考温度补偿齐纳二极管 CAP TANT-WET 3.6UF 125V 10% AXL 6.4伏参考温度补偿齐纳二极管 CAP 100UF 10V 20% TANT SMD-7343-31 TR-7-PL GOLD LOWESR-0100 6.4伏参考温度补偿齐纳二极管 8-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 8.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-7 Octal Bus Transceivers And Registers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 220UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0100 6.4伏参考温度补偿齐纳二极管 CAP 15UF 20V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-2750 6.4伏参考温度补偿齐纳二极管 CAP 15UF 35V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 Dual FET 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 8-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL GOLD LOWESR-3000 6.4伏参考温度补偿齐纳二极管 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 20-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 48-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 4-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit Bus/MOS Memory Drivers With 3-State Outputs 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA Tantalum Electrolytic Capacitor; Capacitance:68uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:15V; Package/Case:C; Terminal Type:Axial Leaded; ESR:1.3ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 Single-Bit Dual-Supply Bus Transceiver with Configurable Voltage Translation and 3-State Outputs 6-SC70 -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-US8 -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual-Bit Dual-Supply Bus Transceiver With Configurable Voltage Translation Aan 3-State Outputs 8-SM8 -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-SSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit 2.5-V/3.3-V Low-Voltage FET Bus Switch 20-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 4-BIT 1-OF-2 FET MULT/DEMULT 2.5-V/3.3-V LOW-VOLTAGE BUS SWITCH WITH 5-V TOLERANT LEVEL SHIFTER 16-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 10-Bit FET Bus Switch 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V-Tolerant Level Shifter 24-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Dual 1-of-4 FET Mult/Demult 2.5-V/3.3-V Low-Voltage Bus Switch with 5-V Tolerant Level Shifter 16-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 6.4 Volt Temperature Compensated Zener Reference Diodes 6.4 V, SILICON, VOLTAGE REFERENCE DIODE, DO-204AH Replaced by SN74BCT125A : Quadruple Bus Buffer Gates With 3-State Outputs 14-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 Quadruple Bus Buffer Gates With 3-State Outputs 14-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 Quadruple Bus Buffer Gates With 3-State Outputs 14-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 10-Bit Bus Interface Flip-Flops With 3-State Outputs 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Inverting Buffers 24-SOIC 0 to 70 6.4伏参考温度补偿齐纳二极管 IEEE Std 1149.1 (JTAG) Boundary-Scan Test Device With Octal Bus Transceivers 24-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 22UF 2.5V 10% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0225 6.4伏参考温度补偿齐纳二极管 4-Bit One-of-2 FET Multiplexer/Demultiplexer 2.5-V/3.3-V Low-Voltage, High-Bandwidth Bus Switch 16-VQFN -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 20-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal Buffers/Drivers With Open-Collector Outputs 20-PDIP 0 to 70 6.4伏参考温度补偿齐纳二极管 CAP 15UF 25V 20% TANT SMD-7343-31 TR-7-PL SN100% LOWESR-0275 ROHS-GUARANTEED 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:2.7uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:50V; Package/Case:B; Terminal Type:Axial Leaded; ESR:3.5ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 6.4伏参考温度补偿齐纳二极管 CAP 22UF 25V 20% TANT SMD-6032-28 TR-7-PL SN100% LOWESR-3000 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-TSSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 8-Bit FET 2.5-V/3.3-V Low-Voltage Bus Switch With 5-V Tolerant Level Shifter 20-SOIC -40 to 85 6.4伏参考温度补偿齐纳二极管 24-Bit FET 2.5-V/3.3-V Low-Voltage High-Bandwidth Bus Switch 56-TVSOP -40 to 85 6.4伏参考温度补偿齐纳二极管 Octal D-Type Transparent Latches 20-SO 0 to 70 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:100uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:16V; Package/Case:D; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 6.4伏参考温度补偿齐纳二极管 Octal D-Type Transparent Latches 20-SSOP 0 to 70 6.4伏参考温度补偿齐纳二极管 Tantalum Electrolytic Capacitor; Capacitance:8.2uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:25V; Package/Case:B; Terminal Type:Axial Leaded; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:25VDC; Capacitor Dielectric Material:Tantalum; Capacitance:8.2uF; Capacitance Tolerance: 20%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:T110 RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AT49LV2048B AT49LV2048B-45TI AT49BV2048B-70TI 	AT49BV/LV2048B [Updated 10/02. 13 Pages] 2M bit. 2.7-Volt (BV)/3-Volt (LV) Read and2.7-Volt (BV)/3-Volt (LV) Byte-Write Flash
EEPROM EEPROM
	TE Connectivity, Ltd.

	AT45DB041B AT45DB041B-CC AT45DB041B-CI AT45DB041B-	4M bit, 2.7-Volt Only Serial-Interface Flash with Two 264-Byte SRAM Buffers
4-megabit 2.5-volt Only or 2.7-volt Only DataFlash
	ATMEL[ATMEL Corporation]
ETC

	AT49LV1614AT AT49BV1614AT-90TI AT49BV1614A-90TI AT	AT49BV1604A(T)/AT49BV/LV1614A(T) [Updated 3/02. 26 Pages] 16M bit . 2.7-Volt(BV)/ 3.0 - Volt (LV). Sectored Flash. Dual Plane. Top or Bottom Boot
16-megabit 1M x 16/2M x 8 3-volt Only Flash Memory 1M X 16 FLASH 3V PROM, 70 ns, PDSO48
16-megabit 1M x 16/2M x 8 3-volt Only Flash Memory 16兆位100万x 16/2M × 8 3伏，只有闪存
	Atmel Corp.
Atmel, Corp.

	AT49BV8011 AT49BV8011-12CI AT49LV8011 AT49LV8011-9	8M bit. 2.7-Volt Read and 2.7-Volt Byte-Write Sectored Flash. Bottom Boot 800万位2.7伏读取和2.7伏字节写扇区闪存。底部启
x8/x16 Flash EEPROM x8/x16闪存EEPROM
8-megabit (512K x 16/1M x 8) 3-volt Only Flash Memory
	3M Company
Atmel, Corp.
AMIC Technology, Corp.
Advanced Micro Devices, Inc.
ATMEL[ATMEL Corporation]

	DS1693 	3-Volt/5-Volt Serialized Real-Time Clock with NV RAM Control
	TE Connectivity, Ltd.

	4302H5-5V 4302H5-12V 4302H1-12V 4302H1-5V 4302H3-1	12V Series Integrated Resistor-5 Volt and 12 Volt Operation T-1 3/4 (5mm)
	CML[Chicago Miniature Lamp,inc]

	AT49F040NBSP AT49F040 	4M bit, 5-Volt Read and 5-Volt Write Flash (Top or Bottom Boot)
From old datasheet system
	Atmel Corp

	AT27BV4096NBSP AT27BV4096 	4M bit, x16, 2.7-Volt to 3.6-Volt EPROM
From old datasheet system
	Atmel Corp

	74LCX646 74LCX646RM13TR 74LCX64604 	LOW VOLT. CMOS OCTAL BUS TRANSCEIVER/REGISTER WITH 5 VOLT TOLERANT INPUTS AND OUTPUTS(3-STATE)
	STMicroelectronics

	AT49BV163A AT49BV163T 	16M bit, 2.7-Volt Read and 2.7-Volt Byte-Write Sectored Flash, Single Pane, Bottom Boot
	Atmel
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