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			1N829UR - From old datasheet system 6.2 & 6.55 Volt Temperature Compensated Surface Mount Zener Reference Diodes 6000 GATE LOGIC CELL ARRAY - NOT RECOMMENDED for NEW DESIGN 3000 GATE LOGIC CELL ARRAY - NOT RECOMMENDED for NEW DESIGN Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:35mA; Current, It av:6A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes 3.3 V quad buffer; 3-state - Description: 3.3V Buffer/Line Driver with Active LOW Output Enable (3-State) ; Logic switching levels: TTL ; Number of pins: 14 ; Output drive capability: -32/ 64 mA ; Propagation delay: 2.9@3.3V ns; Voltage: 2.7-3.6 V Single Supply Voltage Supervisor for 5V Systems with Programmable Time Delay 8-PDIP -40 to 85 Single Supply Voltage Supervisor ror 5V Systems with Programmable Time Delay 8-SOIC 0 to 70 Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On-State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:25mA; Current, It av:6A; Gate Trigger Current Max, Igt:25mA RoHS Compliant: Yes Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:50mA; Current, It av:6A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes 6.2 & 6.55 Volt Temperature Compensated Surface Mount Zener Reference Diodes 6.55 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA 3.3 V Quad 2-input NAND gate - Description: 3.3V Quad 2-Input NAND Gate ; Logic switching levels: TTL ; Number of pins: 14 ; Output drive capability: -32/ 64 mA ; Propagation delay: 2.7@3.3V ns; Voltage: 2.7-3.6 V 6.2 6.2 & 6.55 Volt Temperature Compensated Surface Mount Zener Reference Diodes 6.2 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA Single Supply Voltage Supervisor ror 5V Systems with Programmable Time Delay 8-SOIC -40 to 85 6.2 Single Supply Voltage Supervisor for 5V Systems with Programmable Time Delay 8-SOIC 0 to 70 6.2 SOCKET, D, PCB, STRAIGHT, 9WAY; Connector type:D Sub; Gender:Socket; Ways, No. of:9; Mating cycles, No. of:500; Termination method:Straight PCB; Material, contact:Copper alloy; Material:Steel; Contacts, No. of:9; Material, RoHS Compliant: Yes 6.2 0TC Reference Voltage Zener 
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	Part No.	1N829UR MLL821 1N822AUR 1N822AUR-1 1N829UR-1TR 1N828AUR 1N828AUR-1 1N828AUR-1TR 1N821AUR-1TR 1N827UR MLL829TR-1 1N821AUR 1N821AUR-1 1N821AURTR 1N821AURTR-1 1N821UR 1N821UR-1 1N821UR-1TR 1N821URTR 1N821URTR-1 1N822AUR-1TR 1N822AURTR 1N822AURTR-1 1N822UR 1N822UR-1 1N822UR-1TR 1N822URTR 1N822URTR-1 1N823AUR 1N823AUR-1 1N823AUR-1TR  

	Description	From old datasheet system 
 6.2 & 6.55 Volt Temperature Compensated Surface Mount Zener Reference Diodes
6000 GATE LOGIC CELL ARRAY - NOT RECOMMENDED for NEW DESIGN
3000 GATE LOGIC CELL ARRAY - NOT RECOMMENDED for NEW DESIGN
Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:35mA; Current, It av:6A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes
3.3 V quad buffer; 3-state - Description: 3.3V Buffer/Line Driver with Active LOW Output Enable (3-State) ; Logic switching levels: TTL ; Number of pins: 14 ; Output drive capability: -32/ 64 mA ; Propagation delay: 2.9@3.3V ns; Voltage: 2.7-3.6 V
Single Supply Voltage Supervisor for 5V Systems with Programmable Time Delay 8-PDIP -40 to 85
Single Supply Voltage Supervisor ror 5V Systems with Programmable Time Delay 8-SOIC 0 to 70
Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On-State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:25mA; Current, It av:6A; Gate Trigger Current Max, Igt:25mA RoHS Compliant: Yes
Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:50mA; Current, It av:6A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes
6.2 & 6.55 Volt Temperature Compensated Surface Mount Zener Reference Diodes 6.55 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA
3.3 V Quad 2-input NAND gate - Description: 3.3V Quad 2-Input NAND Gate ; Logic switching levels: TTL ; Number of pins: 14 ; Output drive capability: -32/ 64 mA ; Propagation delay: 2.7@3.3V ns; Voltage: 2.7-3.6 V 6.2
6.2 & 6.55 Volt Temperature Compensated Surface Mount Zener Reference Diodes 6.2 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA
Single Supply Voltage Supervisor ror 5V Systems with Programmable Time Delay 8-SOIC -40 to 85 6.2
Single Supply Voltage Supervisor for 5V Systems with Programmable Time Delay 8-SOIC 0 to 70 6.2
SOCKET, D, PCB, STRAIGHT, 9WAY; Connector type:D Sub; Gender:Socket; Ways, No. of:9; Mating cycles, No. of:500; Termination method:Straight PCB; Material, contact:Copper alloy; Material:Steel; Contacts, No. of:9; Material, RoHS Compliant: Yes 6.2
0TC Reference Voltage Zener
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	Pack: 
	Stock: 
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 			 Full text search : From old datasheet system 6.2 & 6.55 Volt Temperature Compensated Surface Mount Zener Reference Diodes 6000 GATE LOGIC CELL ARRAY - NOT RECOMMENDED for NEW DESIGN 3000 GATE LOGIC CELL ARRAY - NOT RECOMMENDED for NEW DESIGN Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:35mA; Current, It av:6A; Gate Trigger Current Max, Igt:35mA RoHS Compliant: Yes 3.3 V quad buffer; 3-state - Description: 3.3V Buffer/Line Driver with Active LOW Output Enable (3-State) ; Logic switching levels: TTL ; Number of pins: 14 ; Output drive capability: -32/ 64 mA ; Propagation delay: 2.9@3.3V ns; Voltage: 2.7-3.6 V Single Supply Voltage Supervisor for 5V Systems with Programmable Time Delay 8-PDIP -40 to 85 Single Supply Voltage Supervisor ror 5V Systems with Programmable Time Delay 8-SOIC 0 to 70 Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On-State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:25mA; Current, It av:6A; Gate Trigger Current Max, Igt:25mA RoHS Compliant: Yes Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:50mA; Current, It av:6A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes 6.2 & 6.55 Volt Temperature Compensated Surface Mount Zener Reference Diodes 6.55 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA 3.3 V Quad 2-input NAND gate - Description: 3.3V Quad 2-Input NAND Gate ; Logic switching levels: TTL ; Number of pins: 14 ; Output drive capability: -32/ 64 mA ; Propagation delay: 2.7@3.3V ns; Voltage: 2.7-3.6 V 6.2 6.2 & 6.55 Volt Temperature Compensated Surface Mount Zener Reference Diodes 6.2 V, SILICON, VOLTAGE REFERENCE DIODE, DO-213AA Single Supply Voltage Supervisor ror 5V Systems with Programmable Time Delay 8-SOIC -40 to 85 6.2 Single Supply Voltage Supervisor for 5V Systems with Programmable Time Delay 8-SOIC 0 to 70 6.2 SOCKET, D, PCB, STRAIGHT, 9WAY; Connector type:D Sub; Gender:Socket; Ways, No. of:9; Mating cycles, No. of:500; Termination method:Straight PCB; Material, contact:Copper alloy; Material:Steel; Contacts, No. of:9; Material, RoHS Compliant: Yes 6.2 0TC Reference Voltage Zener   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	BA3940A A5800926 	Regulator LSIs > System regulator > BA392X/BA393X/BA394X/BA395X/BA396X series
From old datasheet system
System power supply for CD radio cassette players 系统CD收音录音机的电源
	Rohm CO.,LTD.
Rohm Co., Ltd.

	M51307BSP M51307BE 	From old datasheet system
NTSC SYSTEM SINGLE-CHIP COLOR TV SIGNAL PROCESSOR
	Mitsubishi Electric Semiconductor

	TC9314F-026 EE08715 TC9314F 	From old datasheet system
SINGLE CHIP DIGITAL TUNNING SYSTEM FOR CD RADIO CASSETTE
	http://
Toshiba Semiconductor

	LTC1283 LTC1283AC LTC1283ACN LTC1283ACS LTC1283C L	From old datasheet system
3V Single Chip 10-Bit Data Acquisition System
	LINER[Linear Technology]

	TA7738P 	TA7738P Amplifier System for Cassette Tape Recorder
From old datasheet system
	Toshiba.

	TC9090AF TC9090AN E005346 	MULTICOLOR SYSTEM VERSION 3-LINE DIGITAL Y / C SEPARATION IC
From old datasheet system
	Toshiba

	STPCI2HEYC STPC12 STPC12GDYC STPC12GDYI STPC12GEYC	From old datasheet system
X86 Core PC Compatible System-on-Chip for Terminals
	STMICROELECTRONICS[STMicroelectronics]

	LT1166 LT1166CN8 LT1166CS8 	From old datasheet system
Power Output Stage Automatic Bias System
	LINER[Linear Technology]

	SA56616-XX SA56615-XX SA56615-XX_SA56616-XX_1 	CMOS system reset with adjustable delay time
From old datasheet system
	Philips

	BA3918 A5800865 	System Power Supply for Car Stereos(汽车立体声的系统电源)
From old datasheet system
	Rohm CO.,LTD.
ROHM[Rohm]

	PSD4235G2 	Flash In-System-Programmable Peripherals for 16-Bit MCUs
From old datasheet system
	WSI
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