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			FAR-F5CE-915M00-D238 - Piezoelectric SAW BPF (700 to 1700 MHz) Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Operating Voltage:600V Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-12 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-18 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-19 Connector,D-Shell,Cable Mnt,PLUG,50 Contacts,SKT,0.109 Pitch,SOLDER Terminal,HOLE .112-.124 LP5522 Programmable LED Driver; Package: MICRO SMD; No of Pins: 6 LP5520 RGB Backlight LED Driver; Package: MICRO SMD; No of Pins: 25 LP5521 Programmable Three Channel LED Driver; Package: MICRO SMD; No of Pins: 20 LP3999 Low Noise 150mA Voltage Regulator for RF/Analog Applications; Package: MICRO SMD; No of Pins: 5 LP4950C-5V and LP4951C Adjustable Micropower Voltage Regulators; Package: SOIC NARROW; No of Pins: 8 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-5 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-5 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-15 LP5550 PowerWise™ Technology Compliant Energy Management Unit; Package: LLP; No of Pins: 16 DDF50S LP55281 Quad RGB Driver; Package: MICRO SMD; No of Pins: 36 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-3 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-18 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-12 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:12-3 Piezoelectric SAW BPF (700 to 1000 MHz) SAW FILTER Piezoelectric SAW BPF (700 to 1000 MHz) 压电声表面波带通滤波器00000兆赫 Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 950 MHz, SAW FILTER LP5900 Ultra Low Noise, 150 mA Linear Regulator for RF/Analog Circuits Requires No Bypass Capacitor; Package: MICRO SMD; No of Pins: 4 压电声表面波带通滤波器00000兆赫 Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 820 MHz, SAW FILTER LP5900 Ultra Low Noise, 150 mA Linear Regulator for RF/Analog Circuits Requires No Bypass Capacitor; Package: LLP; No of Pins: 6 SAW FILTER Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 836.5 MHz, SAW FILTER LP55281 Quad RGB Driver; Package: MICRO SMDXT; No of Pins: 36 1 FUNCTIONS, 881.5 MHz, SAW FILTER LP5550 PowerWise&#153; Technology Compliant Energy Management Unit; Package: LLP; No of Pins: 16 



		
			
					
						
						[image: FAR-F5CE-915M00-D238_324005.PDF Datasheet]



					
				
					 		
	Part No.	FAR-F5CE-915M00-D238 FAR-F5CE-915M00-D238-U FAR-F5CE-915M00-D238-V FAR-F5CE-915M00-D238-W FAR-F5CE-820M00-D231 FAR-F5CE-820M00-D231-U FAR-F5CE-820M00-D231-V FAR-F5CE-820M00-D231-W FAR-F5CE-820M00-K202-U FAR-F5CE-820M00-K202-V FAR-F5CE-820M00-K202-W FAR-F5CE-820M00-K204-U FAR-F5CE-820M00-K204-V FAR-F5CE-820M00-K204-W FAR-F5CE-836M50-D232 FAR-F5CE-836M50-D232-U FAR-F5CE-836M50-D232-V FAR-F5CE-836M50-D232-W FAR-F5CE-836M50-K225-U FAR-F5CE-836M50-K225-V FAR-F5CE-836M50-K225-W FAR-F5CE-836M50-K230-U FAR-F5CE-836M50-K230-V FAR-F5CE-836M50-K230-W FAR-F5CE-836M50-K236-U FAR-F5CE-836M50-K236-V FAR-F5CE-836M50-K236-W FAR-F5CE-836M50-K289-U FAR-F5CE-D2 FAR-F5CE-836M50-K289-V FAR-F5CE-836M50-K289-W  

	Description	Piezoelectric SAW BPF (700 to 1700 MHz) 
 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Operating Voltage:600V
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-12
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-18
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-19
Connector,D-Shell,Cable Mnt,PLUG,50 Contacts,SKT,0.109 Pitch,SOLDER Terminal,HOLE .112-.124
LP5522 Programmable LED Driver; Package: MICRO SMD; No of Pins: 6
LP5520 RGB Backlight LED Driver; Package: MICRO SMD; No of Pins: 25
LP5521 Programmable Three Channel LED Driver; Package: MICRO SMD; No of Pins: 20
LP3999 Low Noise 150mA Voltage Regulator for RF/Analog Applications; Package: MICRO SMD; No of Pins: 5
LP4950C-5V and LP4951C Adjustable Micropower Voltage Regulators; Package: SOIC NARROW; No of Pins: 8
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-5
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-5
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-15
LP5550 PowerWise™ Technology Compliant Energy Management Unit; Package: LLP; No of Pins: 16
DDF50S
LP55281 Quad RGB Driver; Package: MICRO SMD; No of Pins: 36
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-3
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-18
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-12
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:12-3
Piezoelectric SAW BPF (700 to 1000 MHz) SAW FILTER
Piezoelectric SAW BPF (700 to 1000 MHz) 压电声表面波带通滤波器00000兆赫
Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 950 MHz, SAW FILTER
LP5900 Ultra Low Noise, 150 mA Linear Regulator for RF/Analog Circuits Requires No Bypass Capacitor; Package: MICRO SMD; No of Pins: 4 压电声表面波带通滤波器00000兆赫
Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 820 MHz, SAW FILTER
LP5900 Ultra Low Noise, 150 mA Linear Regulator for RF/Analog Circuits Requires No Bypass Capacitor; Package: LLP; No of Pins: 6 SAW FILTER
Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 836.5 MHz, SAW FILTER
LP55281 Quad RGB Driver; Package: MICRO SMDXT; No of Pins: 36 1 FUNCTIONS, 881.5 MHz, SAW FILTER
LP5550 PowerWise&#153; Technology Compliant Energy Management Unit; Package: LLP; No of Pins: 16
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						 Fujitsu Microelectronics 
 FUJITSU[Fujitsu Media Devices Limited]
Fujitsu Component Limited.
Fujitsu Limited
Fujitsu, Ltd.
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 			 Full text search : Piezoelectric SAW BPF (700 to 1700 MHz) Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Operating Voltage:600V Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-12 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-18 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-19 Connector,D-Shell,Cable Mnt,PLUG,50 Contacts,SKT,0.109 Pitch,SOLDER Terminal,HOLE .112-.124 LP5522 Programmable LED Driver; Package: MICRO SMD; No of Pins: 6 LP5520 RGB Backlight LED Driver; Package: MICRO SMD; No of Pins: 25 LP5521 Programmable Three Channel LED Driver; Package: MICRO SMD; No of Pins: 20 LP3999 Low Noise 150mA Voltage Regulator for RF/Analog Applications; Package: MICRO SMD; No of Pins: 5 LP4950C-5V and LP4951C Adjustable Micropower Voltage Regulators; Package: SOIC NARROW; No of Pins: 8 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-5 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-5 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-15 LP5550 PowerWise™ Technology Compliant Energy Management Unit; Package: LLP; No of Pins: 16 DDF50S LP55281 Quad RGB Driver; Package: MICRO SMD; No of Pins: 36 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-3 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-18 Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-12 Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:12-3 Piezoelectric SAW BPF (700 to 1000 MHz) SAW FILTER Piezoelectric SAW BPF (700 to 1000 MHz) 压电声表面波带通滤波器00000兆赫 Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 950 MHz, SAW FILTER LP5900 Ultra Low Noise, 150 mA Linear Regulator for RF/Analog Circuits Requires No Bypass Capacitor; Package: MICRO SMD; No of Pins: 4 压电声表面波带通滤波器00000兆赫 Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 820 MHz, SAW FILTER LP5900 Ultra Low Noise, 150 mA Linear Regulator for RF/Analog Circuits Requires No Bypass Capacitor; Package: LLP; No of Pins: 6 SAW FILTER Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 836.5 MHz, SAW FILTER LP55281 Quad RGB Driver; Package: MICRO SMDXT; No of Pins: 36 1 FUNCTIONS, 881.5 MHz, SAW FILTER LP5550 PowerWise&#153; Technology Compliant Energy Management Unit; Package: LLP; No of Pins: 16   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	FAR-F6CE-1G8425-L2YB FAR-F6CE-1G7475-L2YA FAR-F6CE	Piezoelectric SAW BPF
(1000 to 2500 MHz)(压电表面声波带通滤波器000Hz500MHz
Piezoelectric SAW BPF
(1000 to 2500 MHz)(压电表面声波带通滤波器1000Hz500MHz
	Fujitsu Limited

	FAR-F6CE-1G9600-L2XB FAR-F6CE-1G9600-L2XB-U FAR-F6	1 FUNCTIONS, 2441.8 MHz, SAW FILTER
Piezoelectric SAW BPF (1000 to 2500 MHz) 1 FUNCTIONS, 2484 MHz, SAW FILTER
Piezoelectric SAW BPF (1000 to 2500 MHz) 1 FUNCTIONS, 1960 MHz, SAW FILTER
1 FUNCTIONS, 2140 MHz, SAW FILTER
SWITCH SW DIP 5 5POS
Aluminum Snap-In Capacitor; Capacitance: 3300uF; Voltage: 50V; Case Size: 22x35 mm; Packaging: Bulk
Octal D-Type Positive Edge Triggered Flip-Flops with 3-State Outputs 20-SOIC 0 to 70
	FUJITSU LTD
Fujitsu, Ltd.
Mini-Circuits
Fujitsu Limited
http://
Fujitsu Component Limited.

	FAR-F6CE-2G4840-L2WC FAR-F6CE-2G4840-L2WC-U FAR-F6	Piezoelectric SAW BPF (1000 to 2500 MHz)
	Fujitsu Microelectronics
FUJITSU[Fujitsu Media Devices Limited]

	FAR-F5CE-915M00-D238 FAR-F5CE-915M00-D238-U FAR-F5	Piezoelectric SAW BPF (700 to 1700 MHz)
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Operating Voltage:600V
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-12
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-18
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-19
Connector,D-Shell,Cable Mnt,PLUG,50 Contacts,SKT,0.109 Pitch,SOLDER Terminal,HOLE .112-.124
LP5522 Programmable LED Driver; Package: MICRO SMD; No of Pins: 6
LP5520 RGB Backlight LED Driver; Package: MICRO SMD; No of Pins: 25
LP5521 Programmable Three Channel LED Driver; Package: MICRO SMD; No of Pins: 20
LP3999 Low Noise 150mA Voltage Regulator for RF/Analog Applications; Package: MICRO SMD; No of Pins: 5
LP4950C-5V and LP4951C Adjustable Micropower Voltage Regulators; Package: SOIC NARROW; No of Pins: 8
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-5
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:5; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-5
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-15
LP5550 PowerWise™ Technology Compliant Energy Management Unit; Package: LLP; No of Pins: 16
DDF50S
LP55281 Quad RGB Driver; Package: MICRO SMD; No of Pins: 36
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-3
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-18
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-12
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:12-3
Piezoelectric SAW BPF (700 to 1000 MHz) SAW FILTER
Piezoelectric SAW BPF (700 to 1000 MHz) 压电声表面波带通滤波器00000兆赫
Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 950 MHz, SAW FILTER
LP5900 Ultra Low Noise, 150 mA Linear Regulator for RF/Analog Circuits Requires No Bypass Capacitor; Package: MICRO SMD; No of Pins: 4 压电声表面波带通滤波器00000兆赫
Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 820 MHz, SAW FILTER
LP5900 Ultra Low Noise, 150 mA Linear Regulator for RF/Analog Circuits Requires No Bypass Capacitor; Package: LLP; No of Pins: 6 SAW FILTER
Piezoelectric SAW BPF (700 to 1000 MHz) 1 FUNCTIONS, 836.5 MHz, SAW FILTER
LP55281 Quad RGB Driver; Package: MICRO SMDXT; No of Pins: 36 1 FUNCTIONS, 881.5 MHz, SAW FILTER
LP5550 PowerWise&#153; Technology Compliant Energy Management Unit; Package: LLP; No of Pins: 16
	Fujitsu Microelectronics
FUJITSU[Fujitsu Media Devices Limited]
Fujitsu Component Limited.
Fujitsu Limited
Fujitsu, Ltd.
FUJITSU LTD

	FAR-C3CN-0 FAR-C3CN-20000-G01-R FAR-C3CN-20000-G11	QUARTZ CRYSTAL RESONATOR, 20 MHz
Piezoelectric Resonator (4 to 20 MHz) QUARTZ CRYSTAL RESONATOR, 10 MHz
Piezoelectric Resonator (4 to 20 MHz) QUARTZ CRYSTAL RESONATOR, 16 MHz
Piezoelectric Resonator (4 to 20 MHz) QUARTZ CRYSTAL RESONATOR, 12 MHz
Piezoelectric Resonator (4 to 20 MHz) QUARTZ CRYSTAL RESONATOR, 16.934 MHz
Piezoelectric Resonator (4 to 20 MHz) QUARTZ CRYSTAL RESONATOR, 6 MHz
Piezoelectric Resonator (4 to 20 MHz) QUARTZ CRYSTAL RESONATOR, 4 MHz
Piezoelectric Resonator (4 to 20 MHz) 压电谐振器（40兆赫
Piezoelectric Resonator (4 to 20 MHz) QUARTZ CRYSTAL RESONATOR, 4.194 MHz
Quadruple 2-Line To 1-Line Data Selectors/Multiplexers With 3-State Outputs 16-PDIP 0 to 70 QUARTZ CRYSTAL RESONATOR, 16 MHz
Piezoelectric Resonator (4 to 20 MHz) QUARTZ CRYSTAL RESONATOR, 8 MHz
Quadruple 2-Line To 1-Line Data Selectors/Multiplexers With 3-State Outputs 16-SOIC 0 to 70
CAP 100PF 600V/630V 10% NP0(C0G) SMD-1206 TR-7 PLATED-NI/SN
Rotary Keylock Switch; Contact Current Max:5A; No. of Poles:4; Indexing:57 ; Switch Terminals:Solder; No. of Switch Positions:2
	FUJITSU LTD
Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Component Limited.
Fujitsu Media Devices Limited
Fujitsu Microelectronics

	FAR-F5CE-947M50-K214-U FAR-F5CE-947M50-K214-V FAR-	1 FUNCTIONS, 1619 MHz, SAW FILTER
LP4950C-5V and LP4951C Adjustable Micropower Voltage Regulators; Package: SOIC NARROW; No of Pins: 8
LP5526 Lighting Management Unit with High Voltage Boost Converter with up to 150mA Serial FLASH LED Driver; Package: MICRO SMD; No of Pins: 25
LP5551 PowerWise Technology Compliant Energy Management Unit; Package: LLP; No of Pins: 36
LP5552 PWI 2.0 and PowerWise ® Technology Compliant Energy Management Unit; Package: MICRO SMD; No of Pins: 36
LP3999 Low Noise 150mA Voltage Regulator for RF/Analog Applications; Package: MICRO SMD; No of Pins: 5
Octal D-Type Positive Edge Triggered Flip-Flops with 3-State Outputs 20-PDIP 0 to 70
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-2
Piezoelectric SAW BPF (700 to 1700 MHz) 压电声表面波带通滤波器00700兆赫
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:14-15 SAW FILTER
Piezoelectric SAW BPF (700 to 1700 MHz) SAW FILTER
Surface Acoustic Wave Filter 表面声波滤波
Octal D-Type Positive Edge Triggered Flip-Flops with 3-State Outputs 20-SOIC 0 to 70 压电声表面波带通滤波器00700兆赫
LP5521 Programmable Three Channel LED Driver; Package: LLP; No of Pins: 24 1 FUNCTIONS, 836.5 MHz, SAW FILTER
Aluminum Snap-In Capacitor; Capacitance: 6800uF; Voltage: 50V; Case Size: 35x30 mm; Packaging: Bulk 压电声表面波带通滤波器00700兆赫
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:12-8
Aluminum Snap-In Capacitor; Capacitance: 4700uF; Voltage: 50V; Case Size: 30x30 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 3900uF; Voltage: 50V; Case Size: 30x25 mm; Packaging: Bulk
LP5552 PWI 2.0 and PowerWise &reg; Technology Compliant Energy Management Unit; Package: MICRO SMD; No of Pins: 36
	Fujitsu Component Limited.
Fujitsu Limited
http://
Fujitsu, Ltd.
Electronic Theatre Controls, Inc.
FUJITSU LTD

	FAR FAR-C4CG-16000-M FAR-C4CG-16000-M15 FAR-C4CG F	Piezoelectric resonator (8 t0 16 MHz)
Relay Socket; For Use With:Eurotherm ActionPak Isolators and Signal Conditioners; Mounting Type:DIN Rail; Number of Contacts:11
Piezoelectric Resonator 压电谐振
MEMOCAL 2000 - EUROTHERM RoHS Compliant: NA 压电谐振
	Fujitsu Microelectronics
FUJITSU[Fujitsu Media Devices Limited]
Fujitsu Component Limited.
Fujitsu Limited
Fujitsu, Ltd.

	R7222407 R7221607 R7220607 R7222207 R7222607 R7220	700 A, 600 V, SILICON, RECTIFIER DIODE
Fast Recovery Rectifier (700 Amperes Average 2600 Volts)
	POWEREX INC
POWEREX[Powerex Power Semiconductors]

	2600BP14M0200 	2.5 - 2.7 GHz WiMAX BPF
	Johanson Technology Inc.

	MDR706F 	1.9GHz PHS Inter stage BPF
	List of Unclassifed Manufacturers

	1017A 	PIEZOELECTRIC ACCELEROMETER
	List of Unclassifed Manufacturers
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