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	Part: MT88E45AS
	Maker: MITSUBISHI
	Pack: SOP20
	Stock: 4692
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			 Related Part Number
	
					PART	Description	Maker
	MT88E45 MT88EBNR MT88E45BN MT88E45BN1 MT88E45BNR1 	4-WIRE CALLING NUMBER IDENTIFICATION CIRCUIT 2 (4-WIRE CNIC2)
	ZARLINK[Zarlink Semiconductor Inc]

	MT88E39AS MT88E39ASR1 MT88E39 MT88E39AS1 MT88E39AS	Calling Number Identification Circuit
	ZARLINK[Zarlink Semiconductor Inc]

	MT8843 MT8843AE MT8843AS 	CMOS Calling Number Identification Circuit 2 Preliminary Information
	Mitel Networks Corporat...
MITEL[Mitel Networks Corporation]

	MT88E41 MT88E41AE MT88E41AS MT88E41AN 	CMOS Extended Voltage Calling Number Identification Circuit (ECNIC)
	ZARLINK[Zarlink Semiconductor Inc]

	MT88E43B 	Extended Voltage Calling Number Identification Circuit (ECNIC)(扩展电压主叫识别电路（接收传送的物理层信号）)
	Mitel Networks Corporation

	MT88E41 	Extended Voltage Calling Number Identification Circuit (ECNIC)(扩展电压主叫识别电路（提供各种主叫线信息传递设备的接口 扩展电压主叫号码识别电路ECNIC）（扩展电压主叫识别电路（提供各种主叫线信息传递设备的接口））
	Mitel Networks Corporation
Mitel Networks, Corp.

	1770740000 	Terminal Block; Number of Positions:2; Pitch Spacing:0.138"; Wire Size (AWG):22-10; Mounting Type:PC Board; Color:Black; Leaded Process Compatible:Yes; Number of Contacts:2 2 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC, SOCKET
	Weidmuller, Corp.

	1770970000 	Terminal Block; Number of Positions:5; Pitch Spacing:0.138"; Wire Size (AWG):22-20; Mounting Type:PC Board; Color:Black; Leaded Process Compatible:Yes; Number of Contacts:5 5 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC, SOCKET
	Weidmuller, Corp.

	21.305.0853.0 21.341.5653.0 21.305.1053.0 21.305.0	Terminal Block; No. of Positions:8; Pitch Spacing:0.315"; Wire Size (AWG):22-16; Mounting Type:Panel; No. of Contacts:8 RoHS Compliant: Yes 10 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:6; Pitch Spacing:0.531"; Wire Size (AWG):22-10; Mounting Type:Panel; Number of Contacts:6 40 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:10; Pitch Spacing:0.315"; Wire Size (AWG):22-16; Mounting Type:Panel; Leaded Process Compatible:No; Number of Contacts:10; Peak Reflow Compatible (260 C):No 10 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:4; Pitch Spacing:0.315"; Wire Size (AWG):22-16; Mounting Type:Panel; Number of Contacts:4 10 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:8; Pitch Spacing:0.531"; Wire Size (AWG):22-10; Mounting Type:Panel; Number of Contacts:8 40 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:8; Pitch Spacing:0.571"; Wire Size (AWG):22-6; Mounting Type:Panel; Leaded Process Compatible:No; Number of Contacts:8; Peak Reflow Compatible (260 C):No 75 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Mounting Type:Panel RoHS Compliant: Yes 65 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:10; Pitch Spacing:0.571"; Wire Size (AWG):22-6; Mounting Type:Panel; Number of Contacts:10 75 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; No. of Positions:5; Pitch Spacing:14.5mm; Wire Size (AWG):6-22; Mounting Type:Panel; Color:Ivory 75 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:6; Pitch Spacing:0.472"; Wire Size (AWG):22-12; Mounting Type:Panel; Number of Contacts:6 40 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
20 A, STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
	Wieland Electric, Inc.
WIELAND ELECTRIC INC

	38780-0103 38780-0106 38780-0105 38780-0120 38780-	Terminal Block; Number of Positions:3; Pitch Spacing:0.438"; Wire Size (AWG):24-12; Mounting Type:Screw; Body Material:Glass-Filled Thermoplastic; Current Rating:20A; Number of Rows:2 BARRIER STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:6; Pitch Spacing:0.438"; Wire Size (AWG):24-12; Mounting Type:Screw; Body Material:Glass-Filled Thermoplastic; Current Rating:20A; Number of Rows:2 BARRIER STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:5; Pitch Spacing:0.438"; Wire Size (AWG):24-12; Mounting Type:Screw; Body Material:Glass-Filled Thermoplastic; Current Rating:20A; Number of Rows:2 BARRIER STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:20; Pitch Spacing:0.438"; Wire Size (AWG):24-12; Mounting Type:Screw; Body Material:Glass-Filled Thermoplastic; Current Rating:20A; Number of Rows:2 BARRIER STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
CB BTS BRS 2 ASY BARRIER STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
Terminal Block; Number of Positions:16; Pitch Spacing:0.438"; Wire Size (AWG):24-12; Mounting Type:Screw; Body Material:Glass-Filled Thermoplastic; Current Rating:20A; Number of Rows:2 BARRIER STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
CB BTS SEMS 16 ASY BARRIER STRIP TERMINAL BLOCK, 2 ROWS, 1 DECK
CB BTS SEMS 20 ASY
	Molex, Inc.
MOLEX INC

	FX602 FX602D4 FX602P3 	CALLING LINE IDENTIFIER
	CML Microcircuits
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