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			PKC136 - PEAK CLAMP Circular Connector; No. of Contacts:6; Series:; Body Material:Aluminum Alloy; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-6 20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: DFN; No of Pins: 8; Temperature Range: -40°C to  125°C Circular Connector; No. of Contacts:6; Series:; Body Material:Aluminum Alloy; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-6 
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	Part No.	PKC136 PKC136-RL PKC-136RL PKC-136 -PKC136   

	Description	PEAK CLAMP 
 Circular Connector; No. of Contacts:6; Series:; Body Material:Aluminum Alloy; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-6
20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: DFN; No of Pins: 8; Temperature Range: -40°C to  125°C
Circular Connector; No. of Contacts:6; Series:; Body Material:Aluminum Alloy; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-6


	File Size	41.00K  / 
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						 ST Microelectronics 
 STMICROELECTRONICS[STMicroelectronics]
意法半导
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	Part: PKC-136
	Maker: 
	Pack: 
	Stock: 
	Unit price 
									for :
	    
									50: $0.50
	  
									100: $0.47
	1000: 
									$0.45
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 			 Full text search : PEAK CLAMP Circular Connector; No. of Contacts:6; Series:; Body Material:Aluminum Alloy; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-6 20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: DFN; No of Pins: 8; Temperature Range: -40°C to  125°C Circular Connector; No. of Contacts:6; Series:; Body Material:Aluminum Alloy; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-6   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	PKC136 PKC136-RL PKC-136RL PKC-136 -PKC136 	PEAK CLAMP
Circular Connector; No. of Contacts:6; Series:; Body Material:Aluminum Alloy; Connecting Termination:Crimp; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-6
20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: DFN; No of Pins: 8; Temperature Range: -40°C to  125°C
Circular Connector; No. of Contacts:6; Series:; Body Material:Aluminum Alloy; Connector Shell Size:10; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:10-6
	ST Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	25.352.4353.0 25.350.4153.0 99.213.9996.2 25.352.3	Terminal Block; Mounting Type:PC Board; Terminal Block Clamp Type:Screw Clamp 12 A, STRIP TERMINAL BLOCK, 1 ROW, 1 DECK
Terminal Strip; No. of Positions:5; Pitch Spacing:0.2"; Mounting Type:PC Board; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Terminal Block Clamp Type:Screw Clamp RoHS Compliant: Yes
PCB PIN STRIP  8213 S / 12 W OB GR  OF RoHS Compliant: Yes
	Wieland Electric, Inc.
WIELAND ELECTRIC INC

	CEV0631-0034-0M000 	6 CONTACT(S), ALUMINUM ALLOY, MALE, CIRCULAR CONNECTOR, CLAMP SCREW, PLUG
	CONNECTEURS ELECTRIQUES DEUTSCH

	CER0634-0092-BM002 	5 CONTACT(S), ALUMINUM ALLOY, FEMALE, CIRCULAR CONNECTOR, CLAMP SCREW, PLUG
	CONNECTEURS ELECTRIQUES DEUTSCH

	MPC962305 MPC962305D-1H MPC962305DT-1H MPC962309DT	3.3V 1:9 Zero Delay Buffer
3.3V 1:5 Zero Delay Buffer
Low-Cost 3.3 V Zero Delay Buffer
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
97-3106A24-5S W/ CABLE CLAMP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
97-3106A20-27P W/ CABLE CLAMP PLL BASED CLOCK DRIVER, 8 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO16
	Freescale (Motorola)
MOTOROLA[Motorola, Inc]
Motorola, Inc.
Motorola Mobility Holdings, Inc.

	EN3P8MSK EN3P8FSK EN3P8FSKL EN3P8MSKL 3FS EN3P4FCK	8 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, MALE, CIRCULAR CONNECTOR, SOLDER
8 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER
3 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER
4 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, CRIMP
5 CONTACT(S), GLASS FILLED THERMOPLASTIC POLYMER, FEMALE, CIRCULAR CONNECTOR, SOLDER
Circular Connector; Number of Contacts:6; Gender:Male; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:EN3
Circular Connector; Gender:Male; No. of Contacts:8; Series:EN3; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	Switchcraft, Inc.
SWITCHCRAFT INC

	5KP15C 5KP28 5KP54C 5KP5.0C 5KP5.0A 5KP5.0 5KP40A 	Quad Voltage &#181;P Supervisory Circuit in SOT Package 3000小波瞬态电压抑制基因（58.53十一
Circular Connector; No. of Contacts:100; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:23; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:23-35 5000瓦瞬态电压抑制器
5000W TRANSIENT VOLTAGE SUPPRESSORS 5000瓦瞬态电压抑制器
MOSFET N-CH 250V 14A D2PAK
TRANSIENT VOLTAGE SUPPRESSOR BREAKDOWN VOLTAGE:50-110V PEAK PULSE POWER: 5000W
	http://
Won-Top Electronics Co., Ltd.
WTE[Won-Top Electronics]
Shanghai Sunrise Electronics

	MIC4421A MIC4421AAM MIC4421ABM MIC4421ABN MIC4421A	High peak-output current: 9A Peak (typ.)
9A Peak Low-Side MOSFET Driver Bipolar/CMOS/DMOS Process
	MIC GROUP RECTIFIERS
Micrel Semiconductor

	TC55V1001F-10L TC55V1001F-85L TC55V1001FT-10L TC55	Circular Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 131072 Word位静态RAM
131,072 WORD BY 8 BIT STATIC RAM
	Skyworks Solutions, Inc.
Toshiba Corporation
Toshiba Semiconductor

	ASM3P2107AG-08-TT ASM3P2107A ASM3P2107A-08-SR ASM3	AT Series Toggle Switch, 2 pole, 2 position, Solder T2 type terminal, Standard Lever
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT08; Number of Contacts:23; Connector Shell Size:16; Connecting Termination:Solder; Circular Shell Style:Right Angle Plug 22 MHz, OTHER CLOCK GENERATOR, PDSO8
Peak EMI Reducing Solution 22 MHz, OTHER CLOCK GENERATOR, PDSO8
	Alliance Semiconductor ...
ALSC[Alliance Semiconductor Corporation]
Alliance Semiconductor, Corp.

	AV9107C-19 AV9107C-20 	Circular Connector; No. of Contacts:4; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-22 RoHS Compliant: No
	Integrated Circuit Systems
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