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			QES038ZD-A - 66 Watt, input voltage range:36-75V, output voltage 2.5V (20A), DC-DC converter Industry Standard Package Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Number of Pairs:4; Features:Aluminium Foil/Polyester; Impedance:100ohm; Leaded Process Compatible:Yes; Temperature Max:75 C; Voltage Nom.:600V RoHS Compliant: Yes 



		
			
					
						
						[image: QES038ZD-A_326348.PDF Datasheet]



					
				
					 		
	Part No.	QES038ZD-A QES066YE-A QES050ZE-A QES066ZE-A QES050ZD-A QES050YE-A QES036ZB-A QES050YE   

	Description	66 Watt, input voltage range:36-75V, output voltage 2.5V (20A), DC-DC converter 
 Industry Standard Package
Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Number of Pairs:4; Features:Aluminium Foil/Polyester; Impedance:100ohm; Leaded Process Compatible:Yes; Temperature Max:75 C; Voltage Nom.:600V RoHS Compliant: Yes
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 			 Full text search : 66 Watt, input voltage range:36-75V, output voltage 2.5V (20A), DC-DC converter Industry Standard Package Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:Solid; Number of Pairs:4; Features:Aluminium Foil/Polyester; Impedance:100ohm; Leaded Process Compatible:Yes; Temperature Max:75 C; Voltage Nom.:600V RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	24IMP12-0505-7 24IMP12-051212-7 24IMP12-05-7 24IMP	   1...12 Watt DC-DC Converters
1...12WattDC-DCConverters
Test Lead Storage Rack; Color:Orange; External Width:11"; Features:Accepts Type RG-58 & RG-142 Cable Sizes; Cold Rolled Steel w/Baked Enamel Finish; 4 Mounting Holes 0.094" RoHS Compliant: NA 1 ... 12瓦特的DC - DC转换
1...12 Watt DC-DC Converters 1 ... 12瓦特的DC - DC转换
Connector Adapter; Convert From:Binding Post; Convert To:BNC Male; Contact Material:Brass; Impedance:50ohm RoHS Compliant: Yes
Input voltage range:4.5-5.5V output voltage  /-5V ( /-100mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-12V ( /-42mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-15V ( /-33mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-5V ( /-500mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-12V ( /-250mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-15V ( /-200mA) DC/DC converter
	Electronic Theatre Controls, Inc.
TE Connectivity, Ltd.
Vishay Intertechnology, Inc.
Cosmo Electronics
POWER-ONE[Power-One]

	IMX15 40IMX15-24-24-9 110IMY15-03-9RG 110IMY15-050	15 Watt, input voltage range:50-150V output voltage 5V (3500mA) DC/DC converter
15WattDC-DCConverters
15 Watt DC-DC Converters
1-OUTPUT 14.9 W DC-DC REG PWR SUPPLY MODULE
	POWER-ONE[Power-One]
POWER-ONE INC

	1M110ZS10 1M120ZS10 1M130ZS10 1M150ZS10 1M160ZS10 	1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 120 V. 1% tolerance.
1.0 WATT SURMETIC 30 SILICON ZENER DIODES
4 PR #24 DATATWIST PVC
1701A CMP 4BP24 BK 1000F REELEX
1701A CMP 4BP24 GY 1000F SP 1.0瓦SURMETIC 30硅稳压二极管
Low Current Operation at 250 ，Low Reverse Leakage,Low Noise Zener Diode 250 的低电流运算，低反向泄露，低噪声稳压二极
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 130 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 110 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 160 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 200 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 150 V. 2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 180 V. 1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.3 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.6 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -5% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 3.9 V.  -1% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.3 V.  -2% tolerance.
1.0 watt Surmetic 30 silicon zener diode. Nom zener voltage 4.7 V.  -2% tolerance.
	MOTOROLA[Motorola, Inc]
MOTOROLA[Motorola Inc]
Motorola, Inc.
Motorola Mobility Holdings, Inc.

	SMBJ5V0 SMBJ7.0A SMBJ5.0A SMBJ6.0A SMBJ90A SMBJ100	   DEVICES FOR BIPOLAR APPLICATIONS
600 Watt Transient Voltage Suppressor(Reverse Stand-off Voltage:17V)(600W瞬变电压抑制反向隔离电压17V 600 W, UNIDIRECTIONAL, SILICON, TVS DIODE, DO-214AA
600 Watt Transient Voltage Suppressor(Reverse Stand-off Voltage:9.0V)(600W瞬变电压抑制反向隔离电压9.0V 600 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-214AA
600 Watt Transient Voltage Suppressor(Reverse Stand-off Voltage:8.0V)(600W瞬变电压抑制反向隔离电压8.0V 600 W, BIDIRECTIONAL, SILICON, TVS DIODE, DO-214AA
600 Watt Transient Voltage Suppressor(Reverse Stand-off Voltage:7.5V)(600W瞬变电压抑制反向隔离电压7.5V
600 Watt Transient Voltage Suppressor(Reverse Stand-off Voltage:6.5V)(600W瞬变电压抑制反向隔离电压6.5V
600 Watt Transient Voltage Suppressor(Reverse Stand-off Voltage:6.0V)(600W瞬变电压抑制反向隔离电压6.0V
600 Watt Transient Voltage Suppressor(Reverse Stand-off Voltage:8.5V)(600W瞬变电压抑制反向隔离电压8.5V
600 Watt Transient Voltage Suppressor(Reverse Stand-off Voltage:22V)(600W瞬变电压抑制反向隔离电压2V
600 Watt Transient Voltage Suppressors
	Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]
http://

	NTE5061A NTE5062A NTE5063A NTE5064A NTE5065A NTE50	Zener diode, 1 watt,  -5% tolerance. Nominal zener voltage Vz = 68V. Zener test current Izt = 3.7mA.
Zener Diode, 1 Watt ±5% Tolerance
Zener Diode, 1 Watt 【5% Tolerance
Zener Diode 1 Watt 5% Tolerance
Zener Diode, 1 Watt 5% Tolerance
Zener Diode / 1 Watt 5% Tolerance
surface mount silicon Zener diodes 硅表面贴装齐纳二极管
Zener Diode, 1 Watt % Tolerance
10 V, 1 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
	NTE[NTE Electronics]
Mitsubishi Electric, Corp.
NTE Electronics, Inc.

	P6KE8V2A P6KE18A P6KE100A P6KE10A P6KE110A P6KE11A	600 Watt Transient Voltage Suppressors
GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR(VOLTAGE - 6.8 TO 440 Volts 600Watt Peak Power 5.0 Watt Steady State)
Transient Voltage Suppressors P6KE6V8(C)A - P6KE440(C)A
	Panjit International Inc
FAIRCHILD[Fairchild Semiconductor]

	DBW24S5-40 DBW48S12-40 DBW24D12-40 DBW24D15-40 DBW	Single and Dual Outputs 40 Watt DC/DC Converter 4:1 Ultra Wide Input Voltage Range
	Wall Industries,Inc.

	DBW48D12-40 DBW48D15-40 DBW48S15-40 DBW48S5-40 	Single and Dual Outputs 40 Watt DC/DC Converter 4:1 Ultra Wide Input Voltage Range
	Wall Industries,Inc.

	1N6373A ON0017 1N6382 1N6383 1N6384 1N6385 1N6386 	1500 Watt Peak Power 5 Watt Steady State Zener Transient Voltage Supperssor(双向，峰值功500W，稳W，最大反向电6V齐纳瞬变电压抑制
1500 Watt Peak Power 5 Watt Steady State Zener Transient Voltage Supperssor(双向，峰值功500W，稳W，最大反向电8V齐纳瞬变电压抑制
1500 Watt Peak Power 5 Watt Steady State Zener Transient Voltage Supperssor(双向，峰值功500W，稳W，最大反向电5V齐纳瞬变电压抑制
1500 Watt Peak Power 5 Watt Steady State Zener Transient Voltage Supperssor(双向，峰值功500W，稳W，最大反向电2V齐纳瞬变电压抑制
1500 Watt Peak Power 5 Watt Steady State Zener Transient Voltage Supperssor(双向，峰值功500W，稳W，最大反向电0V齐纳瞬变电压抑制
1500 Watt Peak Power 5 Watt Steady State Zener Transient Voltage Supperssor(双向，峰值功500W，稳W，最大反向电V齐纳瞬变电压抑制
From old datasheet system
	ON Semiconductor

	NTE5000A NTE5060A NTE5035A NTE5045A NTE5001A NTE50	CABLE ASSEMBLY; 75 OHM TNC MALE TO 75 OHM BNC MALE; 75 OHM, RG6A/U COAX; 12" CABLE LENGTH
(NTE5000A - NTE5060A) Zener Diode / 1/2 Watt 5% Tolerance
27 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
Zener Diode, 1/2 Watt ±5% Tolerance
Zener Diode, 1/2 Watt 【5% Tolerance
Zener Diode, 1/2 Watt  -5% Tolerance
Zener Diode, 1/2 Watt 5% Tolerance
16 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
Zener Diode, 1/2 Watt % Tolerance
24 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
150 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE, DO-35
surface mount silicon Zener diodes
	NTE[NTE Electronics]
NTE Electronics, Inc.
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